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Door closer DCL 11 StarTec

Door closer HS 950

Door closer DCL 110

Door closer DCL 85

Door closer DCL 15 StarTec

Door closer DCL 21 StarTec

Door closer DCL 83 StarTec

Door closer DCL 51 StarTec

Door closer DCL 55 StarTec

Door closer DCL 61 StarTec

Door closer TS 1000 GEZE

Door closer TS 1500 GEZE

Door closer TS 1500 G GEZE

Door closer TS 2000 V GEZE

Door closer TS 2000 VG GEZE

Door closer TS 3000 V

Door closer TS 4000 GEZE

Door closer TS 4000 G GEZE

Door closer TS 4000 Tandem GEZE

Door closer TS 4000 E GEZE

Door closer TS 5000

Accessories

Overhead Positioned Door Closer
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Floor spring TS 500 N GEZE

Concealed door closer DCL 33 StarTec

Concealed door closer DCL 34 EN3 StarTec

Concealed door closer DCL 34 EN4

Concealed door closer Boxer 2V GEZE

Concealed door closer Boxer GEZE

Concealed door closer Boxer P GEZE

Rebate door closer

Transom door closer

Overhead sliding door closer for lightweight sliding doors

Overhead Positioned Door Closer

Hydraulic floor hinge for timber door

Double action floor spring

Hydraulic floor hinge for glass door

Double action floor spring for residential

Floor Springs

Heavy duty floor spring

Accessories

Slide channel surface mounted with lever GEZE

Floor spring TS 500 NV GEZE

Floor spring TS 550 NV GEZE
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Floor Springs

Cover cap for barrel hinges on flush doors GEZE

Front plate for barrel hinge GEZE

Adjustable barrel hinge for double action swing doors GEZE

Barrel hinge for single action doors GEZE

Axle prolongation for floor springs GEZE

Sealing compound

Cover plate for pivot bearing GEZE

Cover cap for door rails on flush doors GEZE

Slide channel concealed mounted with lever GEZE

Door rail for swing doors GEZE

Pivot bearing with flat conical axle GEZE

Cover plate for barrel hinge GEZE

Door rail for single action doors GEZE

Floor bearing StarTec

Pivot bearing

Soft closing and opening mechanism for doors active stop
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Door operator PortaMatic

ECturn 
Electromechanical swing door drive for 1-leaf single action internal doors

Slimdrive EMD 
Electromechanical swing door drive for 1- or 2-leaf single action doors

Swing door system for fire and smoke protection doors

Swing door system with integrated closing sequence control

Swing door system for fresh air supply/doors for emergency exit 

TSA 160 NT
Electromechanical swing door drive for 1- or 2-leaf single action doors

Automatic Swing Door Systems

Soft closing and opening mechanism for doors active stop

Door co-ordinator

Door selector

Magnetic door clamp with integrated circuit GEZE

Magnetic door clamp, floor mounting GEZE

Magnetic door clamp wall mounting GEZE

Counterplate GEZE

Magnetic door clamp basic model GEZE

Door Closer Accessories
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Position/

1 2 3 4 5 6

Category of use Durability Door closer size Suitability for use on
fire resistant/smoke control doors

Safety Corrosion 
resistance

Position Possible 
grades

Meaning

1 Category of 
use

 

3-4 3 = closing of door from opening angle >105°

°

4 = closing of door from opening angle 180°

°

2 Durability 8 8 = 500,000 test cycles

3 Door 
closer size

1-7 1 = door width: max. 750 mm; test door weight: 20 kg

2 = door width: max. 850 mm; test door weight: 40 kg

3 = door width: max. 950 mm; test door weight: 60 kg

4 = door width: max. 1,100 mm; test door weight: 80 kg

5 = door width: max. 1,250 mm; test door weight: 100 kg

6 = door width: max. 1400 mm; test door weight: 120 kg

7 = door width: max. 1,600 mm; test door weight: 160 kg

4 Suitability for 
use on fire 
resistant/smoke 
control doors

0-1 0 = not suitable for use on fire resistant and smoke control doors

1 = suitable for use on fire resistant and smoke control doors
1996 + A1:2002: A prerequisite is that the fire safety certificate of the fire test on typical fire resistant and 
smoke control doors confirms that the door closer does not adversely affect the fire resistance properties of 
the door. This verification management is outside the scope of application of this European standard.

 

5 Safety 1 1 = all door closers must meet the substantial safe usage requirements. For this reason, only grade 1 has 
been defined.

  115 1996  1 2 2

 

Classification of door closers in compliance with EN 1154:1996 + A1:2002

6-digit classification key in accordance with EN 1154:1996 + A1:2002

Meaning of individual positions in classification key:

The requirements and test procedures for door closers are defined in European standard EN 1154:1996 + A1:2002 "Locks and Architectural 

Hardware - Controlled door closing devices". The requirements are classified using a six-digit designation system.
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Door  
closer
size

Recommended
max. door width
mm

 .

Test door
weight kg

 
.

Closing moment Nm

 
Opening
moment 
Nm

 

Door  
closer
efficiency %

 
between 0° and 4°

 °  °

between
88° and 92

 88° 
 92°

at any other
opening 
angle

between
0° and 60°

 ° 
 6 °

between
0° and 4°

 ° 
 °

min. max. min. min. max. min.

1 750 20 9 13 3 2 26 50

2 850 40 13 18 4 3 36 50

3 950 60 18 26 6 4 47 55

4 1100 80 26 37 9 6 62 60

5 1250 100 37 54 12 8 83 65

6 1400 120 54 87 18 11 134 65

7 1600 160 87 140 29 18 215 65

Position Possible 
grades

Meaning

6 Corrosion
resistance

0-5 0 = no defined corrosion resistance

1 = low corrosion resistance

2 = medium corrosion resistance

3 = high corrosion resistance

4 = extremely high corrosion resistance

5 = extraordinarily high corrosion resistance

1996 + A1:2002:

 1
 2  

1996 + A1:2002:

1 For all interior and external doors in public and other buildings where persons have little inclination to take care and are likely to use the door 

incorrectly.

Note 1: Classification in compliance with grade 4 requires standard installation in accordance with the manufacturer's specifications.

Note 2: For applications, where heavy duty use is expected, or with specially limited door opening angles the use of door closers with backcheck 

or the use of door stoppers is recommended.

2 Where a door closer provides a range of closing force sizes both the minimum and maximum size must be identified (also see following table).

Definition of individual door closer sizes:
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Position Meaning

1 Category of
use

Grade 3:
Closing of door from opening angle >105°

°

2 Durability Grade 8: 500,000 cycles

3 Door closer
size

Grade 2–4:
Door width: max. 850 mm;
test door weight: 40 kg, (grade 2)
Door width: max. 950 mm;
test door weight: 60 kg, (grade 3)
Door width: max. 1,100 mm;
test door weight: 80 kg, (grade 4)

4 Suitability for
use on fire resistant/smoke 
control doors

Grade 1:
Suitable for use on fire resistant and smoke control
doors

 

5 Safety Grade 1:
All door closers must meet the substantial safe
usage requirements.

6 Corrosion
resistance

Grade 3:
High corrosion resistance 

Classification code: 3 8 2-4 1 1 3

  83   115 1196  1 2 2
Example: "DCL 83" certified in compliance with EN 1154:1996 + A1:2002
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The door closers in this catalogue are divided into the following groups:

» Overhead door closers with guide rail, arm assembly or as concealed version

» Floor springs

Accessories for the closer systems can be found directly after the individual closer systems. General accessories for all closer systems can be 

found at the end of the product group.

 »
 »

 

 »
 »

 »

 »

 »

 »
 »
 »

 »

 »

 »  

Door closers

Door closers must be used only to close pivot or hinged doors made of 

wood, metal, aluminium or glass after these have been opened manu-

ally. Individual floor springs and concealed door closers can also be 

used for double action doors.

Door closers need to be replaced when a satisfactory and safely 

functioning closing action is no longer guaranteed.

The following inappropriate use must be avoided under any 

circumstances:

» Use of the door closer for applications other than closing of doors

» Obstruction of the closing action for example by scraping doors, 

catching seals or stiff locks

» Incorrect or inappropriate installation and setting such as 

bangingdoors

» Incorrect selection of the closer size or closing force

The following points must be observed during the installation and 

initiation of door closers:

» Before the installation and initiation of door closers, including 

additional equipment and accessories, the relevant legal regulations 

need to be observed.

» Door closers must be installed and adjusted correctly by qualified 

personnel.

» Product information must be observed and has to be passed on to 

the clients and end users.

» Door closers in hold-open systems are subject to legal controls, 

monitoring and maintenance procedures.

» In case of particularly unfavourable local conditions (i.e. influence of 

wind), door closers with a higher closing force must be used.

» If, due to the circumstances of the door and surrounds, it cannot be 

avoided that the door leaf knocks against the door frame near the 

door pivot point, a door stopper must be used, which will limit the 

maximum opening angle of the door closer.

» If a door spring is in contact with water (i.e. external doors), the 

space between the cement casing and the housing must be filled 

with a suitable sealing compound.

Appropriate application Installation and initiation
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Door closer 
size

Recommended max. 
door width (mm)

 .

Test door weight 
(kg)

 
.

1 750 20
2 850 40
3 950 60
4 1100 80
5 1250 100
6 1400 120
7 1600 160

 »

 »
 »

 »

 

 

 

Carry out the following maintenance works regularly:

» Check the safety relevant components for their sturdy positioning 

and for their wear and tear

» Re-tighten the fixing screws and exchange defective components

» Test the settings (i.e. closing speed) and easy movement of the door

» If necessary, apply grease to the moving components (i.e. arm 

assembly)

Repairs must be carried out by authorized qualified personnel. Only 

cleaning agents which do not contain corrosive elements and damaging 

components may be used.

Closing force

The closing force depends on the width of the door leaf. With most 

door closers, it can be set and adjusted exactly to the respective door 

situation. In case of particularly unfavourable local conditions (i.e. wind 

influence), door closers with a higher closing force must be used.

The construction of fire resistant doors (steel doors T30-1) is subject to 

the clearly defined regulations of DIN 18082.

The regulations of smoke control doors are listed in DIN 18095.

Furthermore the EN 1634 standard applies.

Fire resistant and smoke control doors which have been approved by 

the building inspector must not be modified. The installation of a door 

closer or hold-open systems may require a proof of suitability in 

connection with the fire resistant and smoke control door, a final check, 

an agreement or authorization.

Door closers which have been tested for fire resistant and smoke 

control doors are marked with a fire resistant symbol.

Accessories for certain closer systems for fire resistant and smoke 

control doors are central smoke alarm systems, smoke alarms, electric 

or adhesive door magnets and anchor or adhesive counterplates, and 

can be found in this catalogue.

The recommended door widths apply to standard installation. In case 

of particularly high and heavy doors, extreme draught conditions or 

special installation, door closers with a higher closing force must be 

used.

The weight specifications in the table apply only to the test procedure. 

The given values do not correspond to the max. values for the 

installation.

Door co-ordination

In case of 2-leaf doors, the door co-ordinator ensures the correct 

closing sequence of both door leaves (inactive leaf before active leaf).

Hold-open arm

Fixed hold open position can be achieved with additional special fittings 

(i.e. hold-open arm) or with integrated construction elements 

(interlocking hold-open insert).

Door closers with hold-open arm or interlocking hold-open insert are 

not suitable for fire resistant and smoke control doors.

Free-swing arm assembly

With a free-swing arm assembly, the doors remain freely movable 

(comparable with a door without closing function), however the door 

closes securely in case of a fire.

Maintenance and repair General door closer functions

Fire resistance and smoke control
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ab

c

d

b

Door closer functions in the door operating range

Mounting options

For standard arm

a, Backcheck

With backcheck, the swing of a forcefully opened door (manually or for 

example by gusts of wind) is reduced. Damage to the door or wall are 

therefore minimised or eliminated.

Standard installation

(door leaf installation) on pull side

Overhead installation

(transom fixing) on pull side

Standard installation

(door leaf installation) on push side

Standard installation

(door leaf installation) on pull side

Overhead installation

(transom fixing) on push side

Overhead installation

(transom fixing) on push side

Parallel arm installation

on push side

b, Closing speed

The exact setting of the closing speed guarantees a controlled closing 

of the door leaf.

c, Closing delay

The closing delay increases the closing time so that, for example, 

persons carrying luggage or bulky items, mothers with prams have 

sufficient time to walk through the door.

d, Latching action

The latching action controls the closing of the door and ensures, that 

the lock closes reliably. It can be adjusted with most door closer 

models.
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Version Silver coloured

DCL 11 with standard arm 931.84.649

DCL 11 with hold-open arm 931.84.659

Packing: 1 pc.

250

250

  11 ta ec

• 
• 
• 
• 
• 

º

º

Standard installation
(door leaf installation) on pull side

Overhead installation
(transom fixing) on push side

Door closer DCL 11 StarTec

Features

• Tested to EN 1154

• Tested to confirm with CE requirements

• Hydraulic latching action valve adjustable

• Closing speed valve adjustable

• Suitable for DIN right hand and DIN left hand

Technical data

Closing force size EN3

Door width size 850-950 mm

Max. door weight 60 kg

Max. door opening angle Approx. 180º

Hold open angle 70-145°
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Version Silver coloured

HS 950 with standard arm 931.89.029

HS 950 with hold-open function 931.89.039

Packing: 1 pc.

  95

• 
• 
• 
•  

• 

º

º

Door closer HS 950

Features

• Hydraulic latching action valve adjustable

• Closing speed valve adjustable

• Suitable for DIN right hand and DIN left hand

• Suitable for standard installation on pull side and overhead  

installation on push side

• Closing force according to EN 1154

Technical data

Closing force size  EN3

Door width size  850-950 mm

Max. door weight  60 kg

Max. door opening angle Approx. 180º

Max. hold opening angle 90º

Standard installation
(door leaf installation) on pull side

Overhead installation
(transom fixing) on push side

AH

5

Door Closers
Overhead Positioned Door Closers

New products and systems: www.hafelethailand.com/www.hafele.co.th

 www.hafelethailand.com/www.hafele.co.th

W
e 

re
se

rv
e 

th
e 

rig
ht

 to
 a

lte
r 

sp
ec

ifi
ca

tio
ns

 w
ith

ou
t n

ot
ic

e 
(H

TH
 A

rc
hi

te
ct

ur
al

 H
ar

dw
ar

e 
20

19
).

5.13



Version Silver coloured

HS 110 with standard arm 931.84.229

HS 110 with hold-open function 931.84.239

Packing: 1 pc.

  11

• 
• 
• 
• 
• 

º

º

Standard installation
(door leaf installation) on pull side

Overhead installation
(transom fixing) on push side

Door closer DCL 110

Features

• Latching action valve adjustable

• Closing speed valve adjustable

• Backcheck valve adjustable

• Suitable for DIN right hand and DIN left hand

• Closing force acccording to EN 1154

Technical data

Closing force size  EN3

Door width size  850-950 mm

Max. door weight  60 kg

Max. door opening angle Approx. 180º

Hold open angle  70-145º
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Version Silver coloured

DCL 85 without hold-open function 931.84.379

DCL 85 with hold-open function 931.84.369

Packing: 1 pc.

29

32

34
.5

34
.5

32

29

  85

• 
• 
• 
• 
• 
• 

º

º

Door closer DCL 85

Features

• Light opening force

• Latching action valve adjustable

• Closing speed valve adjustable

• Hold-open angle adjustable

• Suitable for DIN right hand and DIN left hand

• Closing force according to EN 1154

Technical data

Closing force size   EN3

Door width size   850-950 mm

Max.door weight   60 kg

Max.door opening angle  Approx. 145º

Hold open angle   80-120º

Standard installation
(door leaf installation) on pull side

Overhead installation
(transom fixing) on pull side
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Version Silver colour Black matt

DCL 15 with standard arm 931.84.629 931.84.488

DCL 15 with hold-open arm 931.84.639 931.84.489

Packing: 1 pc.

IPI 19.021

2-4

• 
• 
• 
• 
• 
• 
• 

EN2-EN4

º

º

Door closer DCL 15 StarTec

Features

• Tested to EN 1154 

• Tested to conform with CE requirements

• Variable closing force by installation position of body

• Hydraulic latching action valve adjustable

• Closing speed valve adjustable

• On request available with backcheck

• Suitable for DIN right hand and DIN left hand

Technical data

Closing force size  EN2-EN4

Door width size  750–1,100 mm

Max. door weight  80 kg

Max. door opening angle Approx. 180º

Hold open angle  70–150º

Standard installation
(door leaf installation) on pull side

Order reference

Parallel arm bracket .........................................................page 5.33

Overhead installation
(transom fixing) on push side
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Version Silver coloured

DCL 21 with hold-open function 931.84.129

Packing: 1 pc.

• 
• 
• 
• 
• 
• 
• 

º

º

  21
Door closer DCL 21

Features

• Variable closing force by installation position of body

• Hydraulic latching action valve adjustable

• Closing speed valve adjustable

• With fixed backcheck

• With interlocking hold-open device

• Suitable for DIN right hand and DIN left hand

• Closing force according to EN 1154

Technical data

Closing force size  EN2-EN4

Door width size  750-1,100 mm

Max. door weight  80 kg

Max. door opening angle Approx. 140º

Hold open angle  70-140º

Standard installation
(door leaf installation) on pull side

Overhead installation
(transom fixing) on pull side

Parallel arm installation
on push side
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Version Silver colour Black matt

DCL 88 with hold-open 
function

931.46.029 931.46.023

Hold-open device for  
DCL 88

931.46.090

Packing: 1 pc.

IPI 19.222

Hold-open device for DCL 88

2-4

444

240

56

10
7

43

10
7

31

43

31

• 
• 
• 
• 
• 
• 
• 
• 
• 
• 

º

º

Door closer DCL 88

Features

• Tested to EN 1154

• Cam action system

• Light opening force

• Tested to conform with CE requirements

• Closing force valve adjustable

• Latching action valve adjustable

• Backcheck valve adjustable

• Closing speed valve adjustable

• Suitable for DIN right hand and DIN left hand

• Closing force according to EN 1154

Technical data

Closing force size  EN2-EN4

Door width size  750-1,100 mm

Max. door weight  80 kg

Max. door opening angle 180º

Max. hold open angle 180º

Standard installation
(door leaf installation) on pull side

Overhead installation
(transom fixing) on push side
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INTENTIONAL BLANK PAGE



Version Silver coloured

DCL 83 without hold-open function 931.84.289

DCL 83 with hold-open function 931.84.299

Packing: 1 pc.

• 
• 
• 
• 
• 
• 
• 

º

º

  83 ta ec

Standard installation
(door leaf installation) on pull side

Overhead installation
(transom fixing) on pull side

Door closer DCL 83 StarTec

Features

• Tested to EN 1154

• Tested to conform with CE requirements

• Closing force valve adjustable

• Latching action valve adjustable

• Closing speed valve adjustable

• Suitable for DIN right hand and DIN left hand

• Closing force according to EN 1154

Technical data

Closing force size  EN2-EN4

Door width size  750-1,100 mm

Max. door weight  80 kg

Max. door opening angle 115º

Max. hold open angle 115º
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Packing: 1 pc.

IPI 20.092

Version Silver coloured

DCL 83A with hold-open function 931.84.008

460
446

236

7

19

59

7

29

40

29

40

34
.5

º

º

Door closer DCL 83A

Features

• Tested to ANSI GRADE 1

• Cam action system

• Light opening force

• Closing force valve adjustable

• Latching action valve adjustable

• Backcheck valve adjustable

• Closing speed valve adjustable

• Delay action valve adjustable

• Suitable for DIN right hand and DIN left hand

Technical data

Closing force size  EN2-EN4

Door width size  750-1,100 mm

Max. door weight  130 kg

Max. door opening angle 120º

Max. hold open angle 120º

Standard installation
(door leaf installation) on pull side

Overhead installation
(transom fixing) on push side
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Version Silver coloured Stainless steel matt Brass polished Black matt

DCL 51 with standard arm 931.84.829 931.84.820 931.84.828 931.84.823

DCL 51 with hold-open arm 931.84.669 931.84.660 931.84.668 931.84.663

Packing: 1 pc.

• 
• 
• 
• 
• 
• 

º

º

  51 ta ec
Door closer DCL 51 StarTec

Parallel arm installation
on push side

Standard installation
(door leaf installation) 
on pull side

Features

• Tested to EN 1154 

• Tested to conform with CE requirements

• Closing force adjustable by valve

• Hydraulic latching action valve adjustable

• Closing speed valve adjustable

• Backcheck valve adjustable

Technical data

Closing force size  EN2-EN5

Door width size  750-1,250 mm

Max. door weight  100 kg

Max. door opening angle Approx. 180º

Hold open angle  70-150º

Order reference

Parallel arm bracket .........................................................page 5.33
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Version Silver coloured

DCL 55 with standard arm 931.84.769

DCL 55 with hold-open arm 931.84.819

Packing: 1 pc.

• 
• 
• 
• 
• 
• 
• 

º

º

  55 ta ec
Door closer DCL 55 StarTec

Features

• Tested to EN 1154 

• Tested to conform with CE requirements

• Closing force adjustable by valve

• Hydraulic latching action valve adjustable

• Closing speed valve adjustable

• Backcheck valve adjustable

• Suitable for DIN right hand and DIN left hand

Technical data

Closing force size  EN2-EN6

Door width size  750-1,400 mm

Max. door weight  120 kg

Max. door opening angle 180º

Hold open angle  70-150º

Standard installation
(door leaf installation) on pull side

Overhead installation
(transom fixing) on push side
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Version Silver coloured Stainless steel matt Brass polished

DCL 61 DCL 61 without hold-open function 931.84.139 931.84.130 931.84.138

DCL 61 DCL 61 with hold-open function 931.84.119 931.84.110 931.84.118

Packing: 1 pc.

  61 ta ec

• 
• 
• 
• 
• 

º

º

Door closer DCL 61 StarTec

Features

• Closing force valve adjustable 

• Hydraulic latching action valve adjustable

• Closing speed valve adjustable

• Backcheck valve adjustable 

• Closing force according to EN 1154

Technical data

Closing force size  EN2-EN4

Door width size  750-1,100 mm

Max. door weight  80 kg

Max. door opening angle Approx. 140º

Hold open angle  70-120º

Parallel arm installation
on push side

Standard installation
(door leaf installation) 
on pull side

Overhead installation
(transom fixing)
on push side
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Version Silver coloured

TS 1000 with standard arm 931.16.909

TS 1000 with hold-open arm 931.16.769

Packing: 1 pc.

• 
• 
• 
• 
• 
• 

º

º

  1  

Standard installation
(door leaf installation) on pull side

Overhead installation
(transom fixing) on push side

Features

• Tested to EN 1154

• Tested to conform with CE requirements

• Variable closing force with arm assembling 

• Latching action valve adjustable

• Closing speed valve adjustable

• Suitable for DIN right hand and DIN left hand

Technical data 

Closing force size  EN2-EN3

Door width size  750-950 mm

Max. door weight  80 kg

Max. door opening angle 180º

Hold open angle  70-150º

Door closer TS 1000 GEZE
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Packing: 1 pc.

Version Silver colour Dark bronze White RAL 9016

Set TS 1500 with standard arm consisting of:

  15   
931.16.859 931.16.851 931.16.857

Basic closer 931.16.629 931.16.621 931.16.627

Standard arm 931.16.679 931.16.671 931.16.677

Set TS 1500 with hold-open arm consisting of:

  15  
931.16.869 931.16.861 931.16.867

Basic closer 931.16.629 931.16.621 931.16.627

Hold-open arm 931.16.689 931.16.681 931.16.687

  15  

• 
• 
• 
• 
• 
• 
• 

º

º

Standard installation
(door leaf installation) on pull side

Overhead installation
(transom fixing)on push side

Door closer TS 1500 GEZE

Features

• Tested to EN 1154 

• Tested to conform with CE requirements

• Variable closing force with arm assembling

• Latching action valve adjustable

• Closing speed valve adjustable

• On request available with backcheck

• Suitable for DIN right hand and DIN left hand

Technical data

Closing force size  EN3-EN4

Door width size  850-1,100 mm

Max. door weight  85 kg

Max. door opening angle Approx. 180º

Hold open angle  70-150º
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Packing: 1 pc.

Version Silver coloured Dark bronze White RAL 9016 Black matt

Set TS 1500 G without hold-open function consisting of:

   15    
931.16.879 931.16.871 931.16.877 931.16.873

Basic closer 931.16.629 931.16.621 931.16.627 931.16.623

Sliding channel 931.16.749 931.16.741 931.16.747 931.16.743

Set TS 1500 G with hold-open function consisting of:

   15    
 

931.16.889 931.16.881 931.16.887 931.16.883

Basic closer 931.16.629 931.16.621 931.16.627 931.16.623

Sliding channel 931.16.749 931.16.741 931.16.747 931.16.743

Interlocking hold-open device 931.16.710 931.16.710 931.16.710 931.16.710

• 
• 
• 
• 
• 

º

º

  15   
Door closer TS 1500 G GEZE

Features

• Latching action valve adjustable

• Closing speed valve adjustable

• On request available with backcheck

• Suitable for DIN right hand and DIN left hand

• Closing force according to EN 1154

Technical data 

Closing force size  EN2

Door width size  750-850 mm 

Max. door weight  85 kg

Max. door opening angle Approx. 130º

Hold open angle  70-150º

Standard installation
(door leaf installation) on pull side

Overhead installation
(transom fixing) on push side
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Version Silver coloured Dark bronze White RAL 9016

Set TS 2000 V with standard arm consisting of:

  2    
931.16.599 931.16.591 931.16.597

Basic closer 931.16.139 931.16.131 931.16.137

Standard arm 931.16.239 931.16.231 931.16.237

Set TS 2000 V with hold-open arm consisting of:

  2    
931.16.929 931.16.921 931.16.927

Basic closer 931.16.139 931.16.131 931.16.137

Hold-open arm 931.16.259 931.16.251 931.16.257

Packing: 1 pc.

2/4/5
  2   

• 
• 
• 
• 
• 
• 

º

º

Door closer TS 2000 V GEZE

Features

• Tested to EN 1154

• Tested to confirm with CE requirements

• Variable closing force due to offset installation (size EN2/EN4/EN5)

• Closing speed valve adjustable 

• Latching action adjustment via an arm assembly

• Suitable for DIN right hand and DIN left hand

Technical data 

Closing force size  EN2/EN4/EN5

Door width size  750-1,250 mm 

Max. door weight  120 kg   

Max. door opening angle Approx. 180º

Hold open angle  70-150º

Parallel arm installation
on push side

Standard installation
(door leaf installation) 
on pull side

Overhead installation
(transom fixing)
on push side

Order reference

Parallel arm bracket .........................................................page 5.33
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Packing: 1 pc.

Version Silver coloured Dark bronze White RAL 9016

Set TS 2000 VG without hold-open function consisting of:

   2    
931.10.589 931.10.581 931.10.587

Basic closer 931.16.139 931.16.131 931.16.137

Sliding channel 931.11.179 931.11.171 931.11.177

Set TS 2000 VG with hold-open function consisting of:

   2    
931.10.599 931.10.591 931.10.597

Basic closer 931.16.139 931.16.131 931.16.137

Sliding channel 931.11.179 931.11.171 931.11.177

Interlocking hold-open device 931.10.110 931.10.110 931.10.110

• 
• 
• 
• 
• 
• 

º

º

  2   
Door closer TS 2000 VG GEZE

Features

• Tested to EN 1154

• Tested to confirm with CE requirements

• Variable closing force due to offset installation (size EN2 and EN3)

• Closing speed valve adjustable 

• Optional with hold-open device (not fire rated)

• Suitable for DIN right hand and DIN left hand

Technical data 

Closing force size  EN2-EN3

Door width size  750-950 mm 

Max. door weight  120 kg   

Max. door opening angle Approx. 130º

Hold open angle  80-130º

Standard installation
(door leaf installation)
on pull side

Overhead installation
(transom fixing) on push side
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Packing: 1 pc.

Version Silver coloured Dark bronze White RAL 9016

Set TS 3000 V without hold-open function consisting of:

   3    
931.10.749 931.10.741 931.10.747

Basic closer 931.10.089 931.10.081 931.10.087

Sliding channel 931.10.109 931.10.101 931.10.107

Set TS 3000 V with hold-open function consisting of:

   3    
931.10.759 931.10.751 931.10.757

Basic closer 931.10.089 931.10.081 931.10.087

Sliding channel 931.10.109 931.10.101 931.10.107

Interlocking hold-open device 931.10.110 931.10.110 931.10.110

1-4

• 
• 
• 
• 
• 

º

º

  3   
Door closer TS 3000 V GEZE

Features

• Tested to EN 1154

• Closing force valve adjustable 

• Closing speed valve adjustable

• Latching action valve adjustable

• Suitable for DIN right hand and DIN left hand

Technical data 

Closing force size  EN1-EN4

Door width size  650-1,100 mm 

Max. door weight  120 kg   

Max. door opening angle Approx. 130º

Hold open angle  80-130º

Standard installation
on pull side

Overhead installation
on pull side

Overhead installation
on push side
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Version Silver coloured Dark bronze White RAL 9016

Set TS 4000 with standard arm consisting of:

    
931.16.579 931.16.571 931.16.577

Basic closer 931.16.029 931.16.021 931.16.027

Standard arm 931.16.239 931.16.231 931.16.237

Set TS 4000 with hold-open arm consisting of:

    
931.16.589 931.16.581 931.16.587

Basic closer 931.16.029 931.16.021 931.16.027

Hold-open arm 931.16.259 931.16.251 931.16.257

Packing: 1 pc.

   

• 
• 
• 
• 
• 
• 
• 
• 

º

º

Door closer TS 4000 GEZE

Features

• Tested to EN 1154

• Tested to confirm with CE requirements

• Closing force valve adjustable 

• Closing speed valve adjustable

• With backcheck valve adjustable

• Latching action adjustment via an arm assembly

• Suitable for DIN right hand and DIN left hand

• Optical indicator for closing force

Technical data

Closing force size  EN1-EN6

Door width size  650-1,400 mm

Max. door weight  200 kg

Max. door opening angle Approx. 180º

Hold open angle  70-150º

Standard installation
(door leaf installation)
on pull side

Overhead installation
(transom fixing) on push side

Transom fixing
on push side

Order reference

Parallel arm bracket .........................................................page 5.33
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Packing: 1 pc.

Version Silver coloured Dark bronze White RAL 9016

Set TS 4000 G without hold-open function consisting of:

     
931.17.189 931.17.181 931.17.187

Basic closer 931.16.029 931.16.021 931.16.027

Sliding channel 931.11.179 931.11.171 931.11.177

Set TS 4000 G with hold-open function consisting of:

     
931.17.199 931.17.191 931.17.197

Basic closer 931.16.029 931.16.021 931.16.027

Sliding channel 931.11.179 931.11.171 931.11.177

Interlocking hold-open device 931.10.110 931.10.110 931.10.110

• 
• 
• 
• 
• 
• 
• 

º

    
Door closer TS 4000 G GEZE

Features

• Tested to EN 1154

• Tested to confirm with CE requirements

• Closing force valve adjustable 

• Closing speed valve adjustable

• With backcheck valve adjustable

• Suitable for DIN right hand and DIN left hand

• Optical indicator for closing force

Technical data

Closing force size  EN1-EN5

Door width size  650-1,250 mm

Max. door weight  200 kg

Max. door opening angle Approx. 130º

Standard installation
(door leaf installation)
on pull side
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Finish Cat.No

Silver coloured 931.16.499

Packing: 1 pc.
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• 
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º

Door closer TS 4000 Tandem GEZE

Features

• Combination of a TS 4000 EN5-7 and a TS 4000 EN1-6

• Closing force valve adjustable

• Closing speed valve adjustable

• Latching action adjustable via an arm assembly

• Backcheck valve adjustable

• No hold open function

• Suitable for DIN right hand and DIN left hand

• Optical indicator for closing force

• Closing force according to EN 1154

Technical data 

Closing force size  More than EN7

Door width size   1600-1,800 mm

Door weight   250 kg  

*(minimum load capacity of hinge must be 250 kg)

Max.door opening angle  Approx. 120º

Min. door panel thickness  40 mm

Standard installation
(door leaf installation)
on pull side

Note

Please use electric magnetic door clamp if you will hold the door.
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Version Silver coloured

Door closer TS 4000 E 931.16.559

Packing: 1 pc.

• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 

    
Door closer TS 4000 E GEZE

Features

• Tested to EN 1154 and EN 1155

• Tested to confirm with CE requirements

• When voltage applied to closer - the door hold open

• Voltage off - door close automatically

• The door can be closed manually at any time regardless of  

whether the voltage is applied or not

• Closing speed and closing force is valve adjustable from the front

• Latching action adjustable via arm assembling

• Suitable for DIN right hand and DIN left hand

• Optical indicator for closing force

• Operating voltage 24V DC ±10%

• Enclosure rating IP43

Standard installation
(door leaf installation) on pull side

Overhead installation
(transom fixing) on push side

AH

5

Door Closers
Overhead Positioned Door Closers

New products and systems: www.hafelethailand.com/www.hafele.co.th

 www.hafelethailand.com/www.hafele.co.th

W
e 

re
se

rv
e 

th
e 

rig
ht

 to
 a

lte
r 

sp
ec

ifi
ca

tio
ns

 w
ith

ou
t n

ot
ic

e 
(H

TH
 A

rc
hi

te
ct

ur
al

 H
ar

dw
ar

e 
20

19
).

5.31



Packing: 1 pc.

Version Silver coloured Dark bronze White RAL 9016

Set TS 5000 without hold-open function consisting of:

   5   
931.10.609 931.10.601 931.10.607

Basic closer 931.10.009 931.10.001 931.10.007

Sliding channel 931.10.109 931.10.101 931.10.107

Set TS 5000 with hold-open function consisting of:

   5   
931.10.619 931.10.611 931.10.617

Basic closer 931.10.009 931.10.001 931.10.007

Sliding channel 931.10.109 931.10.101 931.10.107

Interlocking hold-open device 931.10.110 931.10.110 931.10.110

• 
• 
• 
• 
• 
• 

º

º

  5   
Door closer TS 5000 GEZE

Features

• Tested to EN 1154

• Closing force valve adjustable 

• Closing speed valve adjustable

• With backcheck valve adjustable

• Suitable for DIN right hand and DIN left hand

• Optical indicator for closing force

Technical data

Closing force size  EN2-EN6

Door width size  750-1400 mm

Max. door weight  200 kg

Max. door opening angle Approx. 180º

Hold open angle  80-130º

Standard installation
on pull side

Overhead installation
on push side
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Version Finish Cat.No

For TS 1500 Silver coloured 931.17.230

For TS 2000/4000 931.16.329

For DCL 11/DCL 15/DCL 51 931.84.900

Version Finish Cat.No

For TS 2000 Silver coloured 931.16.379

Version Silver coloured Dark bronze White RAL 9016

For TS 3000 931.10.509 931.10.501 931.10.507

Version Finish Cat.No

For TS 2000/TS 4000 Silver coloured 931.16.449

06.01.2020

Accessories

Parallel arm bracket Clamping plate for all-glass doors

Features

• For installation of door closer onto all-glass doors

• For glass thickness: 8–10 mm

Overpanel bracket

Features

• For installation of door closer onto all-glass doors

• For glass thickness: 10 mm
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Packing: 1 pc.

Packing: 1 pc.

Version Cat.No

For TS 3000/TS 5000 931.10.120

Version Finish Cat.No

For TS 4000/TS5000 Silver coloured 931.16.319

Dark bronze 931.16.311

• 

• 
• 

Accessories

Clamping plate for glass doors Door stopper

Features

• For installation of door closer with sliding arm
Features

• For installation of door closer onto all-glass doors

• For glass thickness: 8–10 mm
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Version Cat.No.

For DCL21/DCL61/DCL65/DCL83/DCL85 931.84.099

For DCL34 (EN4)/HS 3000 931.84.097

For DCL32/DCL33/DCL34 (EN3) 931.84.098

Packing: 1 pc.

Version Cat.No.

For TS 1500 G/TS 2000 VG/TS 4000 G/ 
BOXER 2V/TS 3000 V/TS 5000

 

931.10.520

Packing: 1 pc.

   
Hold-open device for overhead door closer Slide block for door closer GEZE

Accessories
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Version Silver coloured Black matt

DCL 33 without hold-open function 931.84.039 931.84.033

DCL 33 with hold-open function 931.84.269 931.84.233

Packing: 1 pc.

• 
• 
• 
• 
• 
• 
• 
• 

º

º

  33 
Concealed door closer DCL 33 StarTec

Features

• Tested to EN 1154

• Light opening force

• Tested to confirm with CE requirements

• Door closer for concealed installation in the door leaf or frame

• Closing force valve adjustable 

• Hydraulic latching action valve adjustable

• Closing speed valve adjustable

• Suitable for DIN right hand and DIN left hand

Technical data

Closing force size  EN2-EN4

Door width size  750-1,100 mm

Max. door weight  80 kg

Max. door opening angle Approx. 115º

Max. hold open angle Approx. 115º

Min. door panel thickness 45 mm
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Version Silver coloured

DCL 33A with hold-open function 931.84.006

Packing: 1 pc.

IPI 20.063
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• 
• 
• 
• 
• 
• 
• 
• 
• 
• 

º

º

Concealed door closer DCL 33A

Features

• Tested to ANSI GRADE 1

• Light opening force

• Cam action system

• Door closer for concealed installation in the door leaf or frame

• Hydraulic latching action valve adjustable

• Closing speed valve adjustable

• Closing force valve adjustable 

• Delay action valve adjustable

• Backcheck valve adjustable

• Suitable for DIN right hand and DIN left hand

Technical data

Closing force size  EN2-EN4

Door width size  750-1,100 mm

Max. door weight  130 kg

Max. door opening angle 120º

Max. hold open angle 120º

Min. door panel thickness 50 mm
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Version Silver coloured Black matt

DCL 34 without hold-open function 931.84.049 931.84.043

DCL 34 with hold-open function 931.84.279 931.84.273

Packing: 1 pc.

   

• 
• 
• 
• 
• 
• 

º

º

Concealed door closer DCL 34 EN3 StarTec

Features

• Tested to EN 1154

• Tested to confirm with CE requirements

• Door closer for concealed installation in the door leaf or frame

• Hydraulic latching action valve adjustable

• Closing speed valve adjustable

• Suitable for DIN right hand and DIN left hand

Technical data

Closing force size  EN3

Door width size  850-950 mm

Max. door weight  60 kg

Max. door opening angle 120º

Max. hold open angle 115º

Min. door panel thickness 40 mm

AH

5

Door Closers
Overhead Positioned Door Closers

New products and systems: www.hafelethailand.com/www.hafele.co.th

 www.hafelethailand.com/www.hafele.co.th

W
e 

re
se

rv
e 

th
e 

rig
ht

 to
 a

lte
r 

sp
ec

ifi
ca

tio
ns

 w
ith

ou
t n

ot
ic

e 
(H

TH
 A

rc
hi

te
ct

ur
al

 H
ar

dw
ar

e 
20

19
).

5.37



Version Silver coloured

DCL 35 without hold-open function 931.46.069

Hold-open device for DCL 35 931.46.091

Packing: 1 pc.

Hold-open device for DCL 35

IPI 19.223
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• 
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º

º

Concealed door closer DCL 35

Features

• Tested to EN 1154

• Light opening force

• Cam action system

• Tested to confirm with CE requirements

• Door closer for concealed installation in the door leaf or frame

• Suitable for narrow frame

• Latching action valve adjustable

• Closing speed valve adjustable

• Suitable for DIN right hand and DIN left hand

Technical data

Closing force size  EN2-EN4

Door width size  750-1,100 mm

Max. door weight  80 kg

Max. door opening angle Approx. 120º

Max. hold open angle Approx. 120º

Min. door panel thickness 40 mm
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Version Silver coloured

DCL 34 without hold-open function 931.84.059

DCL 34 with hold-open function 931.84.339

Packing: 1 pc.

Concealed door closer DCL 34 EN4
14

.5

14
.5

14
.5

23 23

23

14
.5

• 
• 
• 
• 

º

º

   

Features

• Door closer for concealed installation in the door leaf or frame

• Hydraulic lathcing action valve adjustable

• Closing speed valve adjustable

• Suitable for DIN right hand and DIN left hand

Technical data

Closing force size  EN4

Door width size  950-1,100 mm

Max. door weight  80 kg

Max. door opening angle Approx. 120º

Max. hold open angle Approx. 115º

Min. door panel thickness 40 mm
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Packing: 1 pc.

Version Silver coloured

Set Boxer 2V with interlocking 
hold-open device consisting of:

et o e    

931.14.069

Basic closer 931.14.129

Sliding channel with interlocking 
hold-open device* 

931.14.219

 o e   

• 
• 
• 
• 
• 
• 
• 
• 
• 

º

º

* 

Concealed door closer Boxer 2V GEZE

Features

• Tested to EN 1154

• Tested to confirm with CE requirements

• Door closer for concealed installation in the door leaf and frame

• Closing force valve adjustable 

• Latching action valve adjustable

• Closing speed valve adjustable

• Backcheck valve adjustable 

• Suitable for DIN right hand and DIN left hand

• Closingforce according to EN 1154

Technical data

Closing force size  EN2–EN4

Door width size  750–1,100 mm

Max. door weight  130 kg

Max. door opening angle Approx. 120º

Min. door panel thickness 40 mm

Hold-open angle  80–120º

Note

* Please take out the hold-open device of sliding channel when  

  needing door closer version without hold-open function.

  Please take out hold-open device when using for fire door.
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Version Silver coloured

Set Boxer with interlocking hold-open device consisting of:

et o e   
931.14.349

Basic closer 931.14.119

Sliding channel with interlocking hold-open device* 931.14.219

• 
• 
• 
• 
• 
• 
• 
• 

º

º

 o e  
Concealed door closer Boxer GEZE

Features

• Tested to EN 1154

• Tested to confirm with CE requirements

• Door closer for concealed installation in the door leaf and frame

• Closing force valve adjustable 

• Latching action valve adjustable

• Closing speed valve adjustable

• Backcheck valve adjustable 

• Suitable for DIN right hand and DIN left hand

Technical data

Closing force size  EN3-EN6

Door width size  950-1,400 mm

Max. door weight          180 kg 

Max. door opening angle Approx. 120º

Min. door panel thickness         50 mm 

Hold-opening range                 80-120º

* 

Note

* Please take out the hold-open device of sliding channel when  

  needing door closer version without hold-open function.

  Please take out hold-open device when using for fire door.
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Version Silver coloured

Set Boxer 2V with interlocking hold-open device consisting of:

et o e    
931.14.609

Basic closer 931.14.129

Sliding channel with interlocking hold-open device*

*

931.14.249
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• 
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º

º

* 

Concealed door closer Boxer P GEZE

Features

• Tested to EN 1154

• Tested to confirm with CE requirements

• Door closer for concealed installation in the door leaf and frame

• Closing force valve adjustable

• Latching action valve adjustable

• Closing speed valve adjustable

• Hold-open angle adjustable

• Backcheck valve adjustable

• Suitable for double action door

• Closing force according to EN 1154

Technical data

Closing force size   EN2-EN4

Door width size   750-1,100 mm

Max.door weight   80 kg

Max.door opening angle  Approx. 120º

Min. door panel thickness  40 mm

Hold-opening range   80-120º

Note

* Please take out the hold-open device of sliding channel when needing door closer version without hold-open function.

Order reference

Adjustable barrel of swing door ........................................page 5.57
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Version Cat.No.

Transom door closer EN2 932.79.100

Transom door closer EN3 932.79.110

Transom door closer EN4 932.79.120

Packing: 1 set

• 
• 
• 
• º

• 
• 

º º  º

Transom door closer

Features

• For single or double action aluminium framed doors

• Hydraulic latching action valve adjustable

• Closing speed valve adjustable

• With hold-open function 90º 

• With side-load arm angle bracket and floor pivot 

• Closing force according to EN 1154

Technical data

Closing force size EN2 EN3 EN4

Max. door width size 850 mm 950 mm 1,100 mm

Max. door weight 80 kg 100 kg 120 kg 

Max. door opening angle 130º 130º 130º
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Version Cat.No.

A 931.24.000

B 931.24.010
Packing: 1 pc. (incl. fixing screws)

Min. 30 mm

Min. 20 mm

• 
• 
• 
• 
• 
• 

  

° °

° °

• 
• 

Features

• Rebate door closer

• For flush and rebated single action doors

• Size adjustment by adjusting the closing force from the front when 

the door is open

• Variably adjustable closing speed

• Door strike can be switched off

• Suitable for DIN right hand and DIN left hand

Technical data

Version    A  B

Max. door leaf width  1,100 mm  1,250 mm

Max. door opening angle Approx. 140° Approx. 140°

Max. door leaf weight  80 kg  140 kg

Min. door panel thickness 30 mm  40 mm

Latching action from  Approx. 7° Approx. 7°

Rebate door closer

Installation

• Concealed installation on the pull side of the vertical door  

rebate below the upper door hinge

• For max. door opening a door stopper must be used

Dimensions in brackets are valid for version B

AH

5

Door Closers
Overhead Positioned Door Closers

New products and systems: www.hafelethailand.com/www.hafele.co.th

 www.hafelethailand.com/www.hafele.co.th

W
e 

re
se

rv
e 

th
e 

rig
ht

 to
 a

lte
r 

sp
ec

ifi
ca

tio
ns

 w
ith

ou
t n

ot
ic

e 
(H

TH
 A

rc
hi

te
ct

ur
al

 H
ar

dw
ar

e 
20

19
).

5.43



Version Cat.No.

For lightweight doors 931.85.009

Packing: 1 pc.

• 
• 
• 
• 
• 
• 
• 

 

Features

• Surface mounted sliding door closer, for lightweight doors only, 

with closing speed and closing power adjustment

• Suitable for door sizes: 590-900 mm

• Door opens lightly and closes automatically

• Shuts out noise, gases, dust etc. saves energy

• For timber or metal doors

• Max. door weight per leaf: 40 kg

Overhead sliding door closer for lightweight sliding doors
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Material/finish Cat. No.

Stainless steel matt 981.91.921

Packing: 1 pc.
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º

º

 

Features

• Non-digging installation

• Latching action valve adjustable

• Closing speed valve adjustable

• Double action version

• Suitable for DIN right hand and DIN left hand

• Closing force according to EN 1154

Technical data

Closing force size   EN3

Door width size   850-950 mm

Max.door weight   100 kg

Max.door opening angle  Approx. 125º

Min. door panel thickness  40 mm

Hold open angle   90º

Hydraulic floor hinge for timber doors

Order reference

Please order top pivot hinge Cat.No. 932.10.410 and cover plate 

Cat.No. 932.10.589 separately.

Installation
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Material/finish Cat. No.

Stainless steel matt 981.91.920

173
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R3 44

7

FINISHED FLOOR
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º

º

 

Features

• Non-digging installation

• Latching action valve adjustable

• Closing speed valve adjustable

• Double action version

• Suitable for DIN right hand and DIN left hand

• Closing force according to EN 1154

Technical data

Closing force size   EN3

Door width size   850-950 mm

Max.door weight   100 kg

Max.door opening angle  Approx. 125º

Glass thickness   10-13.5 mm

Hold open angle  90º

Hydraulic floor hinge for glass doors

Set pivot position of the fanlight patch fitting aligned with the 

pivot of the floor spring.

Installation

Order reference

Please order top patch fitting Cat. No. 981.00.010 separately.
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Version Cat. No.

Double action floor spring EN2 932.77.000

Double action floor spring EN3 932.77.010

Double action floor spring EN4 932.77.020

Packing: 1 pc.

290

27097

116

• 
• 
• 
• º

• 

º º º

 

Features

• For single or double action doors

• Hydraulic latching action valve adjustable

• Closing speed valve adjustable

• With hold-open function 90º

• Suitable for DIN right hand and DIN left hand

• Closing force according to EN 1154

Technical data

Closing force size           EN2 EN3         EN4

Max. Door width size          850 mm  950 mm         1,100 mm

Max. door weight           80 kg              100 kg        120 kg

Max. door opening angle    Approx. 130º   Approx. 130º   Approx. 130º

Supplied with

1 Floor spring

1 Cover plate, stainless steel

1 Barrel hinge set

1 Door lever

1 Set of fixing material

Double action floor spring

Installation

Note

For cover plate in black matt, please order Cat. No. 932.79.063  

seperately.
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Version Cat. No.

Double action floor spring EN3 932.79.280

Packing: 1 pc.

290

27097

116

• 
• 
• 
• 
• º

• 
• 

º

Features

• For residential area only, not suitable for public area

• For single or double action doors

• Hydraulic latching action valve adjustable

• Closing speed valve adjustable

• With hold-open function 90º

• Suitable for DIN right hand and DIN left hand

• Closing force according to EN 1154

Technical data

Closing force size  EN3

Max. door width size  950 mm

Max. door weight  100 kg

Max. door opening angle Approx. 120º

Supplied with

1 Floor spring

1 Cover plate, stainless steel

1 Barrel hinge set

1 Door lever

1 Set of fixing material

Double action floor spring for residential area

Installation
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Version Cat. No.

Floor spring without hold-open 932.86.030

Floor spring with 90º and 120º hold-open

º 
º

932.86.031

Packing: 1 pc. (supplied without cover plate, please order separately

Packing: 1 pc. 

Material/finish Cat. No.

Stainless steel matt (304) 932.86.940

• 
• 
• 
• 
• 
• 

º 

Note

For single action heavy duty doors an intermediate pivot hinge is  

required. 

For doors up to 2,286 mm height 1 hinge should be used, for each 

further 762 mm 1 additional hinge should be added. (926.51.009, 

926.51.019)

Cover plate

Features

• Tested to EN 1154

• Tested to confirm with CE requirements

• For single and double action doors

• Closing speed valve adjustable

• With fixed backcheck

• Suitable for DIN right hand and DIN left hand 

Technical data

Closing force size  EN2–EN6

Door width size  750-1,400 mm

Max. door weight   600 kg 

Max. door opening angle Approx. 170º  

Heavy duty floor spring 

Order reference

Single or double action fitting set..................................page 5.50

Intermedia pivot............................................................page 5.51
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Packing: 1 pc. 

Packing: 1 pc. 

Version Cat. No.

Top center pivot 932.86.950

Bottom strap pivot 932.86.960

Material/Finish Cat. No.

Stainless steel matt (316) 932.86.932

• 
• 
• 

• 
• 

Feature

• High carrying capacity and excellent corrosion resistance

• Low friction bearing in top centre for enhanced efficiency

Double action fitting set

Accessories

Single action fitting set

Feature

• Solid grade 316 stainless steel matt for high carrying capacity and 

excellent corrosion resistance

• Low friction bearing in top centre for enhanced efficiency

• Offset 16 mm
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Packing: 1 pc. 

Packing: 1 pc. 

Version Cat. No.

DIN left hand 926.51.009

DIN right hand 926.51.019

Extension length L mm Cat. No.

25 932.10.780

L+3

• 
• 
• 

• 

• 

Accessories

Intermediate pivot

Spindle extension

Feature

• For using in combination with floor spring

• To prevent bending of very high doors

• Top pivot arm and floor spring arm need to be aligned with the   

hinge center by an offset of 16 mm

• Material: Aluminium

Feature

• To increase the floor play (i.e. for doors with thresholds or floors)
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Packing: 1 pc. 

Version Cat. No.

TS 500N without hold-open function 932.10.040

TS 500N for  90º double action doors

º 
932.10.041

TS 500N for 90º single and 95º double 
action doors

º 
º

932.10.042

Packing: 1 pc. 

Finish Cat. No.

Stainless steel coloured 932.10.130

Brass coloured 932.10.135

• 
• 
• 
• 
• 
• º

• 
• 

º 

    

    

•  

Cover plate for TS 500 N GEZE

Features

• Tested to EN 1154

• Tested to confirm with CE requirements

• For single and double action doors

• Closing speed valve adjustable

• With fixed backcheck

• Closing effect from 170º

• Safety value against overloading

• Suitable for DIN right hand and DIN left hand 

Technical data

Closing force size  EN3

Door width size  850-950 mm

Max. door weight  100 kg

Max. door opening angle Approx. 170º 

Floor spring TS 500 N GEZE

Features

• For double  action doors as well as suitable for DIN left or DIN right 

hand by un-hooking the pre-stamped corner

Order reference

Floor spring accessories ..................................................page 5.55

Order reference

Please order cover plate separately.
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Version Cat. No.

TS 500NV without hold opening function 932.10.050

TS 500NV for  90º double action doors

º 
932.10.051

TS 500NV for 90º single and 95º  double 
actio doors

º 
º

932.10.052

Packing: 1 pc. 

Finish Cat. No.

Stainless steel coloured 932.10.130

Brass coloured 932.10.135

Packing: 1 pc. 

• 
• 
• 
• 
• 
• 
• 
• º

• 
• 

º 

•  

    

    
Floor spring TS 500 NV GEZE

Cover plate for TS 500 NV GEZE

Features

• Tested to EN 1154

• Tested to confirm with CE requirements

• For single and double  action doors

• Latching action valve adjustable

• Closing force valve adjustable 

• Closing speed valve adjustable

• With fixed backcheck 

• Closing effect from 170º

• Safety value against overloading

• Suitable for DIN right hand and DIN left hand 

Technical data

Closing force size  EN1-EN4

Door width size  650-1,100 mm

Max. door weight  150 kg

Max. door opening angle Approx. 170º 

Features

• For double  action doors as well as suitable for DIN left or DIN right 

hand by un-hooking the pre-stamped corner

Order reference

Floor spring accessories ..................................................page 5.55

Order reference

Please order cover plate separately.
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Version Cat. No.

TS 550NV Floor spring 932.10.061

Packing: 1 pc. 

Finish Cat. No.

Stainless steel coloured 932.10.140

Brass coloured 932.10.145

Packing: 1 pc. 

Order reference

Please order cover plate separately.

• 
• 
• 
• 
• 
• 
• 
• 
• 
• º º

• 

º

    

    

•  

Floor spring TS 550 NV GEZE

Cover plate for TS 550 NV GEZE

Features

• For double  action doors as well as suitable for DIN left or DIN right 

hand by un-hooking the pre-stamped corner

Order reference

Floor spring accessories ..................................................page 5.55

Features

• Tested to EN 1154

• Tested to confirm with CE requirements

• For single and double action doors

• Latching action valve adjustable

• Closing force valve adjustable 

• Closing speed valve adjustable

• With fixed backcheck 

• Safety value against overloading

• Suitable for DIN right hand and DIN left hand 

• With progressive adjustable hold–open function from 80º-165º

• Hold–open function can be adjustable to delay function

Technical data

Closing force size  EN3–EN6

Door width size  850-1,400 mm

Max. door weight  300 kg

Max. door opening angle Approx. 170º
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Packing: 1 pc. 

Version Cat. No.

For flush and rebated doors with supporting 
hinges

932.10.309

Packing: 1 pc. 

Version Cat. No.

For flush and rebated doors with supporting 
hinges

932.10.319

  

• 
• 
• 

• 
• 
• 

  
Slide channel concealed mounted with lever GEZE

Features

• For hinged doors where it is not possible to fix a overhead door 

closer

• To recess

• For GEZE TS 550 NV with 9 mm gap from the top of surface of the 

floor

Features

• For hinged doors where it is not possible to fix an overhead door 

closer

• Screw fixing

• For GEZE TS 550 NV with 9 mm gap from the top of surface of 

the floor

Slide channel surface mounted with lever GEZE

d = 11–25 mm, u = 11-25 mm

Lever

Lever

Door hinge

Door hinge

a = 0-16 mm, u = 0-16 mm
b = 50-55 mm, u = 50-55 mm
d = 11-25 mm, u = 11-25 mm

Accessories
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Packing: 1 pc. 

Packing: 1 pc. 

Packing: 1 pc. 

Packing: 1 pc. 

Version Cat. No.

Suitable for DIN right hand and DIN left hand 932.10.420

Version Cat. No.

Suitable for DIN right hand and DIN left hand 932.10.200 

Version Cat. No.

Suitable for DIN right hand and DIN left hand 932.10.529

 

 

 

 
Version Cat. No.

Left hand 932.10.519

Right hand 932.10.509

Accessories

Barrel hinge for single action doors GEZE

Door rail for single action doors GEZE

Cover cap for barrel hinges on flush doors GEZE

Cover cap for door rails on flush doors GEZE
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Packing: 1 pc. 

Packing: 1 pc. 

Packing: 1 pc. 

Version Cat. No.

With angle 932.10.400

Without angle 932.10.410

Version Cat. No.

For top part of barrel hinge 932.10.589

Material Cat. No.

Aluminium 932.10.579

 

 

 

• 
• 
• 

Accessories

Front plate for barrel hinge GEZE

Cover plate for barrel hinge GEZE

Adjustable barrel hinge for double action swing doors GEZE

Features

• For double action swing doors

• Adjustable

• Optional with or without bracket

Barrel hinge with angle  

Barrel hinge without angle 
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Packing: 1 pc. 

Version Cat. No.

For sealing the gap around a floor spring 932.10.310

Packing: 1 pc. 

Packing: 1 pc. 

Version Cat. No.

To screw onto timber or metal doors 932.10.270

Version Length L  5 mm Length L 10 mm Length L  15 mm Length L  20 mm Length L  25 mm

Suitable for DIN right and DIN 
left hand

932.10.700 932.10.703 932.10.705 932.10.706 932.10.707

 

• 

• 

 

Accessories

Door rail for swing doors GEZE

Features

• To increase the floor play (e.g. for doors with thresholds or floors  

fitted with carpets)

• With radial serrations

Axle prolongation for floor springs GEZE

Sealing compound
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Packing: 1 pc. 

Packing: 1 pc. 

Packing: 1 pc. 

Packing: 1 pc.

Material/finish Cat. No.

Stainless steel matt 932.77.090

Material/finish Cat. No.

Stainless steel matt 932.10.601

Material Cat. No.

Steel 932.10.602

Material/finish Cat. No.

Stainless steel matt 932.86.920

 ta ec

 

 

• 

• 

• 

Accessories

Pivot bearing

Cover plate for pivot bearing GEZE

Pivot bearing with flat conical axle GEZE

Floor bearing StarTec

Features

• Max. door leaf weight: 120 kg

Features

• Max. door leaf weight:  250 kg

Features

• Max. door weight: 400 kg
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Version Cat.No.

Soft closing and opening mechanism  
for door ActiveStop

931.19.170

Packing: 1 set

/  cti e to

• 
•  

°  
 

°  

° ° 
• 
• 

° °

Soft closing and opening mechanism for doors ActiveStop

Features

• For flush or rebate wooden interior doors, for concealed  

installation in door leaf

• Functionality :  

Closing direction: Soft and self closing approx. 25°  

Opening direction: Soft opening and slow pulling approx. 60°,  

door held in open position securely,  

free swing range between 25° and 60°

• Soft closing mechanism adjustable via valve 

• Suitable for DIN right hand and DIN left hand

Technical data

Max. door weight   45 kg

Max. door width   1,100 mm

Min. door thickness  38 mm

Restricted opening angle 80°–140°

Supplied with

1 Closing and opening mechanism for doors ActiveStop

1 Universal door latchbolt blocking device

Mounting material
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Material/finish Cat.No.

Aluminium silver coloured anodized 931.95.909

Material/finish Cat.No.

Steel chrome plated 931.97.902

Packing: 1 set.

Packing: 1 set.

• 
• 
• 

• 
• 

• 
• 
• 
• 
• 

Door selector

Features

• Face fixing pattern, not suitable for external use

• Enables a pair of rebated meeting stile doors to close in the 

correct sequence automatically

• Suitable for doors up to 1,200 mm wide and any standard door 

thickness or rebated depth

• Tested and approved to EN 1158: 1997

• Including trip catch to prevent misaligned rebates in certain 

circumstances

Door co-ordinator

Features

• In connection with door closer

• For double-leaf doors

• Ensures the correct closing sequence of both doors

• Suitable for DIN right hand and DIN left hand

• Installation on the door frame

Inactive door

Selector striker 

Strike plate

Active door 

Centre line of door opening

Body adjustment screw

Clamp arm adjustment screw

Selector striker

Strike plate

Inactive door Active door
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Material Cat. No.

Stainless steel (304) 931.38.000

Packing: 1 pc.

310

280

20

90

34

28

85° - 90°

• 
• 
• 
• 
• 

Door co-ordinator

Features

• In connection with door closer

• For double-leaf doors

• Ensure the correct closing sequence of both door

• Suitable for DIN right hand and DIN left hand

• Installation on the door frame
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Version Cat.No.

With integrated circuit breaker 931.19.020

Version Cat.No.

For wall mounting 931.19.003

Version Cat.No.

For floor mounting 931.19.010

1:1 M

10
8.

5

10

4.6

77
.5

50

81

 
 

 

• 
• 
• 
• 
• 
• 
• 

• 
• 
• 
• 
• 
• 

• 
• 
• 
• 

Magnetic door clamp 
with integrated circuit GEZE

Features

• Operating voltage: 24 V DC ±10%

• Current consumption: Approx. 60 mA

• Power consumption: Approx. 1.5 W

• Clamping force: Approx. 490 N 

• Magnetic head and spacer galvanized

• For wall mounting and floor mounting with tilting magnetic head

• Length 185 mm

Magnetic door clamp basic model GEZE

Features

• Operating voltage: 24 V DC ±10%

• Current consumption: Approx. 60 mA

• Power consumption: Approx. 1.5 W

• Clamping force: Approx. 490 N

Features

• Operating voltage: 24 V DC ±10%

• Current consumption: Approx. 60 mA

• Power consumption: Approx. 1.5 W

• Clamping force: Approx. 490 N 

• With integrated circuit breaker

• Magnetic head and spacer galvanized

Magnetic door clamp, 
floor mounting GEZE

AH

5

Door Closers
Door Closer Accessories

New products and systems: www.hafelethailand.com/www.hafele.co.th

 www.hafelethailand.com/www.hafele.co.th

W
e 

re
se

rv
e 

th
e 

rig
ht

 to
 a

lte
r 

sp
ec

ifi
ca

tio
ns

 w
ith

ou
t n

ot
ic

e 
(H

TH
 A

rc
hi

te
ct

ur
al

 H
ar

dw
ar

e 
20

19
).

5.63



Version Cat.No.

For wall mounting 931.19.052

Version Cat.No.

Counterplate standard model 931.19.086

Version Cat.No.

Counterplate with joint 931.19.088

Version Cat.No.

Counterplate with spring compensation 931.19.087

05.05.2020

5544

79
5

Ø4.5
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• 

Magnetic door clamp wall mounting GEZE

Features

• Operating voltage: 24 V DC ±10%

• Current consumption: Approx. 60 mA

• Power consumption: Approx. 1.5 W

• Clamping force: Approx. 490 N 

• With integrated circuit breaker

• Magnetic head and spacer galvanized

Features

• On mounting plate with additional adjustment for extreme angle 

between door and magnetic clamp

Features

• On mounting housing with damping spring for smooth action on 

heavy door

Counterplate GEZE

Features

• On mounting plate with spring for levelling with magnetic clamp
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 o ta atic
Door operator PortaMatic
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Dimension (WxHxD) mm Cat.No.

60 x 560 x 78 935.08.000
± 40 0 - 30

 o ta atic

• 
• 
• 
• 
• 
• 
• 

 
 

º

 
 
 

Door operator PortaMatic

Features

• Selectable operation mode: Automatic, Semi-automatic and  

Toggle open/close

• With LED illumination and acoustic signalling

• With build-in radio control receiver

• With build-in mechanical door stopper

• Possible to integrated with an electric lock

• Controllable by remote control unit and switch (order separately)

• Suitable for residential

Technical data

Durability   200,000 cycles (600 cycles per day)

Power supply  100-240 V

Power Consumption  Max. 150 W

Standby Consumption Approx. 1 W

Opening angle  Max. 115º

Door leaf weight/door width: 

- Up to 80 kg for door width  710–1,200 mm 

- Up to 100 kg for door width  710–1,100 mm 

- Up to 120 kg for door width  710–900 mm

IP ratting   IP20

Installation: hinge side

DIN left

DIN right

DIN left

DIN right

Installation: hinge side

Installation: Opposite hinge side**

Installation: Opposite hinge side

(Depth not exceed 30 mm)

Packing: 1 set

Order reference

Accessories PortaMatic ...................................................page 5.68
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Accessories Cat.No.

Radio internal push button (incuding batteries) 935.08.001

Recessed transmitter 935.08.002

Hand transmitter, textured chrome, black 935.08.005

Flush box 917.91.012

106

B=150

335
639

329

1/2
1/2

Installation Cable outlet

Packing: 1 pc.
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The swing door systems from GEZE make going through a door easier wherever manual operation is too complex or difficult. The outstanding  

features of the systems include reliability and safety, as well as a clear and modern design line. GEZE enables object-specific solutions and ensures 

planners the greatest possible degree of design freedom. 

The electromechanical ECturn drive enables doors in barrier-free interiors to be opened and closed gently and conveniently. Thanks to the glass 

guide rail available as an accessory, the ECturn can also be used on glass doors. The ECturn Inside combines accessibility and safety with 

optimum door design. It automatically opens and closes doors "invisibly". 

Thanks to their uniquely small overall height of only 7 cm, the drives in the Slimdrive range can be fitted almost invisibly to any building architecture.  

The electrohydraulic TSA range is first choice for doors in areas of high frequency of use. Durability and strength characterise this range.

DIN 18650

The industrial standard DIN 18650 was created to be able to guarantee operators and users of automatic doors optimum safety. GEZE swing 

door systems with automatic function have been type-tested to DIN 18650 and certified.

EN 16005

The new European standard EN 16005 sets out the design requirements and testing methods used to ensure the safe use of automatic doors. 

The new standard has created a Europe-wide safety standard for automatic doors. All automatic door systems and safety sensors from GEZE 

meet the EN 16005 standard and are available.

Automatic swing door system GEZE - Open and close doors easily

Design possibility for swing door systems

1 = Drive

2 = Actuation

3 = Safeguard

4 = Operation
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Features ECturn ECturn Inside

Height (mm) 60 61

Width (mm) 580 566

Depth (mm) 60 45

Max leaf weight (kg) 125 125

Opening width 1 leaf (mm) 650-1,100 650-1,100

Drive type Electromechanical Electromechanical

Maximum activation delay (secounds) 10 10

Max door opening angle 100° 100°

Operating voltage (V) 110/230 VAC 24.5-30 VDC

Temperature range (°C)

°

-15 to 50 -15 to 60

Enclosure rating IP20 IP20

Automatic function Fully Automatic Fully Automatic

Push and Go Adjustable Adjustable

Approval DIN 18650 DIN 18650

Low energy • •

• = Yes/

5 60
5

60

60 60
94 94.5

20.7

580

442 (512)
Max. 277

31

69

77

77
306

566

457

12
11

61

12.5
20

45

84
11

ECturn

Electromechanical swing door drive for 1-leaf single action internal door

Extremely quiet electromechnical swing door meets the requirement of barrier-free construction. It is convenient especially for people with 

mobility problem and little strength. Door can be opened automatically, or open manually and closed automatically. The new ECturn Inside further 

enhance the look for your door by concealing the operator inside the door and offer the same function as the ECturn

ECturn ECturn Inside
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Features Slimdrive EMD

Height (mm) 70

Width (mm) 650

Depth (mm) 121

Max leaf weight (kg) 180

Opening width 1 leaf (mm) 750-1,400

Drive type Electromechanical

Maximum activation delay (secounds) 20

Max door opening angle 230

Operating voltage (V) 230

Temperature range (°C)

°

-15 to 50

Enclosure rating IP20

Automatic function Fully Automatic

Push and Go Adjustable

Approval DIN 18650

Low energy •

• = Yes/

The 7cm high compact drive that able to move large and heavy internal and external doors comfortably and quietly. State- of-the-art control 

technology combined with low-wear and low maintenance high-power motor guarantees reliable operation even for high usage door. The push 

and go function can be activated on request, a perfect solution for elderly home.

Slimdrive EMD

Electromechanical swing door drive for 1- or 2-leaf single action doors
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Features TSA 160 NT TSA 160 NT EN7

Height (mm) 100 100

Width (mm) 690 690

Depth (mm) 121 121

Max leaf weight (kg) 250 310

Opening width 1 leaf (mm) 690-1400 690-1,400

Drive type Electromechanical Electromechanical

Maximum activation delay (secounds) 10 10

Max door opening angle 115° 115°

Operating voltage (V) 230 230

Temperature range (°C)

°

-10 to 60 -10 to 60

Enclosure rating IP20 IP20

Automatic function Fully Automatic Fully Automatic

Push and Go Adjustable Adjustable

Approval DIN 18650 DIN 18650

 

TSA 160 NT

Electromechanical swing door drive for 1- or 2-leaf single action doors

The electronically controlled hydraulic swing door system suitable for door up to 310kg (EN7) and door leaf width up to 1,600 mm. TSA 160 NT 

GEZE has a low power consumption and is low maintenance. Door can be open manually in event of power failure. It is suitable for larger and 

heavy door which are of high usage.
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ü

Drive systems in the F variant are used to automatically open and close single-leaf fire protection doors. The usual types of impulse generator can 

be used to actuate the drive. In addition to automatic opening and closing, fire protection doors can also be held open. In the event of a fire, an 

appropriate fire detection system must cancel the automatic function or any hold-open mechanism. Power supply to the mains cable is interrupted 

via a mains switch-off board (F-accessory) and the drive retains the normal door closer function. This means that door closers with automatic 

opening function in accordance with DIN 18263 Part 4 are a component part of hold-open systems and require official building approval. Fire 

protection doors must meet the requirements of the DIBt guideline (Deutsches Institut fÜr Bautechnik). This variant can be achieved using the 

following drive series: Slimdrive EMD-F and TSA 160 NT 

Swing door systems for fire and smoke protection doors (F)
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Swing door systems with integrated closing sequence control (IS)

Swing doors in the IS variant are always equipped with an integrated closing sequence control. The mechanical closing sequence control ensures 

that the fixed leaf closes first on double-leaf doors. The active leaf only closes once the fixed leaf has closed completely. The mechanical 

closing sequence control also works without electricity and in the event of a power failure. This variant can be achieved using the following drive 

series: Slimdrive EMD-F and TSA 160 NT 
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Swing door systems for fresh air supply/doors as emergency exit (Invers)

Inversely installed swing door drives are used on single and double-

leaf single-action doors made of wood, Aluminium or steel. There is 

an electrical closing sequence control available for double-leaf doors. 

Inversely installed drives are suitable for emergency exit routes and 

for fresh air opening systems for RWA systems. The doors are 

opened by spring force and closed by motor. This guarantees that 

the door will open safely in the event of a power failure or fire alarm. 

An emergency power supply is no longer required. This variant can 

be achieved using the following drive series: Slimdrive EMD and TSA 

160 NT
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