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about LED strip lights at a glance.
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The result after four generations of Loox LED lights is 

therefore not simply further development, but a new level.  

Our development has accelerated.  

Because the world is accelerating, and the demands of 

our customers are growing at an equally rapid rate.

We have spent about 100,000 hours working with LED 

lights, we have developed and researched, we have 

had many valuable discussions with partners in trade 

and industry – and we have learned a great deal. The 

market is demanding digital answers.



The essence of our experience  

therefore has a new face.  

We are driven by the same questions 
time and time again. 

How can it be made easier? 

How can it be made better? 

How can it be made more intelligent?

Welcome to Loox5.
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Easy.
Logical.
Linear.



Loox / XI



Loox. The intelligent plug and play system

with easily understandable colour coding

24 V

350 mA

12 V



PLUG AND PLAY

Loox has three power systems for the different LED lights with matching drivers as 

central switching devices. 12 V and 24 V (parallel connection) for universal applications 

ranging from ambient light to functional light with different light outputs and 350 mA 

(series connection) specially for spot lighting with low wattage. 

Clear colour coding of the plugs with individual design makes the system easy to  

assemble and install. It can easily be installed without the need for an electrician.

DRIVER

MAINS PLUG

SWITCH

LIGHTS

Loox / XIII
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RGB, multi-white, monochrome light. 

The Häfele Connect Mesh 6-way distributor controls 

everything. At once. Wireless.

All-in-one

The Loox5  
light control.



Häfele Connect Mesh 6-way distributor.

Häfele Connect Mesh  

App

Häfele Connect Mesh  

push button, wall mounted

Häfele Connect Mesh  

remote control

Control light and configure the lighting individually – it’s that simple 

with the Loox5 system: all of the Loox5 lights installed in the house 

“register” in the Häfele Connect Mesh App and are integrated into 

the app interface in just a few steps. Now the lights can be 

individually activated, dimmed, their light colour can be changed, or 

they can be simply switched on and off.  

At the same time, different lighting scenarios can be created and 

saved. Operation can take place completely in accordance 

with requirements: via the app, via remote control or using 

wall-mounted push buttons. Integrating the Häfele Connect 

Mesh 2-channel interface also makes every standard 

wall-mounted push button compatible with the app. Loox5. A 

modular networking kit which can be described with one 

word: EASY.
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Light is easy. 

Light in the sleeping area.
Ambience full of atmosphere for rest areas. 

Light colour                  Monochrome | Multi-white | RGB
Light intensity                 Task light | Ambient light | Accent light
Light source                 Linear light | Point light
Alignment                  Directly or indirectly | Up or down |  

Forward or backward | To the side
Position on the cabinet         Outside | Inside
Installation type                 Recess mounted | Surface mounted

Light in the kitchen.
Functionality for every action.



Loox / XIX

Light in store fixtures.
Value for the presentation of goods.

Light in the storage space.
Orientation for perfect organisation. 
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Use the potential of Häfele 

Loox5 and create furniture 

that can do more than simply 

look good.

At the start of the development process, determine the lighting 

purposes of the furniture (multiple choices possible)

> Task light for pleasant and safe working

> Ambient light for highlighting, staging or emotionalising

> Accent light for storage spaces or paths

Also take into account the overall brightness of the room and the 

finishes to be illuminated: Sufficiently bright ceiling lighting or 

sunlight makes the orientation light unnecessary during the day, but 

at night it may be very pleasant if the ceiling lighting does not need 

to be used and a few furniture pieces provide some orientation light. 

For confidence in the planning process, test lighting and finishes or 

use bright lighting with dimmers to achieve a balance of incident 

light and reflection.

The form factor of a light (linear, point) and the number used affects 

the planarity of the illumination. Light colour, installation type, 

position on the cabinet, and alignment are further criteria to select 

the perfect light.

Add up the wattage of all lights and other devices.  

If necessary, take into account possible later expansions and select a driver of the 

appropriate performance class. Lights of the same voltage type or current may be 

connected to a common driver. Converters are also available and are necessary if lights 

with different voltage types and currents will share a driver.

Light is plannable.
The need tto obbservve onnly aa feww pllannningg sttepss sttrruccturress 

and simpliifies the pplannnningg of lighhtingg in furrniture..

Choose a distributor for your current 

needs (with or without switching function 

or with Häfele Connect Mesh). The 

distributor can be easily replaced at a later 

time. Therefore, make sure the drivers are 

accessible in the furniture.
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Plan switch requirements and switch positions. Simple mechanical switches or convenient sensors 

and dimmers can be grouped together by means of multi driver or multi switch boxes to 

conveniently operate lights from a single location or from different locations.

The Häfele Connect Mesh 6-way distributor is the central element for controlling monochrome lights, 

multi-white lights, or RGB lights individually or jointly. 6-way distributors can be networked. They can 

be controlled by remote control, wall-mounted push button, or app.

The chapter structure of the Loox brochure simplifies the ordering process by using this 

simple planning process.

Häfele Loox5 drivers supply not only lights, but also charging stations (inductive and USB), 

audio systems, as well as electrically operated flap fittings, sliding doors, or TV lifts. Take 

advantage of the potential of Häfele Loox5. Create furniture that can do more than simply look 

good.

Plan the concealed cable routing and provide holes, grooves, or panels. An extensive range of 

extension leads and distributors facilitates suitable cabling of your project.
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LOOX. THE LED LIGHTING SYSTEM.

2 / Loox

STRIP LIGHT SELECTION AND 

MAX. LENGHT
 

Voltage Model Light Color 

temp (K)

Watt/m Lead to

driver

MESH Adapters

Loox driver 

> Loox5

12V
LED 2062

(Mono 8 mm)

833.74.336 2,700

4.8
  833.88.213 (100 mm)     
  833.88.215 (500 mm)
  833.88.129 (2,000 mm)

  8
  8
  8

833.74.337 3,000

833.74.338 4,000

833.74.339 5,000

12V
LED 2071

(Mono 8 mm)
833.74.387 6,500 4.8

  833.88.213 (100 mm)     
  833.88.215 (500 mm)
  833.88.129 (2,000 mm)

  8
  8
  8

12V
LED 2065

(Mono 8 mm)

833.74.354 2,700

4.8
  833.88.213 (100 mm)
  833.88.215 (500 mm)
  833.88.129 (2,000 mm)

  8
  8
  8

833.74.355 3,000

833.74.356 4,000

833.74.357 5,000

12V
LED 2068

(Mono 8 mm)

833.74.362 2,700

9.6
  833.88.213 (100 mm)
  833.88.215 (500 mm)
  833.88.129 (2,000 mm)

  8
  8
  8

833.74.363 3,000

833.74.364 4,000

833.74.365 5,000

12V

LED 2063
(Silicone,

Mono 8 mm)

833.74.344 2,700

4.8   833.95.703* 833.95.752
  8
  8
  8

833.74.345 3,000

833.74.346 4,000

833.74.347 5,000

12V
LED 2064

(Multi-white)
833.74.352

2,700 4.8

  833.95.702* 833.95.752
  8
  8
  8

5,000 4.8

12V LED 2037

833.73.513 2,700

4   833.73.739

  8
  8
  8
  8

833.73.510 3,000

833.73.511 4,000

833.73.512 5,000

12V LED 2045

833.73.180 2,700

7.2   833.73.739

  8
  8
  8
  8

833.73.181 3,000

833.73.182 4,000

833.73.183 5,000

12V
LED 2030
(Silicone)

833.73.480 2,700

4.8   833.73.775

  8
  8
  8
  8

833.73.481 3,000

833.73.482 4,000

833.73.520 5,000

12V
LED 2080 

833.74.380 RGB 9.6   833.95.704 833.95.746

  8
  8
  8

*           must connect with Loox5.0 adapters

*           Loox5.0 Adapters
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Max Length per Driver Max Length per 1 slot

of Driver

Interconnect Clip

connector

Corner

 connector

En cap MW / RGB

Adapters

20W 

(12V)

833.71.785

40W 

(12V)

833.71.786

60W 

(12V)

833.74.916

20W 

(12V)

833.71.785

40W 

(12V)

833.71.786

60W 

(12V)

833.74.916

  833.89.191 (50 mm)
  833.89.192 (500 mm)
  833.89.193 (2,000 mm)

833.89.206 833.89.187 4.1 8.3 12.5 4.1 8.3 8.7

  833.89.191 (50 mm)
  833.89.192 (500 mm)
  833.89.193 (2,000 mm)

833.89.206 833.89.187 4.1 8.3 12.5 4.1 8.3 8.7

  833.89.191 (50 mm)
  833.89.192 (500 mm)
  833.89.193 (2,000 mm)

833.89.206 833.89.187 4.1 8.3 12.5 4.1 8.3 8.7

  833.89.191 (50 mm)
  833.89.192 (500 mm)
  833.89.193 (2,000 mm)

833.89.206 833.89.187 2.0 4.1 6.2 2.0 4.1 4.3

  833.89.203 (50 mm)
  833.89.204 (500 mm)
  833.89.205 (2,000 mm)

833.89.184 4.1 8.3 12.5 4.1 8.3 8.7

  833.89.197 (50 mm)
  833.89.198 (500 mm)
  833.89.199 (2,000 mm)

833.89.208 833.89.188 4.1 8.3 12.5 4.1 8.3 8.7833.95.745

  833.73.767 (50 mm)
  833.73.768 (500 mm)
  833.73.769 (1,000 mm)
  833.73.770 (2,000 mm)

833.73.731 833.73.733 5.0 10.0 15.0 5.0 10.0 10.5

  833.73.767 (50 mm)
  833.73.768 (500 mm)
  833.73.769 (1,000 mm)
  833.73.770 (2,000 mm)

833.73.731 833.73.733 2.7 5.5 8.3 2.7 5.5 5.8

  833.73.771 (50 mm)
  833.73.772 (500 mm)
  833.73.773 (1,000 mm)
  833.73.774 (2,000 mm)

833.73.784 833.73.738 4.1 8.3 12.5 4.1 8.3 8.7

  833.89.200 (50 mm)
  833.89.201 (500 mm)
  833.89.202 (2,000 mm)

833.89.209 833.89.189 2.0 4.1 6.2 2.0 4.1 4.3



LOOX. THE LED LIGHTING SYSTEM.

4 / Loox

STRIP LIGHT SELECTION AND 

MAX. LENGHT
 

Voltage Model Light Color 

temp (K)

Watt/m Lead to

driver

MW / RGB

mixer

Distributor

24V
LED 3045

(Mono 8 mm)

833.76.334 2,700

9.6
  833.88.214 (100 mm)
  833.88.216 (500 mm)
  833.88.212 (2,000 mm)

833.76.335 3,000

833.76.336 4,000

833.76.337 5,000

24V

LED 3048

(Mono 8 mm)

833.76.352 2,700

14.4

  833.88.214 (100 mm)

  833.88.216 (500 mm)

  833.88.212 (2,000 mm)

833.76.353 3,000

833.76.354 4,000

833.76.355 5,000

24V

LED 3052

(Constant current,

Mono 8 mm)

833.76.378 2,700

19.2

  833.88.214 (100 mm)

  833.88.216 (500 mm)

  833.88.212 (2,000 mm)

833.76.379 3,000

833.76.380 4,000

833.76.381 5,000

24V

LED 3043

(Silicone,

Mono 8 mm)

833.76.324 2,700

4.8   833.95.709*
833.76.325 3,000

833.76.326 4,000

833.76.327 5,000

24V

LED 3046

(Silicone,

Mono 8 mm)

833.76.342 2,700

9.6   833.95.709*
833.76.343 3,000

833.76.344 4,000

833.76.345 5,000

24V

LED 3049

(Multi-white)
833.76.360

2,700

14.4   833.95.708* 833.77.8305,000

24V

LED 3080

(RGB)
833.76.386 RGB 9.6   833.95.710* 833.77.831

*           must connect with Loox5.0 adapters
*           Loox5.0 Adapters
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Max Length per Driver Max Length per 1 slot

of Driver

Adapters

Loox driver 

> Loox5

Interconnect Clip

connector

Corner

 connector

End cap 20W 

(24V)

833.71.788

40W 

(24V)

833.71.789

90W 

(24V)

833.71.790

20W 

(24V)

833.71.788

40W 

(24V)

833.71.789

90W 

(24V)

833.71.790

  833.89.191 (50 mm)
  833.89.192 (500 mm)
  833.89.193 (2,000 mm)

833.89.206 833.89.187 2.0 4.1 9.3 2.0 4.1 8.7

833.77.837

  833.89.191 (50 mm)

  833.89.192 (500 mm)

  833.89.193 (2,000 mm)

833.89.206 833.89.187 1.3 2.7 6.2 1.3 2.7 5.8

833.77.837

  833.89.191 (50 mm)

  833.89.192 (500 mm)

  833.89.193 (2,000 mm)

833.89.206 833.89.187 1.0 2.0 4.6 1.0 2.0 4.3

833.77.837

  833.89.203 (50 mm)

  833.89.204 (500 mm)

  833.89.205 (2,000 mm)

833.89.184 4.1 8.3 18.7 4.1 8.3 17.5

833.77.837

  833.89.203 (50 mm)

  833.89.204 (500 mm)

  833.89.205 (2,000 mm)

833.89.184 2.0 4.1 9.3 2.0 4.1 8.7

833.77.837

  833.89.197 (50 mm)

  833.89.198 (500 mm)

  833.89.199 (2,000 mm)

833.89.208 833.89.188 1.3 2.7 6.2 1.3 2.7 6.2

833.77.837

  833.89.200 (50 mm)

  833.89.201 (500 mm)

  833.89.202 (2,000 mm) 

833.89.208 833.89.189 2.0 4.1 9.3 2.0 4.1 8.7



LOOX. THE LED LIGHTING SYSTEM.

6 / Loox

STRIP LIGHT SELECTION AND 

MAX. LENGHT
 

Voltage Model Light Color 

temp (K)

Watt/m Lead to

driver

MW / RGB

mixer

Distributor

24V LED 3028

833.77.220 2,700

19.2   833.77.758
833.77.221 3,000

833.77.222 4,000

833.77.223 5,000

24V LED 3015

833.76.240 3,000

15   833.79.759
833.76.241 4,000

833.76.242 6,000

24V LED 3013

833.76.230 3,000

16   833.79.759
833.76.231 4,000

833.76.232 6,000

24V LED 3030

833.77.220 2,700

9.6   833.77.804
833.77.221 3,000

833.77.222 4,000

833.77.223 5,000

24V LED 3032 833.77.200

2,700

13   833.77.757 833.77.787 833.77.721
5,000

24V LED 3031 833.77.210

2,700

9.6   833.77.756 833.77.787 833.77.721
5,000

*           must connect with Loox5.0 adapters
*           Loox5.0 Adapters
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Max Length per Driver Max Length per 1 slot

of Driver

Adapters

Loox driver 

> Loox5

Interconnect Clip

connector

Corner

 connector

End cap 20W 

(24V)

833.71.788

40W 

(24V)

833.71.789

90W 

(24V)

833.71.790

20W 

(24V)

833.71.788

40W 

(24V)

833.71.789

90W 

(24V)

833.71.790

  833.77.765 (50 mm)

  833.77.766 (500 mm)

  833.77.767(1,000 mm)

  833.77.768 (2,000 mm)

833.77.761 1.0 2.0 4.6 1.0 2.0 4.3

  833.77.814 (50 mm)

  833.77.815 (500 mm)

  833.77.816 (1,000 mm)

  833.77.817 (2,000 mm)

833.77.760 833.77.762 1.3 2.6 6.0 1.3 2.6 5.6

  833.77.814 (50 mm)

  833.77.815 (500 mm)

  833.77.816 (1,000 mm)

  833.77.817 (2,000 mm)

833.77.760 833.77.762 1.2 2.5 5.6 1.2 2.5 5.2

  833.73.771 (50 mm)

  833.73.772 (500 mm)

  833.73.773 (1,000 mm)

  833.73.774 (2,000 mm)

833.73.730 833.73.736 2.0 4.1 9.3 2.0 4.1 8.7

  833.73.809 (50 mm)

  833.73.810 (500 mm)

  833.73.811 (1,000 mm)

  833.73.812 (2,000 mm)

833.77.776 833.77.777 1.5 3.0 6.9 1.5 3.0 6.4

  833.77.805 (50 mm)

  833.77.806 (500 mm)

  833.77.807 (1,000 mm)

  833.77.808 (2,000 mm)

833.77.763 833.77.764 2.0 4.1 9.3 2.0 4.1 8.7



LOOX. THE LED LIGHTING SYSTEM.

8 / Loox

Voltage Model Light Color temp (K) Watt Lead to

driver

Adapters

Loox driver > Loox5

12V LED 2025

833.72.350 2,700

3.8

  833.72.880 (50 mm)

  833.72.881 (500 mm)

  833.72.882 (2,000 mm)

833.72.351 3,000 M

833.72.352 4,000

833.72.323 5,000

12V
LED 2092

833.72.474 2,700

3.4

  833.72.880 (50 mm)

  833.72.881 (500 mm)

  833.72.882 (2,000 mm)

833.72.475 3,000 A

833.72.476 4,000 St

833.72.477 5,000

12V

LED 2091

(Multi-white)
833.72.478 MW 3.4   833.95.787 (2,000 mm)*   833.95.752

M

A

St

12V LED 2040

833.72.370 2,700

9.6

  833.72.880 (500 mm)

  833.72.881 (1,000 mm)

  833.72.882 (2,000 mm)

833.72.371 3,000 M

833.72.372 4,000

833.72.333 5,000

12V
LED 2090

833.72.470 2,700

1.2   833.95.752

833.72.471 3,000 A

833.72.472 4,000

833.72.473 5,000 M

St

12V LED 2047

Stainless steel Silver Polished chrome

833.72.390 833.72.340 833.72.300 3,000

3

St

833.72.391 333.72.341 833.72.301 4,000

833.72.392 833.72.342 833.72.302 5,000 Po

12V
LED 2048

(Multi-white)
833.72.400 833.72.311 833.72.310 MW 3

St

  833.95.752

Po

12V LED 2020

Black Matt nickel Polished chrome

833.72.281 833.72.280 833.72.282 3,000

3.2833.72.284 833.72.283 833.72.285 4,000 M

833.72.287 833.72.286 833.72.288 5,000 Po

12V LED 2022

Silver Polished chrome

833.72.040 833.72.043 3,000

1.5
833.72.041 833.72.044 4,000

833.72.042 833.72.045 5,000

DOWN LIGHT SELECTION AND 
MAX. USE (SET)

*           must connect with Loox5.0 adapters

*           Loox5.0 Adapters
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Max Lamp per Driver Max Lamp per 1 slot

of Driver

5

Surface           housing Recess housing MW / RGB 

6-ways

MESH 20W 

(12V)

833.71.788

40W 

(12V)

833.71.789

60W 

(12V)

833.71.790

20W 

(12V)

833.71.788

40W 

(12V)

833.71.789

60W 

(12V)

833.71.790Colour Round Square Round Square

Black 833.72.160 833.72.164 833.72.168 833.72.172

4 8 13 4 8 9
Matt nickel 833.72.162 833.72.166 833.72.170 833.72.174

White 833.72.163 833.72.167 833.72.171 833.72.175

Sliver 833.72.124 833.72.125 833.72.126 833.72.127

Brown 833.72.192 833.72.196 833.72.381 833.72.384

5 10 14 5 10 10
Anthracite 833.72.193 833.72.195 833.72.380 833.72.383

Stainless steel 833.72.194 833.72.197 833.72.382 833.72.385

Black 833.72.160 833.72.164 833.72.168 833.72.172 833.95.745

5 10 14 5 10 10

Matt nickel 833.72.162 833.72.166 833.72.170 833.72.174

White 833.72.163 833.72.167 833.72.171 833.72.175

Sliver 833.72.124 833.72.125 833.72.126 833.72.127

Brown 833.72.192 833.72.196 833.72.381 833.72.384

Anthracite 833.72.193 833.72.195 833.72.380 833.72.383

Stainless steel 833.72.194 833.72.197 833.72.382 833.72.385

Black 833.72.176 833.72.180 833.72.184 833.72.188

11 21 32 11 21 22
Matt nickel 833.72.178 833.72.182 833.72.186 833.72.190

Sliver 833.72.143 833.72.144 833.72.145 833.72.146

White 833.72.179 833.72.183 833.72.187 833.72.191

Black 833.89.239 833.89.246 833.89.225 833.89.232

13 27 40 13 27 28

Anthracite 833.89.240 833.89.247 833.89.226 833.89.233

Brown 833.89.241 833.89.248 833.89.227 833.89.234

Matt nickel 833.89.237 833.89.244 833.89.223 833.89.230

Stainless steel 833.89.242 833.89.249 833.89.228 833.89.235

Sliver 833.89.236 833.89.243 833.89.222 833.89.229

White 833.89.238 833.89.245 833.89.224 833.89.231

5 10 16 5 10 11
Stainless steel 833.72.804

Sliver 833.72.803

Polished chorm 833.72.802

Stainless steel 833.72.804

833.95.745 833.77.721 5 10 16 5 10 11Sliver 833.72.803

Polished chorm 833.72.802

5 10 15 5 10 11
Black 833.72.801

Matt nickel 833.72.800

Polished chorm 833.72.802

11 21 32 11 21 22

Silver 833.72.831
833.72.832

(wedge)

Chrome 833.72.830
833.72.833

(wedge)



LOOX. THE LED LIGHTING SYSTEM.

10 / Loox

Voltage Model Light Color temp (K) Watt Lead to

driver

Adepters

Loox driver > Loox5

12V LED 2023

833.72.064 833.72.060 3,000

1.5833.72.065 833.72.061 4,000

833.72.066 833.72.062 5,000

12V LED 2039
Silver Polished chrome

833.72.091 833.72.092 3,000 2.5

12V LED 2028
Black Frosted

833.72.111 833.72.110 2,700 0.3

12V LED 2027

833.72.050 3,000

2.6833.72.051 4,000

833.72.052 5,000

12V LED 2081 833.74.127 RGB 0.7 833.95.752

Voltage Model Light Color temp (K) Watt Lead to

driver

Adepters

Loox driver > Loox5

24V LED 3092

833.75.174 2,700

3.4   833.95.791* 833.77.837

833.75.175 3,000 M

833.75.176 4,000

833.75.177 5,000

A

St

24V LED 3091 833.75.178
2,700
5,000

3.4   833.95.790 (2,000 mm)* 833.77.837

M

A

St

24V LED 3090

833.75.170 2,700

1.2 833.77.83

833.75.171 3,000 A

833.75.172 4,000

833.75.173 5,000 M

St

DOWN LIGHT SELECTION AND 
MAX. USE (SET)

*           must connect with Loox5.0 adapters

*           Loox5.0 Adapters



Loox / 11

Max Lamp per Driver Max Lamp per 1 slot

of Driver

5

Surface housing Recess housing MW / RGB 

6-ways

MESH 20W 

(12V)

833.71.788

40W 

(12V)

833.71.789

60W 

(12V)

833.71.790

20W 

(12V)

833.71.788

40W 

(12V)

833.71.789

60W 

(12V)

833.71.790Colour Round Square Round Square

Silver 833.72.834

11 21 32 11 21 22Chrome 833.72.835

6 13 19 6 13 14

53 106 160 53 106 112

6 12 18 6 12 13

833.95.746 850.00.042 23 46 68 23 46 48

5

Dowlight housing Recess housing MW / RGB 

mixer

Distributor 20W 

(24V)

833.71.788

40W 

(24V)

833.71.789

90W 

(24V)

833.71.790

20W 

(24V)

833.71.788

40W 

(24V)

833.71.789

90W 

(24V)

833.71.790Colour Round Square Round Square

Black 833.72.160 833.72.164 833.72.168 833.72.172

5 10 21 5 10 20

Matt nickel 833.72.162 833.72.166 833.72.170 833.72.174

White 833.72.163 833.72.167 833.72.171 833.72.175

Silver 833.72.157 833.72.125 833.72.126 833.72.127

Brown 833.72.192 833.72.196 833.72.381 833.72.384

Anthracite 833.72.193 833.72.195 833.72.380 833.72.383

Stainless steel 833.72.194 833.72.197 833.72.382 833.72.385

Black 833.72.160 833.72.164 833.72.168 833.72.172

5 10 21 5 10 20

Matt nickel 833.72.162 833.72.166 833.72.170 833.72.174

White 833.72.163 833.72.167 833.72.171 833.72.175

Silver 833.72.157 833.72.125 833.72.126 833.72.127

Brown 833.72.192 833.72.196 833.72.381 833.72.384

Anthracite 833.72.193 833.72.195 833.72.380 833.72.383

Stainless steel 833.72.194 833.72.197 833.72.382 833.72.385

Black 833.89.239 833.89.246 833.89.225 833.89.232

13 27 60 13 27 56

Anthracite 833.89.240 833.89.247 833.89.226 833.89.233

Brown 833.89.241 833.89.248 833.89.227 833.89.234

Matt nickel 833.89.242 833.89.244 833.89.223 833.89.230

Stainless steel 833.89.236 833.89.249 833.89.228 833.89.235

Silver 833.89.236 833.89.243 833.89.222 833.89.229

White 833.89.238 833.89.245 833.89.224 833.89.231



LOOX. THE LED LIGHTING SYSTEM.

12 / Loox

DOWN LIGHT SELECTION AND 
MAX. USE (SET)

Voltage Model Light Color temp (K) Watt Lead to

driver

Adepters

Loox driver > Loox5

24V LED 3038

Stainless steel Silver Polished chrome

833.75.150 833.75.120 833.75.140 3,000

3

St

833.75.151 833.75.121 833.75.141 4,000

833.75.152 833.75.122 833.75.142 5,000 Po

24V LED 3039 833.75.160 833.75.131 833.75.130
2,700
5,000

3

St

Po

24V LED 3010

833.75.040 3,000

3.25833.75.041 4,000

833.75.042 5,000

24V

LED 3022
833.75.100 3,000

4.8
833.75.101 4,000

LED 3023
833.75.130 3,000

833.75.131 4,000

24V

LED 3024
833.75.090 3,000

5.8
833.75.091 4,000

LED 3025
833.77.120 3,000

833.77.121 4,000

24V LED 3081 833.77.230 RGB 0.7 833.77.837

*           must connect with Loox5.0 adapters

*           Loox5.0 Adapters



Loox / 13

Max Length per Driver Max Length per 1 slot

of Driver

5

Surface housing Recess housing MW / RGB 

6-ways

MESH 20W 

(24V) 

833.71.788

40W 

(24V) 

833.71.789

90W 

(24V) 

833.71.790

20W 

(24V) 

833.71.788

40W 

(24V) 

833.71.789

90W 

(24V) 

833.71.790Colour Round Square Round Square

5 10 24 5 10 22
Stainless steel 833.72.804

Silver 833.72.803

Polished chorm 833.72.802

Stainless steel 833.72.804

833.77.787 833.77.721 5 10 24 5 10 22Silver 833.72.803

Polished chorm 833.72.802

Silver 833.77.730 833.77.731 5 10 22 5 10 21

3 6 15 6 6 14

3 6 12 3 6 11

833.77.831 850.00.043 22 45 102 22 45 96
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Linear light

Functional light / 

24

Accent light / 

24

Orientation light / ambient light / 

Illuminance flux at 5,000 

K Im/m

LED 3052 24 V Constant current  8 mm 19.2 W/m 2,100 > Page 26

LED 3028 24 V  24 mm 19.2 W/m 1,628 > Page 39

LED 3048 24 V  8 mm 14.4 W/m 1,430 > Page 24

LED 2068 12 V  8 mm  9.6 W/m 1,040 > Page 24

LED 3045 24 V  8 mm  9.6 W/m 1,040 > Page 24

LED 3046 24 V Silicone sleeve  8 mm  9.6 W/m 930 > Page 28

LED 3013 24 V  10 mm    16 W/m 1,572 > Page 36

LED 2062 12 V  8 mm 4.8 W/m 495 > Page 24

LED 2065 12 V  8 mm 4.8 W/m 495 > Page 24

LED 2063 12 V Silicone sleeve  8 mm 4.8 W/m 460 > Page 28

LED 3043 24 V Silicone sleeve  8 mm 4.8 W/m 460 > Page 28

LED 2037 12 V 10 mm    4 W/m 360 > Page 34

LED 9005 Battery-operated light Drawer light 0.6 W > Page 42

LED 2019 12 V Glass edge light 0.2 W > Page 41 40

Illuminate work spaces with > 500 lx at a distance of 500 mm

Stage furnishings with 150 – 500 lx at a distance of 500 mm

<150 lx at a distance of 500 mm
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Multi-white lights / 

30
RGB lights / 

32

LED 3080 24 V 10 mm  9.6 W/m > Page 32

Profiles for recess mounting / 

43

Model Internal dimension

Aluminium 1103 11 mm > Page 43

Aluminium 1105 11 mm Asymmetrical light distribution > Page 44

Aluminium 16 mm > Page 46

Aluminium 1106 11 mm Asymmetrical light distribution > Page 45

Plastic 1101  8 mm > Page 58

Illuminance flux at 5,000 

K Im/m

LED 3049 24 V  8 mm 14.4 W/m 1,370 > Page 30

LED 2064 12 V  8 mm  4.8 W/m 465 > Page 30
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16 / Illuminating
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Linear light

Profiles for recess mounting / 

47

Aluminium 2101, 2102 11 mm > Page 47

Aluminium 2103 11 mm With concealed fixing > Page 49

Aluminium 2104 11 mm With concealed fixing, asymmetric light

distribution

> Page 49

Aluminium 16 mm  > Page 51

Aluminium 13 mm Asymmetrical light distribution > Page 54

Aluminium 14 mm Corner mounting > Page 55

Aluminium 14 mm Drawer profile > Page 56

Aluminium 16 mm With attached diffuser housing > Page 59
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Illuminating / 17
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58

Glass edge profile / 

60

Cooling strip / 

10 mm > Page 60

57

Wardrobe rail / 

52

Profiles for surface mounting / 

59

Diffusers / 

Aluminium 16 mm Mounting arm, swivelling for profile for

recess mounting, with attached diffuser

housing

> Page 52

Aluminium 15 mm Asymmetrical light distribution > Page 57

Plastic 11 mm > Page 58

For profiles for recess mounting 1,103-1,107

For profiles for recess mounting 2,101-2,104

> Page 59

For Loox profiles with 16 mm internal dimension > Page 59
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18 / Illuminating
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Functional light with narrow refraction angle / 

Highlight objects with >500 lx at a distance of 500 mm

Point light

Functional light / 

Illuminate work spaces with > 500 lx at a distance of 500 mm

61

98

LED 2025 12 V Recess /surface

mounted

Drill hole Ø 58mm 3.8 W > Page 61

LED 3022 24 V Recess mounted Drill hole Ø 180mm 4.8 W > Page 91

LED 3023 24 V Surface mounted Ø 180mm 4.8 W > Page 92

LED 3024 24 V Recess mounted 210 x 210 mm 5.8 W > Page 93

LED 3025 24 V Surface mounted 205 x 205 mm 5.8 W > Page 94

LED 4012 350 mA Recess mounted Ø 39 mm 1.0 W > Page 97

LED 4011 350 mA Surface mounted Spotlight, post light 1.0 W > Page 98
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Illuminating / 19
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Accent light / 

61

LED 2092 12 V Recess/surface

mounted
Drill hole Ø 58 mm 3.4 W > Page 61

LED 3092 24 V

LED 2040 12 V Recess/surface

mounted

Drill hole Ø 35 mm 3.4 W > Page 66

LED 2090 12 V Recess/surface 

mounted
Drill hole Ø 26 mm 1.2 W > Page 68

LED 3090 24 V

LED 2047 12 V Recess/sur face 

mounted
Drill hole Ø 55 mm 3.0 W > Page 70

LED 3038 24 V

LED 2020 12 V Recess/surface

mounted

Drill hole Ø 55 mm 3.2 W > Page 74

LED 2022 12 V Recess/surface

mounted

Drill hole Ø 26 mm 1.5 W > Page 76

LED 2023 12 V Recess/surface

mounted

Drill hole Ø 26 mm 1.5 W > Page 78

LED 2039 12 V Recess mounted Ø 58 mm 2.5 W > Page 80

LED 2027 12 V Recess mounted Drill hole Ø 65 mm 2.6 W > Page 84

Stage furnishings with 150 – 500 lx at a distance of 500 mm
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20 / Illuminating
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Point light

LED 3010 24 V Recess/surface

mounted

Drill hole Ø 60 mm 3.3 W > Page 89

LED 4009 350 mA Recess/surface

mounted

Drill hole Ø 55 mm 3.9 W > Page 95

Accent light / 

89

Orientation light / 

81

LED 2028 12 V Recess mounted Drill hole Ø 54 mm 0.3 W > Page 81

LED 9003 Battery-

operated

light

Surface mounted Ø 100 mm 0.6 W > Page 100

LED 9004 Battery-

operated

light

Surface mounted 120 x 65 mm 0.8 W > Page 101

Illuminate non-hazardous traffic areas and corridors or storage spaces with <150 lx at a distance of 500 mm
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Illuminating / 21
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Flexible surface mounted lights / 

89

Multi-white lights / 

63

RGB lights / 

99

LED 2034 12 V Surface mounted, with charging

station

1.5 W > Page 86

LED 2035 12 V Surface mounted 1.5 W > Page 87

LED 2018 12 V Surface mounted 2.0 W > Page 88

LED 3018 24 V Surface mounted 2.8 W > Page 89

LED 2091 12 V
Recess/surface

mounted Drill hole Ø 58 mm 3.4 W > Page 63

LED 3091 24 V

LED 2048 12 V Recess/surface

mounted
Drill hole Ø 26 mm 3.0 W > Page 72

LED 3039 24 V

LED 2081 12 V Surface mounted 65 x 65 mm 0.7 W > Page 99

LED 3081 24 V
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22 / Illuminating – Linear light



 LO
OX

256
4)

W
e 

re
se

rv
e 

th
e 

rig
ht

 to
 a

lte
r 

sp
ec

ifi
ca

tio
ns

 w
ith

ou
t n

ot
ic

e 
(H

TH
 L

O
O

X 
20

21
).

IL
LU

M
IN

AT
IN

G
S

U
P

P
LY

IN
G

D
IS

T
R

IB
U

T
IN

G
S

W
IT

C
H

IN
G

N
E

T
W

O
R

K
IN

G
E

X
T

E
N

D
IN

G

Illuminating – Linear light / 23

Good reasons.
> Continuous light line with
   homogneous light distribution 

> Minimalistic design

> Virtually invisible, glare-free light   
  source

> Easy installation

For every situation.
> Radiant task light for work spaces

> Discreet ambient light for wellness

   zones

> Splash-proof silicone strip lights for

   bathroom applications

> Plastic profiles for vertical

   illumination in storage spaces

> Aluminium profiles in trendy

  colours for top-of-the-line design

  demands

Linear light
For universal use in furniture.

> 

>

> 

> 

> 

>

> 

> 

> 
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24 / Illuminating – Linear light

LED strip lights
Monochrome, 8 mm

Häfele Loox5 LED 2062 / 2065 / 2068 / 3045 / 3048 / 2071

LED 2062 / 2071

LED 2065 / 2068

LED 3045 / 3048

LED 2062 / 2065 / 2071

LED 2068 / 3045

LED 3048

  Cut LED strip light to length  

(one contact side remains on the

          remainder piece; reusable)

  Connect LED strip lights  

(two contact sides required)
 

C = section length / 

P = length of contact surface / 

LED 2062 / 2071

LED 2065/ 2068

LED 3045 / 3048

Loox 12 V driver see page 161

Loox 24 V driver see page 162

R US
   

> Dimmable / : Yes /

> Material / : Plastic /

> Colour / : White /

> Width x Height (mm)

    

: 8 x 1.3

> Life time L80/B10

   

: 50,000 h /

> Energy efficiency class

   

: A+

> Degree of protection / : IP20

> Mounting / : Self-adhesive /

> Supplied with / : 1 roll /

Illuminance value in lx applies to 1 m strip 

length:
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Illuminating – Linear light / 25

> 5 A/18 AWG lead for LED strip light 8 mm and Adapter

Voltage / Length (mm) Cat. No. / 

100 833.88.213

500 833.88.215

2,000 833.88.129

100 833.88.214

500 833.88.216

2,000 833.88.212

> 5 A clip connector for 8 mm LED strip light

Cat. No. / 

Clip connector / 833.89.206

> 5 A/18 AWG interconnecting lead for 8 mm LED

   strip light

Length (mm) / Cat. No. / 

50 833.89.191

500 833.89.192

2,000 833.89.193

> Corner connector, 90° rigid, 5 A for left or right for

   8 mm LED strip light

Cat. No. / 

Corner connector, rigid / ° 833.89.187

Häfele Loox5 LED 2062 / 2065 / 2068 /  3045 / 3048

Voltage Quantity Colour tem-
perature

Wattage Luminous 
flux

Luminous 
efficacy

Colour rendering 
index CRI

Weight energy 
consumption

Section 
length C

Length of contact
surface P

Max. strip 
length (visual)

Cat No.

V LEDs/m K W/m Im/m lm/W Ra R9

kWh/ 
1,000 h mm mm m 5 m

Häfele Loox5 LED 2062

60

2,700  4.8  440  92 >90 >50  5.28 50 4  6.0 833.74.336

3,000  4.8  465  97 >90 >50  5.28 50 4  6.0 833.74.337

4,000  4.8  490 102 >90 >50  5.28 50 4  6.0 833.74.338

5,000  4.8  495 103 >90 >50  5.28 50 4  6.0 833.74.339

Häfele Loox5 LED 2071

60 6,500  4.8  500 105 >90 >50  5.28 50 4  6.0 833.74.387

Häfele Loox5 LED 2065

120

2,700  4.8  440  92 >90 >50  5.28 25 4  6.0 833.74.354

3,000  4.8  465  97 >90 >50  5.28 25 4  6.0 833.74.355

4,000  4.8  490 102 >90 >50  5.28 25 4  6.0 833.74.356

5,000  4.8  495 103 >90 >50  5.28 25 4  6.0 833.74.357

Häfele Loox5 LED 2068

120

2,700  9.6  920  96 >90 >50 10.56 25 4  4.0 833.74.362

3,000  9.6  970 101 >90 >50 10.56 25 4  4.0 833.74.363

4,000  9.6 1,000 104 >90 >50 10.56 25 4  4.0 833.74.364

5,000  9.6 1,040 108 >90 >50 10.56 25 4  4.0 833.74.365

Häfele Loox5 LED 3045

120

2,700  9.6  920  96 >90 >50 10.56 50 4  8.0 833.76.334

3,000  9.6  970 101 >90 >50 10.56 50 4  8.0 833.76.335

4,000  9.6 1,000 104 >90 >50 10.56 50 4  8.0 833.76.336

5,000  9.6 1,040 108 >90 >50 10.56 50 4  8.0 833.76.337

Häfele Loox5 LED 3048

120

2,700 14.4 1,270  88 >90 >50 15.84 50 4  6.2 833.76.352

3,000 14.4 1,305  91 >90 >50 15.84 50 4  6.2 833.76.353

4,000 14.4 1,340  93 >90 >50 15.84 50 4  6.2 833.76.354

5,000 14.4 1,430  99 >90 >50 15.84 50 4  6.2 833.76.355

°
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26 / Illuminating – Linear light

Loox 24 V driver see page 162

LED strip lights
Monochrome, constant current, 8 mm

Häfele Loox5 LED 3052

LED  3052 

LED 3052

  Cut LED strip light to length  

(one contact side remains on 

the remainder piece; reusable)

  Connect LED strip lights  

(two contact sides required)

C = section length / 

P = length of contact surface / 

Constant current technology 
> Achieves uniform brightness over the entire strip light length

> Increased life time, higher visual strip length, higher luminous

   efficacy

LED 3052

Illuminance value in lx applies to 1 m strip 

length:

R US
   

> Dimmable / : Yes /

> Material / : Plastic /

> Colour / : White /

> Width x Height (mm)

    

: 8 x 1.5

> Life time L80/B10

   

: 70,000 h /

> Energy efficiency class

   

: A+

> Degree of protection / : IP20

> Mounting / : Self-adhesive /

> Supplied with / : 1 roll /
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Illuminating – Linear light / 27

> 5 A/18 AWG lead for LED strip light 8 mm 

    and Adapter

Voltage / Length (mm) Cat. No. / 

100 833.88.214

500 833.88.216

2,000 833.88.212

> 5 A clip connector for 8 mm LED strip light

Cat. No. / 

Clip connector / 833.89.206

> 5 A/18 AWG interconnecting lead for 8 mm LED

   strip light

Length (mm) / Cat. No. / 

50 833.89.191

500 833.89.192

2,000 833.89.193

> Corner connector, 90° rigid, 5 A for left or right for

   8 mm LED strip light

Cat. No. / 

Corner connector, rigid / ° 833.89.187

Häfele Loox5 LED  3052

Voltage Quantity Colour
temperture

Wattage Luminous 
flux

Luminous 
efficacy

Colour rendering 
index CRI

Weight energy 
consumption

Section 
length C

Length of contact
surface P

Max. strip 
length (visual)

Cat No.

V LEDs/m K W/m Im/m lm/W Ra R9

kWh/ 
1,000 h mm mm m 5 m

Häfele Loox5 LED 3052

140

2,700 19.2 1,850  96 >90 >50 21.12 50 3 4.6 833.76.378

3,000 19.2 2,015 105 >90 >50 21.12 50 3 4.6 833.76.379

4,000 19.2 2,050 107 >90 >50 21.12 50 3 4.6 833.76.380

5,000 19.2 2,100 109 >90 >50 21.12 50 3 4.6 833.76.381

°
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28 / Illuminating – Linear light

LED silicone strip lights
Monochrome, 8 mm

Häfele Loox5 LED 2063 / 3043 / 3046

LED 2063

LED 3043 / 3046

80

660

165

75

40 45 4545

75 80

170 180 180

670 710 715

LED 2063

465

1855

790

435

270 290 295275

445 475

805 840 860

1895 1960

LED 3043 / 3046

  Cut LED strip light to length  

(one contact side remains on the

          remainder piece; reusable)

  Connect LED strip lights  

(two contact sides required)

C = section length / 

P = length of contact surface / 

LED 2063

/

Minimal colour deviations due to silicone 

sleeve :

Colour temperature of the LED Colour deviation 

2,700 K -30 K

3,000 K -40 K

4,000 K -50 K

5,000 K -80 K

R US
   

Loox 12 V driver see page 161

Loox 24 V driver see page 162

Illuminance value in lx applies to 1 m strip 

length:

> Dimmable / : Yes /

> Material / : Plastic /

> Colour / : White /

> Width / : Strip: 8 mm, silicone sleeve: 10 mm

> Height / Strip: 1.3 mm, silicone sleeve: 4.8 mm

> Life time L80/B10

   

: 50,000 h /

> Energy efficiency class

   

: A+

> Degree of protection / : IP44

> Mounting / : Self-adhesive /

> Supplied with / : 1 roll /

:
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Illuminating – Linear light / 29

> 5 A/18 AWG lead for 8 mm LED silicone

   strip light

Voltage / Length (mm) Cat. No. / 

2,000 833.95.703

2,000 833.95.709

> End cap set with adhesive for 8 mm LED silicone 

   strip light

   For sealing the shortened silicone sleeve;

   achieves degree of protection IP44

Cat. No. / 

Set of 5, with 5 ml adhesive
833.89.184

> 5 A/18 AWG interconnecting lead for 8 mm LED 

   silicone strip light

Length (mm) / Cat. No. / 

50 833.89.203

500 833.89.204

2,000 833.89.205

Häfele Loox5 LED 2063 / 3043 / 3046

Voltage Quantity Colour tem-
perature

Wattage Luminous 
flux

Luminous 
efficacy

Colour rendering 
index CRI

Weight energy 
consumption

Section 
length C

Length of contact
surface P

Max. strip 
length (visual)

Cat No.

V LEDs/m K W/m Im/m lm/W Ra R9

kWh/ 
1,000 h mm mm m 5 m

Häfele Loox5 LED 2063

60

2,700  4.8  415  86 >90 >50  5.28 50 4  6.0 833.74.344

3,000  4.8  440  92 >90 >50  5.28 50 4  6.0 833.74.345

4,000  4.8  455   95 >90 >50  5.28 50 4  6.0 833.74.346

5,000  4.8  460   96 >90 >50  5.28 50 4  6.0 833.74.347

Häfele Loox5 LED 3043

120

2,700  4.8  415  86 >90 >50  5.28 50 4 12.0 833.76.324

3,000  4.8  440  92 >90 >50  5.28 50 4 12.0 833.76.325

4,000  4.8  455   95 >90 >50  5.28 50 4 12.0 833.76.326

5,000  4.8  460   96 >90 >50  5.28 50 4 12.0 833.76.327

Häfele Loox5 LED 3046

120

2,700  9.6  820  85 >90 >50 10.56 50 4  8.0 833.76.342

3,000  9.6  870   91 >90 >50 10.56 50 4  8.0 833.76.343

4,000  9.6   900 104 >90 >50 10.56 50 4  8.0 833.76.344

5,000  9.6   930 108 >90 >50 10.56 50 4  8.0 833.76.345

Socket / Voltage / Max. connected wattage (W) Cat. No. / 

Max. 42 833.95.752

Max. 84 833.77.837
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30 / Illuminating – Linear light

LED strip lights
Multi-white, 8 mm

Häfele Loox5 LED 2064 / 3049

LED 2064

LED  3049

LED 3049

  Cut LED strip light to length  

(one contact side remains on

          the remainder piece; reusable)

  Connect LED strip lights  

(two contact sides required)

C = section length / 

P = length of contact surface / 

LED 2064

LED 3049

LED 2064

Colour control only via 6-way distributor Häfele Connect 

Mesh with multi-white adapter and remote control 

or smartphone. Please order separately, see chapter 

Networking, page 138.

Optimised light mixture 

> Cool white and warm white LEDs in the smallest of spaces

> Optimal light mixture without flickering

R US
   

Illuminance value in lx applies to 1 m strip 

length:

Loox 12 V driver see page 161

Loox 24 V driver see page 162

> Dimmable / : Yes /

> Material / : Plastic /

> Colour / : White /

> Width x Height (mm)

    

: 8 x 1.3

> Life time L80/B10

   

: 50,000 h /

> Energy efficiency class

   

: A+

> Degree of protection / : IP20

> Mounting / : Self-adhesive /

> Supplied with / : 1 roll /
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Illuminating – Linear light / 31

     

   

> 3.5 A/20 AWG lead for 8 mm multi-white LED strip light

Voltage / Length (mm) Cat. No. / 

2,000 833.95.702

2,000 833.95.708

    

   

> 3.5 A clip connector for 8 mm multi-white LED strip light

Cat. No. / 

Clip connector / 833.89.208

   

> 3.5 A/20 AWG interconnecting lead for 8 mm

   multi-white LED strip light

Length (mm) / Cat. No. / 

50 833.89.197

500 833.89.198

2,000 833.89.199

 > Corner connector 90° rigid, 3.5 A for left or right for

   8 mm multi-white LED strip light

Cat. No. / 

Corner connector, rigid / ° 833.89.188

Häfele Loox5 LED 2064 / 3049

Häfele Connect Mesh 6-way distributor, with switching function

Voltage Max. connected wattage

 
W

Cat. No.

60 850.00.042

90 850.00.043

Socket Voltage Max. connected wattage (W) Cat. No.

Max. 42 833.95.752

Max. 84 833.77.837

Häfele Loox5 multi-white adapter for Häfele Connect

Mesh 6-way distributor

Voltage Max. connected wattage

 
W

Cat. No.

60 833.95.745

90 833.77.830

Häfele Connect Mesh remote control

Cat. No. / 

Remote control / 850.00.040

Voltage Quantity Colour tem-
perature

Wattage Luminous 
flux

Luminous 
efficacy

Colour rendering 
index CRI

Weight energy 
consumption

Section 
length C

Length of contact
surface P

Max. strip 
length (visual)

Cat No.

V LEDs/m K W/m Im/m lm/W Ra R9

kWh/ 
1,000 h mm mm m 5 m

Häfele Loox5 LED 2064

2 x 60
2,700  

5,000
 4.8

 425 

 465

 89 

 97
>90 >50  5.28 50 4 4.5 833.74.352

Häfele Loox5 LED 3049

2 x 120
2,700 

5,000
14.4

1,230 

1,370

 85 

 95
>90 >50 15.84 50 3.5 5.0 833.76.360

°
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32 / Illuminating – Linear light

LED strip lights
RGB, 10 mm

Häfele Loox5 LED 2080 / 3080

LED 2080 / 3080

  Cut LED strip light to length  

(one contact side remains on

          the remainder piece; reusable)

  Connect LED strip lights  

(two contact sides required)

C = section length / 

P = length of contact surface / 

Colour control only via 6-way distributor Häfele Connect Mesh with RGB 

adapter and remote control or smartphone.  

Please order separately, see chapter Networking, page 138.

/

R US
   

> Dimmable / : Yes /

> Material / : Plastic /

> Colour / : White /

> Width x Height (mm)

    

: 10 x 2.4

> Energy efficiency class

   

: A+

> Degree of protection / : IP20

> Mounting / : Self-adhesive /

> Supplied with / : 1 roll /
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Illuminating – Linear light / 33

> 3.5A/20AWG lead for LED RGB strip light, 10 mm

Voltage / Length (mm) Cat. No. / 

2,000 833.95.704

2,000 833.95.710

> 3.5 A clip connector for LED RGB strip light, 10 mm

Cat. No. / 

Clip connector / 833.89.209

> 3.5 A/20 AWG interconnecting lead for LED RGB 

   strip light, 10 mm

Length (mm) / Cat. No. / 

50 833.89.200

500 833.89.201

2,000 833.89.202

> Corner connector, 90° rigid, 3.5 A for left or right 

    for LED RGB strip light, 10 mm

Cat. No. / 

Corner connector, rigid / ° 833.89.189

Häfele Loox5 LED 2080 / 3080

Voltage Quantity Colour
temperature

Wattage Luminous 
flux

Luminous 
efficacy

Weight energy 
consumption

Section 
length C

Length of contact
surface P

Max. strip length 
(visual)

Cat. No.

V LEDs/m K W/m Im/m lm/W
kWh/ 
1,000 h mm mm m

Häfele Loox5 LED 2080

120 RGB  9.6  530  51 10.78 25 3.8 3.0 833.74.380

Häfele Loox5 LED 3080

120 RGB  9.6  485  51 10.78 50 3.8 8.0 833.76.386

Häfele Connect Mesh 6-way distributor, with switching function

Voltage Max. connected wattage

 
W

Cat. No.

60 850.00.042

90 850.00.043

Socket Voltage Max. connected wattage (W) Cat. No.

Max. 42 833.95.752

Max. 84 833.77.837

Häfele Loox5 RGB adapter for Häfele Connect

Mesh 6-way distributor

Voltage Max. connected wattage

 
W

Cat. No.

60 833.95.746

90 833.77.831

Häfele Connect Mesh remote control

Cat. No. / 

Remote control / 850.00.040

°
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34 / Illuminating – Linear light

LED strip lights
Monochrome, 10 mm

Häfele Loox LED 2037 / 2045

LED 2037

R US
   

Illuminance value in lx applies to 1 m strip 

length:

LED 2037

LED 2045

LED 2045

228

91

51 51 56 57

816 816 901 911

204 204 225

10191 100

431

189

106 106 107 108

1703 1714 1725

425 425 429

192189 190

> Dimmable / : Yes /

> Material / : Plastic /

> Colour / : White /

> Width x Height (mm)

    

: 10 x 1.3

> Life time L80/B10

   

: 30,000 h /

> Energy efficiency class

   

: A+

> Degree of protection / : IP20

> Mounting / : Self-adhesive /

> Supplied with / : 1 roll with 2m lead 3.5 A/20 AWG

Loox5 12 V driver see page 161

LED 2037

LED 2037

LED 2045

LED 2045
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Illuminating – Linear light / 35

Häfele Loox LED  2037 / 2045

Voltage Quantity Colour
temperature

Wattage Luminous flux Luminous 
efficacy

Colour rendering index CRI Weight energy 
consumption

Section 
length C

Cat. No.

V LEDs/m K W/m Im/m lm/W Ra

kWh/ 
1,000 h mm

Häfele Loox LED 2037

120

2,700  4  320  80 >82 4.4   25 833.73.513

3,000  4  320  80 >82 4.4   25 833.73.510

4,000  4  340  85 >82 4.4   25 833.73.511

5,000  4  360  90 >82 4.4   25 833.73.512

Häfele Loox LED 2045

90

2,700  7.2  620  86 >82 7.92   33.33 833.73.180

3,000  7.2  620  86 >82 7.92   33.33 833.73.181

4,000  7.2  630  87 >82 7.92   33.33 833.73.182

5,000  7.2  640  88 >82 7.92   33.33 833.73.183

> 3.5 A/20 AWG lead for LED strip light 10 mm.

Voltage / Length (mm) Cat. No. / 

2,000 833.73.739

> 3.5 A clip connector for 10mm LED strip light

Cat. No. / 

Clip connector / 833.73.731

> 3.5 A/20 AWG interconnecting lead for 10 mm

   LED strip light

Length (mm) / Cat. No. / 

50 833.73.767

500 833.73.768

1,000 833.73.769

2,000 833.73.770

> Corner connector 90° rigid, 3.5 A for left or

   right for 8 mm multi-white LED strip light

Cat. No. / 

Corner connector, rigid / ° 833.73.733

°
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36 / Illuminating – Linear light

LED strip lights
Monochromatic, 10 mm

Häfele Loox LED 3013 / 3015 

LED 3013

LED 3015

323

182 190174

310 330

698 728 730

LED 3013

325

183 190183

325 330

732 732 750

LED 3015

Illuminance value in lx applies to 1 m strip 

length:

> Dimmable / : Yes /

> Material / : Plastic /

> Colour / : White /

> Width (mm) / : 10

> Height (mm) / 1.3, 1.5

> Life time L80/B10

   

: 30,000 h /

> Energy efficiency class

   

: A+

> Degree of protection / : IP20

> Mounting / : Self-adhesive /

> Supplied with / : 1 roll with 2m lead 3.5 A/20 AWG

Loox5 24 V driver see page 162

LED 3013

LED 3015
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Illuminating – Linear light / 37

> 3.5 A/20 AWG lead for LED strip light 10 mm

Voltage / Length (mm) Cat. No. / 

2,000 833.77.759

> 3.5 A clip connector for 10 mm LED strip light

Cat. No. / 

Clip connector / 833.77.760

> 3.5 A/20 AWG interconnecting lead for 10 mm

   LED strip light

Length (mm) / Cat. No. / 

50 833.77.814

500 833.77.815

1,000 833.77.816

2,000 833.77.817

> Corner connector, 90° rigid, 3.5 A for left or right 

   for 10 mm LED strip light

Cat. No. / 

Corner connector, rigid / ° 833.77.762

Häfele Loox LED 3013 / 3015 

Voltage Quantity Colour
temperature

Wattage Luminous flux Luminous 
efficacy

Colour rendering index CRI Weight energy 
consumption

Section 
length C

Available length

V LEDs/m K W/m Im/m lm/W Ra

kWh/ 
1,000 h mm 5 m

Häfele Loox LED 3013

30

3,000   16  1,330  83 >83 17.6 200 833.76.230

4,000   16  1,400  87 >83 17.6 200 833.76.231

6,000   16  1,572   98 >83 17.6 200 833.76.232

Häfele Loox LED 3015

120

3,000  15  1,365  91 >83 16.5 50 833.76.240

4,000  15  1,365   91 >83 16.5 50 833.76.241

6,000  15  1,420   94 >83 16.5 50 833.76.242

°
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38 / Illuminating – Linear light

LED strip lights
Monochromatic, 12 mm

Häfele Loox LED 3028

LED 3028

Illuminance value in lx applies to 1 m strip 

length:

LED 3028

493

4180

1045

464

261 277 283269

478 503

1077 1109 1133

> Dimmable / : Yes /

> Material / : Plastic /

> Colour / : White /

> Width x Height (mm)

    

: 12 x 1.3

> Life time L80/B10

   

: 30,000 h /

> Energy efficiency class

   

: A+

> Degree of protection / : IP20

> Mounting / : Self-adhesive /

> Supplied with / : 1 roll with 2m lead 3.5A/20 AWG

LED 3028
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Illuminating – Linear light / 39

> 3.5 A/20 AWG lead for LED strip light 12 mm

Voltage / Length (mm) Cat. No. / 

2,000 833.77.758

> 3.5 A clip connector for 12 mm LED strip light

Cat. No. / 

Clip connector / 833.77.761

> 3.5 A/20 AWG interconnecting lead for 12 mm

   LED strip light

Length (mm) / Cat. No. / 

50 833.77.765

500 833.77.766

1,000 833.77.767

2,000 833.77.768

Häfele Loox LED 3028

Voltage Quantity Colour tem-
perature

Wattage Luminous flux Luminous 
efficacy

Colour rendering index CRI Weight energy 
consumption

Section 
length C

Cat. No.

V LEDs/m K W/m Im/m lm/W Ra

kWh/ 
1,000 h mm

Häfele Loox LED 3028

240

2,700   19.2  1,540  80 >82 21.12 25 833.77.220

3,000   19.2  1,618  84 >82 21.12 25 833.77.221

4,000   19.2  1,622   84 >82 21.12 25 833.77.222

6,000  19.2  1,628   85 >82 21.12 25 833.77.223
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40 / Illuminating – Linear light

Surface mounted lights
Monochrome, length 300 mm /

Häfele Loox LED 2032

Loox 12 V driver see page 161

R US
    

Colour temperature Wattage Luminous flux Luminous efficacy Colour rendering index CRI Weight energy 
consumption

 Finish/ Colour Cat. No.

K W/m Im/m lm/W Ra

kWh/ 
1,000 h

4,000   3  200  67 >84 3.30 Silver coloured / 833.74.070

4,000  3  200   67 >84 3.30 Chrome plated / 833.74.080

> Dimmable / : Yes /

> Material / : Aluminium /

> Colour / : White /

> Lenght x Width x Height (mm)

    

: 300 x 180 x 50

> Energy efficiency class

   

: A+

> Degree of protection / : IP44

> Number of LEDs / : 27

> Mounting / : For screw fixing /

> Supplied with / : 1 light with 2 m lead, including fixing

meterials / 
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Illuminating – Linear light / 41

Glass edge light
Monochrome /

Häfele Loox LED 2019

R US
    

40 2000

25
.5

12

Without load bearing function

Glass edge profile for individual lengths up to 2 m see page 58

Effect of the glass edge on the light

> Glass edge with satin finish = even light line

> Clear glass edge = point light

Loox 12 V driver see page 161

> Dimmable / : Yes /

> Material / : Stainless steel /

> Lenght x Width x Height (mm) : 40 x 25.5 x 12

> Life time L80/B10

   

: 30,000 h /

> Degree of protection / : IP20

> Number of LEDs / : 3

> Mounting / : Is pushed onto the glass shelf from the rear

> Glass thickness (mm) : 6-12

> Supplied with / : 1 light with 2m lead / 

Colour temperature Wattage Luminous flux Luminous efficacy Colour rendering index CRI Weight energy 
consumption

 Finish/ Colour
 

Cat. No.

K W/m Im/m lm/W Ra

kWh/ 
1,000 h

4,000   0.2  15  75 >88 0.22 Glossy / 833.74.130

6,000  0.2  19   95 >84 0.22 Glossy / 833.74.120
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42 / Illuminating – Linear light

Drawer lights
Battery-operated light, monochrome length 300 mm /

Häfele Loox LED 9005

The light can be recharged using the supplied

micro-USB cable

  

Colour temperature Wattage Luminous flux Luminous efficacy Colour rendering index CRI  Finish/ Colour Cat. No.

K W/m Im/m lm/W Ra

6,500  0.6  51  85 >82 Silver colour lacquered / 833.87.020

> Version / : With automatic shut-off

> Material / : Plastic /

> Diameter (mm)

   

: 20

> Length (mm.) / : 300

> Degree of protection / : IP20

> Number of LEDs / : 6

> Life time / : 6 h

> Charging time (h)

   

: 3-4 h

> 2 operating modes 

   

: 1. Door sensor switch (factory setting):

    Door open,light on – door closed, light off.

    Energy-saving modeafter 30 seconds:

    LED flashes 2 to 3 times and then turn off

2. Sensor switch: Manual on/off switching

    at the sensor.

    

> Mounting / : The light is pushed onto the mounting plate 

> Supplied with / : 1 light with mounting plate for screw fixing 

and 0.8 m micro-USB cable
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Illuminating – Linear light / 43

Häfele Loox5 profile 1103

Profiles for recess mounting
Aluminium / 

Diffusers see page 59

[Routing dimensions]

Häfele Loox5 profile 1103

End capsEnd caps

   Colour /    Profile1103

   Black /    833.95.723

   Silver coloured /   833.95.722

End caps for Häfele Loox5 profile 1103

> Material / : Plastic / 

> Version / : With cable outlet / 

> Supplied with / : 1 pairs of end caps / 

Diffusers / 

The diffuser creates a uniform light. The LED points are invisible from 120 

LEDs/m. If required, please order alternative diffusers in black opal or 

transparent separately.

> Material / : Profile: Aluminium / 

Diffuser: Plastic / 

> Finish/colour / : Profile: Anodized / 

Diffuser: White opal / 

> Lenght (mm.)  / : 3,000

> Diffuser width (mm.) 

   

: Profile 1103: 11 mm / 

> Supplied with / : 1 aluminium profile

1 diffuser white opal

> Visibility LED points.

 Visible LED points 

Diffuser LED

2037 3015 2065 2068 3048 3045 3052 Other

Opal 

   Colour /    Profile1103

   Black /    833.95.767

   Silver coloured /   833.95.766
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44 / Illuminating – Linear light

[Routing dimensions]

Häfele Loox5 profile 1105

End caps

Häfele Loox5 profile 1105, asymmetric light distribution /

Profiles for recess mounting
Aluminium /

Anti-glare shield

Asymmetric light distribution allows for a glare-

free light source.

   Colour /    Cat. No. / 

   Black /    833.95.727

   Silver coloured /    833.95.726

End caps for Häfele Loox5 profile 1105

> Material / : Plastic / 

> Version / : With cable outlet / 

> Supplied with / : 1 piece of end caps / 

Colour / Cat. No. / 

Black / 833.95.771

Silver coloured / 833.95.770

Diffusers / 

The diffuser creates a uniform light. The LED points are invisible from 120 

LEDs/m. If required, please order alternative diffusers in black opal or 

transparent separately.

Diffusers see page 59

> Material / : Profile: Aluminium / 

Diffuser: Plastic / 

> Finish/colour / : Profile: Anodized / 

Diffuser: White opal / 

> Lenght (mm.)  / : 3,000

> Diffuser width (mm.) 

   
: 11

> Supplied with / : 1 aluminium profile

1 diffuser white opal

> Visibility LED points.

Visible LED points 

Diffuser LED

2037 3015 2065 2068 3048 3045 3052 Other

Opal 
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Illuminating – Linear light / 45

Häfele Loox5 profile 1106, asymmetric light distribution /

Diffusers see page 59 / 

[Routing dimensions]

Häfele Loox5 profile 1106

End caps

Profiles for recess mounting
Aluminium / 

   Colour /      Profile1106

   Black /    833.95.729

   Silver coloured /    833.95.728

End caps for Häfele Loox5 profile 1106

> Material / : Plastic / 

> Version / : With cable outlet / 

> Mounting / : For screw fixing / 

> Supplied with / : 1 piece of end caps / 

Colour /      Profile1103

Black /     833.95.773

Silver coloured /     833.95.772

> Material / : Profile: Aluminium / 

Diffuser: Plastic / 

> Finish/colour / : Profile: Anodized / 

Diffuser: White opal / 

> Lenght (mm.)  / : 3,000

> Diffuser width (mm.) 

   

: Profile 1106: 11 mm / 

> Supplied with / : 1 aluminium profile / 

1 diffuser white opal / 

> Visibility LED points.

Visible LED points 

Diffuser LED

2037 3015 2065 2068 3048 3045 3052 Other

Opal 

Diffusers /

The diffuser creates a uniform light.  If required, please order alternative

diffusers in black or transparent (only for width 11 mm) separately.
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46 / Illuminating – Linear light

Profiles for recess mounting
Aluminium /

Häfele Loox profile for recess mounting / 

Häfele Loox profile for recess mounting / 

> Material / : Aluminium / 

> Finish/colour / : Silver coloured anodized / 

> Lenght x Width (mm)

  

: 2,500 x 18

> Height (mm) / : 8.5

> Supplied with

   

: 1 profile, 1 diffuser

End cap with cable outlet for 833.72.846 and 833.72.847

> Material / : Plastic, silver coloured / 

> Supplied with / : 2 pieces / 

Cat. No. / 

End cap for 833.72.844 and 833.72.847
833.72.854

End cap

Cover / Cat. No. / 

Milky / 833.72.844

Frosted / 833.72.845

E d

End cap with cable outlet for 833.72.844 and 833.72.845

> Material / : Plastic, silver coloured / 

> Supplied with / : 2 pieces / 

Cat. No. / 

End cap for 833.72.844 and 833.72.845
833.72.855

> Material / : Aluminium / 

> Finish/colour / : Silver coloured anodized / 

> Lenght x Width (mm)

  

: 2,500 x 18

> Height (mm) / : 13

> Supplied with

   

: 1 profile, 1 diffuser

Cover / Cat. No. / 

Milky / 833.72.846

Frosted / 833.72.847

End capE d
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Illuminating – Linear light / 47

Häfele Loox5 profile 2101 / 2102

Häfele Loox5 profile 2101

Häfele Loox5 profile 2102

Diffusers /

The diffuser creates a uniform light.  

The LED points are invisible from 120 LEDs/m. 

If required, please order alternative diffusers in black or transparent  

(only for width 11 mm) separately.

Diffusers see page 59 / 

Surface mounted diffuser

Flush recess mounted 

diffuser

Colour / Profile2101 Profile2102

Black / 833.95.733 833.95.735

Brushed stainless steel coloured / 833.95.762 833.95.763

Silver coloured / 833.95.732 833.95.734

> Material / : Profile: Aluminium / 

Diffuser: Plastic / 

> Finish/colour / : Profile: Anodized / 

Diffuser: White opal / 

> Lenght (mm.)  / : 3,000

> Diffuser width (mm.) 

   

: Profile 2101: 13 mm / 

Profile 2102: 11 mm / 

> Supplied with / : 1 aluminium profile / 

1 diffuser white opal / 

> Visibility LED points.

Visible LED points 

Diffuser LED

2037 3015 2065 2068 3048 3045 3052 Other

Opal 

Profiles for surface mounting
Aluminium /



 LO
OX

256
4)

W
e 

re
se

rv
e 

th
e 

rig
ht

 to
 a

lte
r 

sp
ec

ifi
ca

tio
ns

 w
ith

ou
t n

ot
ic

e 
(H

TH
 L

O
O

X 
20

21
).

IL
LU

M
IN

AT
IN

G
S

U
P

P
LY

IN
G

D
IS

T
R

IB
U

T
IN

G
S

W
IT

C
H

IN
G

N
E

T
W

O
R

K
IN

G
E

X
T

E
N

D
IN

G

48 / Illuminating – Linear light

Profiles for surface mounting
Aluminium /

End caps

Häfele Loox5 profile 2101 / 2102

Adhesive tape for Häfele Loox5 profile 2101 / 2102 /

Häfele Loox5 profile 2101

End caps

Häfele Loox5 profile 2102

End caps for Häfele Loox5 profile 2101, 2102

> Material / : Plastic / 

> Version / : With drill mark for cable outlet 

> Supplied with / : 1 piece of end caps / 

Colour / End cap 2101 End cap 2102

Black / 833.95.775 833.95.778

Brushed stainless steel coloured
833.95.776 833.95.779

Silver coloured / 833.95.774 833.95.777

Cat. No. / 

Adhesive tape / 821.08.264

> Material / : For fixing aluminium on wood, metals,

or plastics 

> Version / : Double-sided, high instant adhesion,

high temperature resistance

> Lenght x Width (mm.)

   

: 5000 x 12

> Thickness(mm) / : 0.8



 LO
OX

256
4)

W
e 

re
se

rv
e 

th
e 

rig
ht

 to
 a

lte
r 

sp
ec

ifi
ca

tio
ns

 w
ith

ou
t n

ot
ic

e 
(H

TH
 L

O
O

X 
20

21
).

IL
LU

M
IN

AT
IN

G
S

U
P

P
LY

IN
G

D
IS

T
R

IB
U

T
IN

G
S

W
IT

C
H

IN
G

N
E

T
W

O
R

K
IN

G
E

X
T

E
N

D
IN

G

Illuminating – Linear light / 49

Häfele Loox5 profile 2103 / 2104, with concealed fixing /

Häfele Loox5 profile 2103

Häfele Loox5 profile 2104,  

with asymmetric light distribution

Order reference /

Please order (mandatory) mounting bracket separately.

Diffusers /

The diffuser creates a uniform light.  

The LED points are invisible from 120 LEDs/m. 

If required, please order alternative diffusers in black or transparent 

separately.

Colour / Profile2103 Profile2104

Black / 833.95.737 833.95.739

Brushed stainless steel coloured / 833.95.764 833.95.765

Silver coloured / 833.95.736 833.95.738

Diffusers see page 59 / 

> Material / : Profile: Aluminium / 

Diffuser: Plastic / 

> Finish/colour / : Profile: Anodized / 

Diffuser: White opal / 

> Lenght (mm.)  / : 3,000

> Diffuser width (mm.) 

   

: 11

> Supplied with / : 1 aluminium profile / 

1 diffuser white opal / 

> Visibility LED points.

Visible LED points 

Diffuser LED

2037 3015 2065 2068 3048 3045 3052 Other

Opal 

Profiles for surface mounting
Aluminium /
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50 / Illuminating – Linear light

Profiles for surface mounting
Aluminium /

End caps

Häfele Loox5 profile 2103 / 2104, with concealed fixing /

E d

Häfele Loox5 profile 2103

End capsE d

Häfele Loox5 profile 2104

Mounting bracket /

> Material / Stainless steel / 

> Mounting / For screw fixing / 

> Supplied with / 1 piece / 

Cat. No. / 

Mounting bracket / 833.95.761

End caps for Häfele Loox5 profile 2103 / 2104

> Material / Stainless steel / 

> Mounting / For screw fixing / 

> Supplied with / 1 piece / 

Colour / End cap 2103 End cap 2104

Black / 833.95.781 833.95.784

Brushed stainless steel coloured
833.95.782 833.95.785

Silver coloured / 833.95.780 833.95.783

Mounting bracket for 

concealed fixing

:

:

:
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Illuminating – Linear light / 51

End cap /

> Material / Plastic, silver coloured / 

> Supplied with / 2 pieces / 

Cat. No. / 

End cap for 833.72.841 and 833.72.842
833.72.853

Retaining clip Retaining clip 40°

End capE d

Retaining clip /

> Material

   

Stainless steel, silver coloured

> Supplied with

   

2 pieces / 

Version / Cat. No. / 

Retaining clip / 833.74.832

Retaining clip 40° / ° 833.74.833

Profiles for surface mounting
Aluminium /

Häfele Loox profile for recess mounting /

Cover / Cat. No. / 

Milky / 833.72.841

Frosted / 833.72.842

:

:

:

:

> Material / : Aluminium / 

> Finish/colour / : Silver coloured anodized / 

> Length x width x height(mm)

   

: 2,500 x 18 x 14

> Supplied with / : 1 profile, 1 diffuser

End capE d

End cap /

> Material / Plastic, silver coloured / 

> Supplied with / 2 pieces / 

Cat. No. / 

End cap for 833.72.840 and 833.72.843
833.72.852

Cover / Cat. No. / 

Milky / 833.72.840

Frosted / 833.72.843

:

:

> Material / : Aluminium / 

> Finish/colour / : Silver coloured anodized / 

> Length x width x height(mm)

   

: 2,500 x 18 x 9.5

> Diffuser width (mm.) 

   

: 11

> Supplied with / : 1 profile, 1 diffuser

°

> Visibility LED points.

Visible LED points 

Diffuser LED

2037 3015 2065 2068 3048 3045 3052 Other

Milky 
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52 / Illuminating – Linear light

Cat. No. 833.74.813 833.74.814

Material Aluminium, silver coloured anodized

Cover Milky, rectangular Milky, round

Length (mm) 2,500 2,500

Width (mm) 18 18

Height (mm) 18 17

Application For surface mounting

Supplied with 1 profile 1 profile

Cat. No. 833.74.834

Mounting arm for profiles 833.74.813 and 833.74.814

Material Aluminium, silver coloured anodized

Version Can be swivelled 30° horizontally

Length (mm) 175

Width (mm) 30

Height (mm) 40

Application For surface mounting

Supplied with 1 pair of mounting arms,  
2 end caps for rounded profile and  
2 end caps for rectangular profile

End cap, rectangular, with cable outlet, plastic, 

silver coloured, 2 pieces 

 

 > Cat. No. 833.74.823

End cap, rounded, with cable outlet, 

plastic, silver coloured, 2 pieces 

 

 > Cat. No. 833.74.824

Mounting bracket, stainless steel, 

silver coloured, 2 pieces

 > Cat. No. 833.74.832

Mounting bracket 40°, stainless steel, 

silver coloured, 2 pieces

 

 > Cat. No. 833.74.833

 > The mounting arms make it possible to have  

customised, perfectly fitting surface mounted  

cabinet lights.  

In combination with our rounded/rectangular profiles 

and an LED strip light, surface mounted solutions  

up to 1.5 m can be realised.

 > Note: Not suitable for operation with LED 3028.

 > Visibility of LED points see table

 >

 >

 >

Visible LED points 

Diffuser LED

2037 2065 2068 3048 3045 3052 3015 3028 3032

Milky rectangular 
or round Unsuitable

Profiles for surface mounting /

Profiles for surface mounting
Aluminium /
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Illuminating – Linear light / 53

Cat. No. 833.01.870

Material Aluminium 

Length (mm) 18

Height (mm) 18

Cat. No. 833.89.300

Material Plastic

Length (mm) 2,500

Height (mm) 13

Cat. No. 833.01.870

Material Aluminium 

Length (mm) 18

Height (mm) 18

Cat. No. 833.01.870

Material Aluminium

Length (mm) 2,500

Height (mm) 12

Profiles for under mounting
Aluminium Profiles /

Linear light for focused lighting /

Linear lens /

For designer profile for under mounting with strip light recess

Linear lens (left) in comparison to standard diffuser

 > Illuminance (in lx) increased by 100% in the desired

 > Glare level reduced by 85% in the undesirable area

 > Exclusive Häfele own house development

 > Suitable for all 8 mm wide Loox5 LED strip lights



 LO
OX

256
4)

W
e 

re
se

rv
e 

th
e 

rig
ht

 to
 a

lte
r 

sp
ec

ifi
ca

tio
ns

 w
ith

ou
t n

ot
ic

e 
(H

TH
 L

O
O

X 
20

21
).

IL
LU

M
IN

AT
IN

G
S

U
P

P
LY

IN
G

D
IS

T
R

IB
U

T
IN

G
S

W
IT

C
H

IN
G

N
E

T
W

O
R

K
IN

G
E

X
T

E
N

D
IN

G

54 / Illuminating – Linear light

Angled profiles /

Profiles for surface mounting
Aluminium /

End cap /

> Material / : Plastic, silver coloured /

> Supplied with / : 2 pieces /

Cat. No. / 

End cap / 833.74.848

Cover / Cat. No. / 

Profile for recess mounting, angled Milky / 833.72.850

Frosted / 833.72.851

> Material / : Aluminium / 

> Finish/colour / : Profile: Silver coloured anodized

Diffuser: Milky / Frosted

 / 

> Lenght x Width x Height (mm.)

   

: 2,500 X 21 X 19

> Supplied with / : 1 aluminium profile / 

> Visibility of LED points see table.

End caps

End cap /

> Material / : Plastic, silver coloured /

> Supplied with / : 2 pieces /

Cat. No. / 

End cap / 833.72.857

Visible LED points 

Diffuser LED

2016 2029 2037 2041 2042 2043 2045 3013 3015 3028 3032

Milky 

> Material / : Aluminium / 

> Finish/colour / : Profile: Silver coloured anodized

Diffuser: Milky / 

> Lenght x Width x Height (mm.)

   

: 2,500 X 40 X 16

> Supplied with / : 1 aluminium profile / 

End caps

Cat. No. / 

Profile for recess mounting, angled / 833.74.845

> For single row Loox LED strip lights 12 and 24 V

> For panel thickness from 16 mm

> Angled, flush

> Indirect light output
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Illuminating – Linear light / 55

Profiles for surface mounting
Aluminium /

Häfele Loox corner profile /

End cap

 > Material / End cap and holder: Plastic, silver coloured

Mounting plate: Stainless steel

> Supplied with / 2 pieces / 

Cat. No. / 

End cap with cable outlet / 833.74.899

Holder / 833.74.825

Mounting plate / 833.74.826

Cat. No. / 

Corner profile / 833.74.812

End cap

Holder

Mounting plate

Holder

:

:

> Material / : Aluminium / 

> Finish/colour / : Profile: Silver coloured anodized

Diffuser: Milky / 

> Cover / Milky / 

> Lenght x Width x Height (mm.)

   

: 2,500 X 28 X 20

> Supplied with / : 1 aluminium profile / 

1 diffuser housing milky / 

End cap /

> Material / : Plastic, silver coloured /

> Supplied with / : 2 pieces /

Cat. No. / 

End cap / 833.74.899

End caps

Cat. No. / 

Profile for recess mounting, angled
833.74.898

End caps

> Material / : Aluminium / 

> Finish/colour / : Profile: Silver coloured anodized

Diffuser: Milky / 

> Version / Indirect light output / 

> Lenght x Width x Height (mm.)

   

: 2,500 X 36 X 18.4

> Diffuser width (mm.)

   

: 16

> Supplied with / : 1 aluminium profile / 

> For single row Loox LED strip lights 12 and 24 V

> Angled

> Indirect light output

> Visibility LED points.

Visible LED points 

Diffuser LED

2029 2037 2041 3015 2060 2061 2065 2068 3048 3045 3052 Other

Milky 
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56 / Illuminating – Linear light

Häfele Loox drawer profile / 

End cap set /

> Material / ABS plastic, silver coloured

> Supplied with / 5 sets of end caps, fixing screws

Cat. No. / 

End cap set  / 833.74.877

Retaining clip /

> Material / Stainless steel, silver coloured

> Supplied with / 2 pieces / 

Cat. No. / 

Retaining clip / 833.74.893

Door sensor for Häfele Loox drawer profile

Voltage / Switching capacity / Cat. No. / 

60 W 833.89.251

90 W 833.89.253

60 W 833.89.110

90 W 833.89.111

Motion detector for Häfele Loox drawer profile 

> Delay time / 30 sec.

> Sensor range / 0–3,000 mm

Voltage / Switching capacity / Cat. No. / 

60 W 833.89.252

90 W 833.89.254

60 W 833.89.252

90 W 833.89.254

End caps

Profiles for surface mounting
Aluminium /

Cat. No. / 

Drawer profile / 833.74.835

Door sensor

Motion detector

Retaining clipRetaining clip

,

:

:

> Material / : Aluminium / 

> Finish/colour / : Profile: Silver coloured anodized

Diffuser: Milky / 

> Lenght x Width x Height (mm.)

   

: 2,500 X 28 X 12.5

> Supplied with / : 1 aluminium profile / 

1 diffuser housing milky / 

:

:

:

:

Motion detector

Door sensor
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Illuminating – Linear light / 57

Häfele Loox wardrobe rail, asymmetric light distribution /

Profiles
Aluminium / 

LED points are always visible when this profile is used.

Rail end support,  

side panel

Rail end support, side panel

> Material / Zinc alloy /

> Mounting / For screw fixing to side panel

> Supplied with / 1 piece  /

Cat. No. / 

Rail end support, side panel / 803.33.757

Wardrobe rail, rail centre support

> Material / Zinc alloy, chrome plated

> Mounting / For screw fixing /

> Supplied with / 1 piece /

Cat. No. / 

Wardrobe rail, rail centre support / 802.07.200

Cat. No. / 

Häfele Loox wardrobe rail / 833.72.790

Wardrobe rail,  

rail centre support

Rail end s

Wardrob

:

:

:

:

:

:

> Material / : Aluminium / 

> Finish/colour / : Profile: Silver coloured anodized

Diffuser: Milky / 

> Lenght x Width x Height (mm.)

   

: 2,500 X 15 X 30

> Supplied with / : 1 aluminium profile / 

1 diffuser housing milky / 
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58 / Illuminating – Linear light

Häfele Loox glass edge profile /

Cat. No. / 

Glass edge profile / 833.74.733

For manufacturing customised glass edge lighting for glass thicknesses

of 4–8 mm.

Without load bearing function.

Only for LED strip lights with max. 9.6 W/m.

Note the dimensions of the clip connector.

Profiles
Aluminium / 

Profiles for recess monting
Plastic /

Effect of the glass edge on the light

> Glass edge with satin finish = even light line

> Clear glass edge = point light

> Material  / : Plastic / 

> Finish / colour / : Profile: Silver coloured

Diffuser: Milky / 

> Lenght x Width x Height (mm.)

   

: 2,000 X 17.5 X 22

> Supplied with / : 1 aluminium profile / 

2 diffuser milky / 

> Material  / : Plastic / 

> Finish / colour / : Opal / 

> Length / : 3,000 mm. / 

> Supplied with / : 1 plastic profile  / 

Profiles 1101 usable for LED strip lights up to max. 9.6 W/m.

Profiles 1101 usable only for LED strip lights with a width of precisely 8 mm.

The diffuser creates a uniform light.

The LED points in the white version are invisible from 120 LEDs/m.

  Colour /   Profile 1101 /

  Black /   833.72.899

  White /   833.72.898

Häfele Loox5 profile 1101 /

routing dimensions
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Illuminating – Linear light / 59

Diffusers, cooling strip

The white diffuser creates a uniform light.  

The LED points are invisible from 120 LEDs/m. When using the black 

diffuser, LED points may be visible.

LED points are always visible when the transparent diffuser is used.

> Material / Plastic /

> Length (mm) / 3,000

> Supplied with / 1 diffuser /

Diffusers Häfele Loox5 for profiles for recess mounting 1103-1106 as well as for profiles for recess mounting 2101-2104

Dimensions

Width (mm.) / Transparent White / Black / 

11 833.95.757 833.95.755 833.95.759

13 - 833.95.756 833.95.760

:

:

:
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60 / Illuminating – Linear light

Simple replacement of existing diffusers in order to switch from frosed 

to milky, e.g.. Cannot be used for the following aluminium profiles: 

833.74.812, 833.74.813, 833.74.814 or for aluminium profiles with 

curved diffusers.

> Material / Plastic /

> Length (mm.) / 2,500

> Supplied with / 1 diffuser /

Cover / Cat. No. / 

Version: Protruding, for push fitting / 

Frosted / 833.74.780

Milky / 833.74.781

Version: Flush, for sliding in / 

Frosted / 833.72.858

Milky / 833.72.859

Diffusers Häfele Loox for profiles with 16 mm internal dimension /

Protruding Flush

Häfele Loox cooling strip /

> Material / Aluminium /

> Length x Width x Height (mm) 1,000 x 10 x 2

> Mounting /
For screw fixing, drill holes at 250 mm, 

500 mm, and 750 mm

> Supplied with / 1 profile /

Cat. No. / 

Cooling strip / 833.77.700

Frosted Milky

Diffusers, cooling strip

:

:

:
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Illuminating – Point light / 61
R US

    

Recess/surface mounted downlights
Modular monochrome, drill hole Ø: 58 mm

Loox 12 V driver see page 161

Loox 24 V driver see page 162

Häfele Loox LED 2025, Loox5 2092 / 3092

Note / 

The IP44 degree of protection is reduced to IP20 when using a

downlight housing.

Order reference / 

Please order lead and housing separately.

LED 2025

LED 2092 / 3092

> Dimmable

   

: Yes / 

> Material / : Aluminium / 

> Energy efficiency class : A+

> Degree of protection

   

: IP44 as recess mounted light;
IP20 as downlight

> Mounting / For mounting in drilled hole, for clamp fixing or for 

screw fixing /

> Drill hole Ø (mm.)

   

: 58

> Supplied with / : 1 light module / 
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62 / Illuminating – Point light

> Lead, 1.5 A/24 AWG, with snap-in connector

Voltage / Length / Cat. No./  

1,000 mm 833.72.881

2,000 mm 833.72.882

2,000 mm 833.95.791

> Housing for recess mounting, plastic

Colour / Round / Square / 

Black / 833.72.168 833.72.172

Anthracite / 833.72.380 833.72.383

Brown / 833.72.381 833.72.384

Matt nickel plated
833.72.170 833.72.174

Stainless steel coloured
833.72.382 833.72.385

Silver coloured / 833.72.126 833.72.127

White, RAL 9003
833.72.171 833.72.175

> Downlight housing, plastic

Colour / Round / Square / 

Black / 833.72.160 833.72.164

Anthracite / 833.72.193 833.72.195

Brown / 833.72.192 833.72.196

Matt nickel plated
833.72.162 833.72.166

Stainless steel coloured
833.72.194 833.72.197

Silver coloured / 833.72.124 833.72.125

White, RAL 9003
833.72.163 833.72.167

Recess mounted housing

Recess mounting, square

Recess mounting, round

Downlight housing

Mounting as downlight, square

Mounting as downlight, round

Häfele Loox LED 2025, Loox5 2092 / 3092

Voltage Quantity Colour temperature Wattage Luminous flux Luminous 
efficacy

Colour rendering index  
CRI

Weighted energy consumption Cat. No.

V LEDs K W Im lm/W Ra R9 kWh/1,000 h

Häfele Loox LED 2025

1

2,700 3.8 270 71 >90 – 4.18 833.72.350

3,000 3.8 300 78 >90 – 4.18 833.72.351

4,000 3.8 306 80 >90 – 4.18 833.72.352

5,000 3.8 345 90 >83 – 4.18 833.72.323

Häfele Loox5 LED 2092

6

2,700 3.4 220 65 >90 >55 3.74 833.72.474

3,000 3.4 240 71 >90 >55 3.74 833.72.475

4,000 3.4 250 74 >90 >55 3.74 833.72.476

5,000 3.4 260 76 >90 >55 3.74 833.72.477

Häfele Loox5 LED 3092

6

2,700 3.4 220 65 >90 >55 3.74 833.75.174

3,000 3.4 240 71 >90 >55 3.74 833.75.175

4,000 3.4 250 74 >90 >55 3.74 833.75.176

5,000 3.4 260 76 >90 >55 3.74 833.75.177

Housings are suitable for monochrome lights and for

multi-white lights. 

* valid for multi-white plugs.

Socket Voltage Max. connected
wattage (W)

Cat. No.

Max. 84 833.77.837
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Illuminating – Point light / 63
R US

    

Recess/surface mounted downlights
Modular multi-white, drill hole Ø: 58 mm

Häfele Loox5 LED 2091 / 3091

Note  / 

The IP44 degree of protection is reduced to IP20 when using a

downlight housing.

Order reference  / 

Please order lead and housing separately.
Colour control only via 6-way distributor Häfe-

le Connect Mesh with multi-white adapter and 

remote control or smartphone. Please order sepa-

rately, see chapter Networking, page 134

> Dimmable

   

: Yes / 

> Material / : Aluminium / 

> Energy efficiency class : A+

> Degree of protection

   

: IP44 as recess mounted light;
IP20 as downlight

> Mounting / For mounting in drilled hole, for clamp fixing or for 

screw fixing /

> Drill hole Ø (mm.)

   

: 58

> Supplied with / : 1 light module / 

Loox 12 V driver see page 161

Loox 24 V driver see page 162
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64 / Illuminating – Point light

> Lead, 1.5 A/24 AWG, with snap-in connector for

   multi-white lights

   

Voltage / Length / Cat. No. / 

2,000 mm 833.95.787

2,000 mm 833.95.790

> Housing for recess mounting, plastic

   

Colour / Round / Square / 

Black / 833.72.168 833.72.172

Anthracite / 833.72.380 833.72.383

Brown / 833.72.381 833.72.384

Matt nickel plated
833.72.170 833.72.174

Stainless steel coloured
833.72.382 833.72.385

Silver coloured / 833.72.126 833.72.127

White, RAL 9003
833.72.171 833.72.175

> Downlight housing, plastic

   

Colour / Round / Square / 

Black / 833.72.160 833.72.164

Anthracite / 833.72.193 833.72.195

Brown / 833.72.192 833.72.196

Matt nickel plated
833.72.162 833.72.166

Stainless steel coloured
833.72.194 833.72.197

Silver coloured / 833.72.124 833.72.125

White, RAL 9003
833.72.163 833.72.167

Recess mounted housing

Recess mounting, square Recess mounting, round

Downlight housing

Häfele Loox5 LED 2091 / 3091

Voltage Quantity Colour
temperature 

Wattage Luminous flux Luminous 
efficacy 

Colour rendering index  
CRI

Weighted energy
consumption

Cat. No.

V LEDs K W Im lm/W Ra R9 kWh/1,000 h

Häfele Loox5 LED 2091

12
2,700 

5,000
 3.4

240

270

72 

80
>90 >55 3.74 833.72.478

Häfele Loox5 LED 3091

12
2,700 

5,000
 3.4

240 

270

72 

80
>90 >55 3.74 833.75.178

Housings are suitable for monochrome lights and for

multi-white lights. 

* valid for multi-white plugs.

Socket Voltage Max. connected wattage (W) Cat. No.

Max. 42 833.95.752

Max. 84 833.77.837

Recess mounting, square Recess mounting, round
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Illuminating – Point light / 65

Häfele Connect Mesh 6-way distributor, with switching function

Voltage Max. connected wattage

 
W

Cat. No.

60 850.00.042

90 850.00.043

Socket Voltage Max. connected wattage (W) Cat. No.

Max. 42 833.95.752

Max. 84 833.77.837

Häfele Loox5 multi-white adapter for Häfele Connect Mesh 6-way distributor

Voltage Max. connected wattage

 
W

Cat. No.

60 833.95.745

90 833.77.830

Häfele Connect Mesh remote control

Cat. No. / 

Remote control / 850.00.040
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66 / Illuminating – Point light

Recess/surface mounted downlights
Modular monochrome, drill hole Ø: 35 mm

Häfele Loox5 LED 2040

R US
    

> Dimmable

   

: Yes / 

> Material / : Aluminium / 

> Energy efficiency class : A+

> Degree of protection

   

: IP44 as recess mounted light;
IP20 as downlight

> Mounting / For mounting in drilled hole, for clamp fixing or 

for screw fixing /

> Drill hole Ø (mm.)

   

: 35

> Supplied with / : 1 light module / 

Note  / 

The IP44 degree of protection is reduced to IP20 when using a

downlight housing.

Order reference  / 

Please order lead and housing separately.

Loox 12 V driver see page 161
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Illuminating – Point light / 67

Recess mounted housing

Recess mounting, square Recess mounting, round

Downlight housing

Mounting as downlight, 

square

Mounting as downlight, 

round

> Lead, 1.5 A/24 AWG, with snap-in connector

   

Voltage / Length / Cat. No. / 

1,000 mm 833.72.881

2,000 mm 833.72.882

> Housing for recess mounting, plastic

   

Colour / Round / Square / 

Black / 833.72.184 833.72.188

Matt nickel plated
833.72.186 833.72.190

Silver coloured / 833.72.145 833.72.146

White, RAL 9003
833.72.187 833.72.191

> Downlight housing, plastic

   

Colour / Round / Square / 

Black / 833.72.176 833.72.180

Matt nickel plated
833.72.178 833.72.182

Silver coloured / 833.72.143 833.72.144

White, RAL 9003
833.72.179 833.72.183

Häfele Loox5 LED 2040

Voltage Quantity Colour
temperature

Wattage Luminous flux Luminous efficacy Colour rendering 
index CRI

Weighted energy consumption Cat. No.

V LEDs K W lm lm/W Ra kWh/1,000 h

3

2,700 1.5  75 50 90 1.65 833.72.370

3,000 1.5  88 59 90 1.65 833.72.371

4,000 1.5  96 64 90 1.65 833.72.372

5,000 1.5 110 73 83 1.65 833.72.333
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68 / Illuminating – Point light

Recess/surface mounted downlights
Monochrome, drill hole Ø: 26 mm

Häfele Loox5 LED 2090 / 3090

LED 2090

LED 3090

R US
    

> Narrow beam angle for staging objects

    

Note  / 

The IP44 degree of protection is reduced to IP20 when using a

downlight housing.

Order reference  / 

Please order lead and housing separately.
Loox 12 V driver see page 161

Loox 24 V driver see page 162

> Dimmable

   

: Yes / 

> Material / : Aluminium / 

> Energy efficiency class : A+

> Degree of protection

   

: IP44 as recess mounted light;
IP20 as downlight

> Mounting / For mounting in drilled hole, for clamp fixing or 

for screw fixing /

> Drill hole Ø (mm.)

   

: 26

> Supplied with / : 1 light module with 2 m lead
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Illuminating – Point light / 69

Häfele Loox5 LED 2090 / 3090

> Housing for recess mounting, plastic

   

Colour / Round / Square / 

Black / 833.89.225 833.89.232

Anthracite / 833.89.226 833.89.233

Brown / 833.89.227 833.89.234

Matt nickel plated
833.89.223 833.89.230

Stainless steel coloured
833.89.228 833.89.235

Silver coloured / 833.89.222 833.89.229

White, RAL 9003
833.89.224 833.89.231

> Downlight housing, plastic

   

Colour / Round / Square / 

Black / 833.89.239 833.89.246

Anthracite / 833.89.240 833.89.247

Brown / 833.89.241 833.89.248

Matt nickel plated
833.89.237 833.89.244

Stainless steel coloured
833.89.242 833.89.249

Silver coloured / 833.89.236 833.89.243

White, RAL 9003
833.89.238 833.89.245

Recess mounted housing

Recess mounting, square Recess mounting, round

Downlight housing

Mounting as downlight, 

square

Mounting as downlight, 

round

Voltage Quantity Colour
temperature

Wattage Luminous flux Luminous 
efficacy

Colour rendering index  
CRI

Weighted energy consumption Cat. No.

V LEDs K W Im lm/W Ra R9 kWh/1,000 h

Häfele Loox5 LED 2090

1

2,700 1.2  80 67 >90 >60 1.32 833.72.470

3,000 1.2  90 75 >90 >60 1.32 833.72.471

4,000 1.2  95 79 >90 >60 1.32 833.72.472

5,000 1.2 100 83 >90 >60 1.32 833.72.473

Häfele Loox5 LED 3090

1

2,700 1.2  75 63 >90 >60 1.32 833.75.170

3,000 1.2  80 67 >90 >60 1.32 833.75.171

4,000 1.2  80 67 >90 >60 1.32 833.75.172

5,000 1.2  85 71 >90 >60 1.32 833.75.173

Socket Voltage Max. connected wattage (W) Cat. No.

Max. 42 833.95.752

Max. 84 833.77.837
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70 / Illuminating – Point light

Recess/surface mounted downlights
Monochrome, drill hole Ø: 55 mm

R US
    

Häfele Loox LED 2047 / 3038

LED 2047

LED 3038

> Dimmable

   

: Yes / 

> Material / : Aluminium / 

> Energy efficiency class : A+

> Degree of protection

   

: IP20

> Mounting / For mounting in drilled hole, for clamp fixing or 

for screw fixing /

> Drill hole Ø (mm.)

   

: 55

> Supplied with / : 1 light module with 2 m lead

Loox 12 V driver see page 161

Loox 24 V driver see page 162
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Illuminating – Point light / 71

Häfele Loox LED 2047 / 3038

> Downlight housing

   

Colour / Cat. No. / 

Stainless steel coloured / 833.72.804

Silver coloured / 833.72.803

Polished chrome plated / 833.72.802

Recess mounting /

Mounting as downlight /

Voltage Number of Colour
tempeature

Wattage Luminous 
flux

Luminous 
efficacy

Colour
rendering
index CRI

Weighted energy
consumption

Stainless steel 
coloured

Silver coloured Polished 
chrome 
plated

V LEDs K W Im lm/W Ra kWh/1,000 h

Häfele Loox LED 2047

24

3,000 3 210 70 90 3.3 833.72.390 833.72.340 833.72.300

4,000 3 216 72 90 3.3 833.72.391 833.72.341 833.72.301

5,000 3 240 80 83 3.3 833.72.392 833.72.342 833.72.302

Häfele Loox LED 3038

24

3,000 3 215 72 90 3.3 833.75.150 833.75.120 833.75.140

4,000 3 225 75 90 3.3 833.75.151 833.75.121 833.75.141

5,000 3 245 82 83 3.3 833.75.152 833.75.122 833.75.142
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72 / Illuminating – Point light

Recess/surface mounted downlights
Multi-white, drill hole Ø: 55 mm

Häfele Loox LED 2048 / 3039

R US
    

LED 3039LED 2048

> Dimmable via multi-white mixer
    

Drivers for multi-white mixer / 

Loox 12 V driver see page 161 Loox 24 V driver see page 162

> Dimmable

   
: Yes / 

> Material / : Aluminium / 

> Energy efficiency class : A+

> Degree of protection
   

: IP20

> Mounting / For mounting in drilled hole, for clamp fixing or for 

screw fixing /

> Drill hole Ø (mm.)
   

: 55

> Supplied with / : 1 light with 2 m multi-white lead

Häfele Connect Mesh 6-way distributor, with switching function

Voltage Max. connected wattage

 
W

Cat. No.

60 850.00.042

90 850.00.043

Socket Voltage Max. connected wattage (W) Cat. No.

Max. 42 833.95.752

Max. 84 833.77.837

Häfele Loox5 multi-white adapter for Häfele Connect
Mesh 6-way distributor

Voltage Max. connected wattage

 
W

Cat. No.

60 833.95.745

90 833.77.830

Häfele Connect Mesh remote control

Cat. No. / 

Remote control / 850.00.040Remote co
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Illuminating – Point light / 73

Häfele Loox LED 2048 / 3039

> Downlight housing

   

Colour / Cat. No. / 

Stainless steel coloured / 833.72.804

Silver coloured / 833.72.803

Polished chrome plated / 833.72.802

Recess mounting /

Mounting as downlight /

Voltage Number of Colour
tempeature

Wattage Luminous 
flux

Luminous 
efficacy

Colour rendering
index CRI

Weighted energy
consumption

Stainless 
steel
coloured

Silver
coloured

Polished 
chrome plated

V LEDs K W Im lm/W Ra kWh/1,000 h

Häfele Loox LED 2048

60
2,700 

5,000
3 255 85

90

83
3.3 833.72.400 833.72.311 833.72.310

Häfele Loox LED 3039

60
2,700 

5,000
3 258 85

90 

83
3.3 833.75.160 833.75.131 833.75.130



 LO
OX

256
4)

W
e 

re
se

rv
e 

th
e 

rig
ht

 to
 a

lte
r 

sp
ec

ifi
ca

tio
ns

 w
ith

ou
t n

ot
ic

e 
(H

TH
 L

O
O

X 
20

21
).

IL
LU

M
IN

AT
IN

G
S

U
P

P
LY

IN
G

D
IS

T
R

IB
U

T
IN

G
S

W
IT

C
H

IN
G

N
E

T
W

O
R

K
IN

G
E

X
T

E
N

D
IN

G

74 / Illuminating – Point light

Recess/surface mounted downlights
Monochrome, drill hole Ø: 55 mm

Häfele Loox LED 2020

R US
     

With a downlight housing the degree of protection is IP20.

Voltage Colour
tempeature

Wattage Luminous flux Luminous 
efficacy

Colour rendering
index CRI

Weighted energy
consumption

Black Matt nickel
plated

Polished 
chrome plated

V K W Im lm/W Ra kWh/1,000 h

3,000 3.2 142 44 83 3.52 833.72.281 833.72.280 833.72.282

4,000 3.2 150 47 83 3.52 833.72.284 833.72.283 833.72.285

5,000 3.2 150 47 83 3.52 833.72.287 833.72.286 833.72.288

Loox 12 V driver see page 161

> Dimmable

   

: Yes / 

> Material / : Zinc alloy / 

> Energy efficiency class : A+

> Degree of protection

   

: IP44 as recess mounted light

IP20 with downlight housing

(surface mounted downlight)

> Number of LEDs / : 6

> Mounting / : For mounting in drilled hole, for clamp fixing or for 

screw fixing /

> Drill hole Ø (mm.)

   

: 55

> Supplied with / : 1 light with 2 m lead, including fixing materials
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Illuminating – Point light / 75

Häfele Loox LED 2020

> Downlight housing

   

Colour / Cat. No. / 

Black / 833.72.801

Matt nickel plated / 833.72.800

Polished chrome plated / 833.72.802

Recess mounting

Mounting as downlight
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76 / Illuminating – Point light

Recess/surface mounted downlights
Monochrome, drill hole Ø: 26 mm

Häfele Loox LED 2022

R US
     

Voltage Colour
tempeature

Wattage Luminous flux Luminous 
efficacy

Colour rendering 
index CRI

Weighted energy consumption Silver coloured 
anodized

Polished 
chrome plated

V K W Im lm/W Ra kWh/1,000 h

3,000 1.5 105 70 82 1.65 833.72.040 833.72.043

4,000 1.5 105 70 87 1.65 833.72.041 833.72.044

5,000 1.5 105 70 88 1.65 833.72.042 833.72.045

With a downlight housing the degree of protection is IP20.

Loox 12 V driver see page 161

> Dimmable

   
: Yes / 

> Material / : Aluminium / 

> Energy efficiency class : A+

> Degree of protection

   

: IP44 as recess mounted light

IP20 with downlight housing

(surface mounted downlight)

> Number of LEDs / : 3

> Mounting / : For mounting in drilled hole, for clamp fixing or for 

screw fixing /

> Drill hole Ø (mm.)

   

: 26

> Supplied with / : 1 light with 2 m lead
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Illuminating – Point light / 77

Häfele Loox LED 2022

> Downlight housing, round

   

Colour / Cat. No. / 

Silver coloured anodized / 833.72.831

Chrome plated / 833.72.830

> Downlight housing, wedge-shaped

   

Colour / Cat. No. / 

Silver coloured anodized / 833.72.832

Chrome plated / 833.72.833

Recess mounting Mounting as downlight
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78 / Illuminating – Point light

Recess/surface mounted downlights
Monochrome, drill hole Ø: 26 mm

Häfele Loox LED 2023

R US
     

Voltage Colour
tempeature

Wattage Luminous flux Luminous 
efficacy

Colour rendering 
index CRI

Weighted energy consumption Silver coloured 
anodized

Polished 
chrome plated

V K W Im lm/W Ra kWh/1,000 h

3,000 1.5 105 70 82 1.65 833.72.064 833.72.060

4,000 1.5 105 70 82 1.65 833.72.065 833.72.061

5,000 1.5 105 70 82 1.65 833.72.066 833.72.062

With a downlight housing the degree of protection is IP20.

Loox 12 V driver see page 161

> Dimmable

   
: Yes / 

> Material / : Aluminium / 

> length x width (mm.)

   

: 30 x 30

> Energy efficiency class : A+

> Degree of protection

   

: IP44 as recess mounted light

IP20 with downlight housing

(surface mounted downlight)

> Number of LEDs / : 3

> Mounting / : For mounting in drilled hole, for clamp fixing

> Drill hole Ø (mm.)

   

: 26

> Supplied with / : 1 light with 2 m lead / 
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Illuminating – Point light / 79

Häfele Loox LED 2023

> Downlight housing, square, plastic

Colour / Cat. No. / 

Silver coloured / 833.72.834

Chrome plated / 833.72.835

Recess mounting Mounting as downlight
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80 / Illuminating – Point light

Recess mounted downlights
Monochrome, drill hole Ø: 58 mm

Häfele Loox LED 2039

q65
q58

14

q8

2.
5

Voltage Colour
tempeature

Wattage Luminous flux Luminous 
efficacy

Colour rendering
index CRI

Weighted energy consumption Matt nickel
plated

Chrome plated

V K W Im lm/W Ra kWh/1,000 h

3,000 2.5 125 50 85 2.75 833.72.091 833.72.092

R US
     

Loox 12 V driver see page 161

> Dimmable

   

: Yes / 

> Material / : Zinc alloy / 

> Energy efficiency class : A+

> Degree of protection

   

: IP65 after installation

> Number of LEDs / : 18

> Mounting / : For mounting in drilled hole, for clamp fixing

> Drill hole Ø (mm.)

   

: 55

> Supplied with / : 1 light with 4 m lead
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Illuminating – Point light / 81

Recess mounted downlights
Monochrome, sensor-controlled, drill hole Ø: 40 mm

Häfele Loox LED 2028 with motion detector

R US
    

Voltage Colour
tempeature

Wattage Luminous flux Luminous 
efficacy

Colour rendering index 
CRI

Weighted energy consumption Black Frosted

V K W Im lm/W Ra kWh/1,000 h

2,700 0.3 4 13 90 0.37 833.73.111 833.73.110

Loox 12 V driver see page 161

> Not dimmable /

> Material / : Stainless steel, plastic / 

> Version / : With motion detector active from a

decreasing ambient light of 15 lx

> Energy efficiency class : A+

> Degree of protection

   

: IP44

> Delay time / : approx. 2 min. / 

> Sensor range / : 0–3,000 mm

> Number of LEDs / : 3

> Mounting / : For mounting in drilled hole / 

> Drill hole Ø (mm.)

   

: 40

> Supplied with / : 1 light with 2 m lead,

including fixing materials
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82 / Illuminating – Point light

Surface mounted downlights
Monochrome, Ø 65 mm

Häfele Loox LED 2050

R US
   

Voltage Colour
tempeature

Wattage Luminous flux Luminous efficacy Colour rendering
index CRI

Weighted energy consumption Cat. No.

V K W Im lm/W Ra kWh/1,000 h

3,000 2.5 170 68 90 2.75 833.74.040

EXTRA  

SLIM 

6 mm

> Dimmable

   

: Yes / 

> Material / : Plastic, silver coloured / 

> Diameter (mm.)

   

: 65

> Height (mm) / : 6

> Energy efficiency class : A+

> Degree of protection

   

: IP20

> Number of LEDs / : 8

> Mounting / : For screw fixing / 

> Supplied with / : 1 light with 2 m lead,

including fixing materials

Loox 12 V driver see page 161
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Illuminating – Point light / 83

Surface mounted downlights
Monochrome, 65 x 65 mm

Häfele Loox LED 2051

R US
   

Voltage Colour
tempeature

Wattage Luminous flux Luminous efficacy Colour rendering
index CRI

Weighted energy consumption Cat. No.

V K W Im lm/W Ra kWh/1,000 h

3,000 2.5 190 76 90 2.75 833.74.030

4,000 2.5 200 80 90 2.75 833.74.031

EXTRA  
SLIM 
6 mm

Loox 12 V driver see page 161

> Dimmable

   

: Yes / 

> Material / : Plastic, silver coloured / 

> Length x Width x Height (mm.)

   

: 65 x 65 x 6

> Energy efficiency class : A+

> Degree of protection

   

: IP20

> Number of LEDs / : 8

> Mounting / : For screw fixing / 

> Supplied with / : 1 light with 2 m lead,

including fixing materials
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84 / Illuminating – Point light

Surface mounted downlights
Monochrome, Ø 65 mm

Häfele Loox LED 2027

Voltage Colour
tempeature

Wattage Luminous flux Luminous efficacy Colour rendering
index CRI

Weighted energy consumption Cat. No.

V K W Im lm/W Ra kWh/1,000 h

3,000 2.6 190 73 85 2.86 833.72.050

4,000 2.6 208 80 85 2.86 833.72.051

5,000 2.6 218 84 85 2.86 833.72.052

> Dimmable

   

: Yes / 

> Material / : Aluminium, silver coloured, plastic

> Diameter (mm.)

   

: 65

> Height (mm) / : 9

> Energy efficiency class : A+

> Degree of protection

   

: IP20

> Number of LEDs / : 27

> Mounting / : For screw fixing / 

> Supplied with / : 1 light with 2 m lead,

including fixing materials

Loox 12 V driver see page 161

R US
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Illuminating – Point light / 85

Flexible surface mounted lights
Monochrome with USB / 

Häfele Loox LED 2034

Loox 12 V driver see page 161

Min. 20 W driver per light for optimum operation of the USB charging 

station.

Voltage Colour rendering
index CRI

Weighted energy
consumption

Finish/colour Cat. No.

V Ra kWh/1,000 h

82 1.65

Black / 833.74.097

Chrome plated
833.74.096

WITH USB 

CHARGING 

STATION

> Dimmable

   

: Yes / 

> Version / : Integrated twin USB charging station

5 V / 2 A, integrated push switch for 2

brightness levels

> Material / : Aluminium / 

> Length x Width x Height (mm.)

   

: 450 x 50 x 15.5

> Energy efficiency class : A+

> Degree of protection

   

: IP20

> Number of LEDs / : 3

> Colour temperature / : 4,000 K (cool white)

> Wattage / : Max. 17 W (light: 1.5)

> Luminous flux / : 105 lm

> Luminous efficacy / : 70 (lm/W)

> Mounting / : For screw fixing beneath magnetic cover

> Supplied with / : 1 light with 2 m lead,

including fixing materials

R US
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86 / Illuminating – Point light

Flexible surface mounted lights
Monochrome / 

Häfele Loox LED 2035

> Dimmable

   

: Yes / 

> Version / : Integrated push switch for 2 brightness levels

> Material / : Aluminium / 

> Length x Width x Height (mm.)

   

: 450 x 50 x 15.5

> Energy efficiency class : A+

> Degree of protection

   

: IP20

> Number of LEDs / : 3

> Colour temperature / : 4,000 K (cool white)

> Wattage / : 1.5 W

> Luminous flux / : 105 lm

> Luminous efficacy / : 70 (lm/W)

> Mounting / : For screw fixing beneath magnetic cover

> Supplied with / : 1 light with 2 m lead,

including fixing materials

Loox 12 V driver see page 161

Voltage Colour rendering
index CRI

Weighted energy
consumption

Finish/colour Cat. No.

V Ra kWh/1,000 h

82 1.65

Black / 833.74.153

Chrome plated
833.74.152

R US
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Illuminating – Point light / 87

Flexible surface mounted lights
Monochrome / 

Häfele Loox LED 2018

Voltage Colour rendering
index CRI

Weighted energy
consumption 

Length Installation Cat. No.

V Ra kWh/1,000 h

81 2.20

545.5

Surface 

mounted 833.74.100

526
Recessed

833.74.110

Surface mounted Recess mounted

> Not dimmable / 

> Version / : With integrated rotary switch on light head

> Material / : Aluminium, silver coloured anodized

> Diameter (mm.)

   

: 32

> Energy efficiency class : A

> Degree of protection

   

: IP20

> Number of LEDs / : 1

> Colour temperature / : 4,000 K (cool white)

> Wattage / : 2.8 W

> Luminous flux / : 165 lm

> Luminous efficacy / : 59 (lm/W)

> Supplied with / : 1 light with 2 m lead,

including fixing materials

Recess mountedSurface mounted

Loox 12 V driver see page 161

R US
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88 / Illuminating – Point light

Flexible surface mounted lights
Monochrome / 

Häfele Loox LED 3018

Loox 24 V driver see page 162

DIMMABLE  

BY FINGER  

TOUCH

Voltage Colour rendering
index CRI

Weighted energy
consumption 

Installation Cat. No.

V Ra kWh/1,000 h

80 3.03

Surface mounted
833.77.001

Recessed
833.77.000

Surface mounted Recess mounted

> Dimmable

   

: Yes / 

> Version / : With integrated dimmer on light head

> Material / : Plastic, silver coloured / 

> Diameter x Lenght (mm.)

   

: 60 x 520

> Energy efficiency class : A

> Degree of protection

   

: IP20

> Number of LEDs / : 30

> Colour temperature / : 4,000 K (cool white)

> Wattage / : 2.8 W

> Luminous flux / : 165 lm

> Luminous efficacy / : 59 (lm/W)

> Supplied with / : 1 light with 2 m lead,

including fixing materials

Recess mountedSurface mounted

R US
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Illuminating – Point light / 89

Recess/surface mounted downlights
Monochrome, drill hole Ø: 60 mm

Häfele Loox LED 3010

Voltage Colour
tempeature

Wattage Luminous 
flux

Luminous efficacy Colour rendering
index CRI

Weighted energy consumption Cat. No.

V K W Im lm/W Ra kWh/1,000 h

3,000 3.25 250 77 82 3.58 833.75.040

4,000 3.25 267 82 84 3.58 833.75.041

6,000 3.25 271 83 83 3.58 833.75.042

Note  / 

When switching on the light, the power consumption briefly rises to 5 W

per light.

Please note when selecting the driver and controls!

> Dimmable

   
: Yes / 

> Version / : With frosted and clear glass cover for

individual replacement

> Material / : Aluminium, silver coloured anodized

> Energy efficiency class : A+

> Degree of protection

   

: IP20

> Number of LEDs / : 1

> Mounting / : For mounting in drilled hole, for clamp fixing or

for screw fixing

> Drill hole Ø (mm)

   

: 60

> Supplied with / : 1 light with 1 glass pane clear/frosted,

2 m lead and fixing material

R US
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90 / Illuminating – Point light

Häfele Loox LED 3010

Downlight housing

> Downlight housing, silver coloured

   

Cat. No. / 

Downlight housing, silver coloured
833.77.730

> Downlight housing, silver coloured

   

Cat. No. / 

Downlight housing, silver coloured
833.77.731
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Illuminating – Point light / 91

Recess mounted downlights
Monochrome, drill hole Ø: 180 mm / 

Häfele Loox LED 3022

Voltage Colour
tempeature

Wattage Luminous flux Luminous efficacy Colour rendering
index CRI

Weighted energy consumption Cat. No.

V K W Im lm/W Ra kWh/1,000 h

3,000 4.8 362 75 82 5.50 833.75.100

4,000 4.8 408 85 82 5.50 833.75.101

Loox 24 V driver see page 162

> Dimmable

   

: Yes / 

> Material / : Aluminium, silver coloured / 

> Energy efficiency class : A++

> Degree of protection

   

: IP20

> Number of LEDs / : 77

> Mounting / : For recess mounting / 

> Drill hole Ø (mm)

   

: 180

> Supplied with / : 1 light with 2 m lead,

including fixing materials

R US
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92 / Illuminating – Point light

Surface mounted downlights
Monochrome, Ø 180 mm / 

Häfele Loox LED 3023

Voltage Colour
tempeature

Wattage Luminous flux Luminous efficacy Colour rendering
index CRI

Weighted energy
consumption

Cat. No.

V K W Im lm/W Ra kWh/1,000 h

3,000 4.8 362 75 82 5.50 833.77.130

4,000 4.8 408 85 82 5.50 833.77.131

EXTRA
FLAT
6 MM

> Dimmable

   

: Yes / 

> Material / : Aluminium, silver coloured / 

> Height (mm) / : 6.2

> Energy efficiency class : A++

> Degree of protection

   

: IP20

> Number of LEDs / : 77

> Mounting / : For screw fixing / 

> Supplied with / : 1 light with 2 m lead,

including fixing materials

Loox 24 V driver see page 162

R US
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Illuminating – Point light / 93

Recess mounted downlights
Monochrome, 210 x 210 mm / 

Häfele Loox LED 3024

Voltage Colour
tempeature

Wattage Luminous flux Luminous efficacy Colour rendering
index CRI

Weighted energy consumption Cat. No.

V K W Im lm/W Ra kWh/1,000 h

3,000 5.8 430 74 82 7.15 833.75.090

4,000 5.8 530 91 82 7.15 833.75.091

Loox 24 V driver see page 162

> Dimmable

   

: Yes / 

> Material / : Aluminium, silver coloured / 

> Length x Width (mm)

   

: 210 x 210

> Energy efficiency class : A++

> Degree of protection

   

: IP20

> Number of LEDs / : 70

> Mounting / : For recess mounting / 

> Cut-out size (mm) / : 205 x 205

> Supplied with / : 1 light with 2 m lead,

including fixing materials

R US
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94 / Illuminating – Point light

Surface mounted downlights
Monochrome, 205 x 205 mm / 

Häfele Loox LED 3025

Voltage Colour
tempeature

Wattage Luminous flux Luminous efficacy Colour rendering
index CRI

Weighted energy consumption Cat. No.

V K W Im lm/W Ra kWh/1,000 h

3,000 5.8 430 74 82 7.15 833.77.120

4,000 5.8 530 91 82 7.15 833.77.121

Loox 24 V driver see page 162

> Dimmable

   

: Yes / 

> Material / : Aluminium, silver coloured / 

> Length x Width x Height (mm)

   

: 205 x 205

> Energy efficiency class : A++

> Degree of protection

   

: IP20

> Number of LEDs / : 70

> Mounting / : For recess fixing / 

> Cut-out size (mm) / : 205 x 205

> Supplied with / : 1 light with 2 m lead,

including fixing materials

EXTRA
FLAT
6 MM

R US
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Illuminating – Point light / 95

Recess/surface mounted downlights
Monochrome, drill hole Ø: 58 mm

Loox 350 mA driver see page 163

mA

Häfele Loox LED 4009

Voltage Colour
tempeature

Wattage Luminous flux Luminous 
efficacy

Colour rendering
index CRI

Weighted energy
consumption

Nickel coloured
anodized

V K W Im lm/W Ra kWh/1,000 h

3,000 3.9 160 41 82 3.30 833.78. 140

6,000 3.9 176 45 82 3.30 833.78.151

> Dimmable

   

: Yes / 

> Version / : Metal housing / 

> Material / : Aluminium / 

> Energy efficiency class : A

> Degree of protection

   

: IP20

> Number of LEDs / : 3

> Mounting / : For mounting in drilled hole, for clamp fixing or

for screw fixing

> Drill hole Ø (mm)

   
: 58

> Supplied with / : 1 light with 2 m lead

R US
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96 / Illuminating – Point light

Häfele Loox LED 4009

> Downlight housing

   Dimensions (Ø x H): 65 x 16 mm

Colour / Cat. No. / 

Nickel coloured anodized / 833.80.710

> Triangular downlight housing

   Dimensions (L x W x H): 121 x 125 x 44 mm

Colour / Cat. No. / 

Nickel coloured anodized / 833.80.711

Recess mounting Mounting as downlight

For mounting as downlight with triangular housing
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Illuminating – Point light / 97

Surface mounted downlights
Spotlight monochromatic, drill hole Ø: 35 mm

Häfele Loox LED 4012

Voltage Colour
tempeature

Wattage Luminous flux Luminous 
efficacy

Colour rendering
index CRI

Weighted energy
consumption

Black Silver coloured 
anodized

V K W Im lm/W Ra kWh/1,000 h

4,000 1 64 64 87 1.10 833.78.091

6,000 1 71 71 85 1.10 833.78.092

> Dimmable

   

: Yes / 

> Version / : Swivelling light head / 

Powerful spotlight / 

Metal housing / 

> Material / : Aluminium / 

> Energy efficiency class : A+

> Degree of protection

   

: IP20

> Number of LEDs / : 1

> Mounting / : For mounting in drilled hole, for clamp fixing or

for screw fixing

> Drill hole Ø (mm)

   
: 35

> Supplied with / : 1 light with 2 m lead

Loox 350 mA driver see page 163

mA

R US
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98 / Illuminating – Point light

Surface mounted lights
Spotlight monochrome, post light

Häfele Loox LED 4011

Voltage Colour
tempeature

Wattage Luminous flux Luminous 
efficacy

Colour rendering index 
CRI

Weighted energy consumption Cat. No.

V K W Im lm/W Ra kWh/1,000 h

4,000 1 69 69 80 1.10 833.80.000

6,000 1 97 97 80 1.10 833.80.001

> Dimmable

   

: Yes / 

> Version / : Swivelling light head

With height adjustment

(post can be lowered into the cabinet)

> Material / : Aluminium and steel, Black

> Diameter / : Post : 6 mm / 

> Length (mm) / : 370

> Energy efficiency class : A++

> Degree of protection

   

: IP20

> Number of LEDs / : 1

> Mounting / : For recess mounting / 

> Supplied with / : 1 light with 2 m lead,

including fixing materials

Loox 350 mA driver see page 163

mA
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Illuminating – Point light / 99

Surface mounted downlights
RGB, 65 x 65 mm

Häfele Loox5 LED 2081 / 3081

Colour control only via 6-way distributor Häfele Connect Mesh

with multi-white adapter and remote control or smartphone.

Please order separately, see chapter Networking, page 130

EXTRA
FLAT
6 MM

> Material / : Plastic / 

> Length x Width x Height (mm)
    

: 65 x 65 x 6

> Length (mm) / : 370

> Degree of protection
   

: IP20

> Number of LEDs / : 1

> Mounting / : For screw fixing / 

> Supplied with / : 1 light with 2 m lead, including fixing materials

Loox 12 V driver see page 161

Loox 24 V driver see page 162

Voltage Number of Colour tempeature Wattage Luminous flux Luminous efficacy Weighted energy consumption Cat. No.

V LEDs K W Im lm/W kWh/1,000 h

Häfele Loox LED 2081

6 RGB 0.7 20 29 0.77 833.74.127

Häfele Loox LED 3081

6 RGB 0.7 20 29 0.77 833.77.230

Häfele Connect Mesh 6-way distributor, with switching function

Voltage Max. connected wattage

 
W

Cat. No.

60 850.00.042

90 850.00.043

Socket Voltage Max. connected wattage (W) Cat. No.

Max. 42 833.95.752

Max. 84 833.77.837

Häfele Loox5 RGB adapter for Häfele Connect
Mesh 6-way distributor

Voltage Max. connected wattage

W

Cat. No.

60 833.95.746

90 833.77.831

Häfele Connect Mesh remote control

Cat. No. / 

Remote control / 850.00.040Remote con
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100 / Illuminating – Point light

Surface mounted downlights
Battery-operated light, monochrome, Ø 100 mm

Häfele Loox LED 9003

    

The light can be recharged using the supplied

mini-USB cable

Colour tempeature Wattage Luminous flux Luminous efficacy Colour rendering index CRI Cat. No.

K W Im lm/W Ra

6,500 0.6 30 50 80 833.87.012

> Version / : With integrated motion detector with built-in

rechargeable lithium-ion battery,

capacity: 1,100 mAh

mAh

> Material / : Plastic, silver coloured / 

> Diameter x Height (mm)

   

: 100 x 17

> Energy efficiency class : A++

> Degree of protection

   

: IP20

> Number of LEDs / : 3

> Sensor range (mm)

   
: 0–2,000

> Sensor angle / : 120°

> Delay time (s) / : 30

> Life time (h) / : 10

> Charging time (h) 

   
: 3 - 4

> Mounting / : Magnetic mounting plate for screw fixing

> Supplied with / : 1 light with magnetic mounting plate and

0.8 m mini-USB charging cable
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Illuminating – Point light / 101

Surface mounted downlights
Battery-operated light, monochrome, 120 x 65 mm

Häfele Loox LED 9004

   

The light can be recharged using the supplied micro-USB cable

Colour tempeature Wattage Luminous flux Luminous efficacy Colour rendering index CRI Cat. No.

K W Im lm/W Ra

4,000 0.8 55 69 >90 833.87.021

> Version / : With integrated motion detector with built-in

rechargeable lithium-ion battery,

> Material / : Plastic, silver coloured / 

> Length x Width x Height (mm)

    

: 120 x 65 x 17

> Energy efficiency class : A++

> Degree of protection

   

: IP20

> Number of LEDs / : 8

> Sensor range (mm)

   
: 0–2,000

> Sensor angle / : 120°

> Delay time (s) / : 30

> Life time (h) / : 8

> Charging time (h) 

   
: 3

> Two operating modes 

   
: Motion: Permanently active motion detector

Auto: Motion detector active with ambient

light of <5 lx

> Mounting / : Mounting plate for screw fixing;

light for sliding on

> Supplied with / : 1 light with mounting plate for screw fixing

and 0.8 m mini-USB cable

The light can be recharged using the supplied

mini-USB cable
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102 / Illuminating – Point light

Lighting in drawer

Häfele Loox LED 2042

Cat. No. / 

Lighting in drawer (Length 567 mm)
833.70.115

Supplied with / 

LED2042

Colour temp / : 5,000 K

Wattage / : 4.8 W

Luminous (lm/m) / : 461

Lenght (mm) / : 450

Door sensor 12V

Drawer profile / 

Material / : Aluminium / 

Cover / : Round milky / 

Lenght (mm) / : 536

End cap set, plastic ABS, silver coloured

supplied with: 5 sets end caps, fixing screws

Mounting bracket, stainless steel, silver coloured 2 pieces
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Illuminating – Point light / 103

Strip light with Aluminium profile

Häfele Loox LED 2043

Cat. No. / 

Strip light with Aluminium profile
833.71.794

Supplied with / 

LED2043

Colour temp / : 3,000 K

Wattage / : 4.8 W

Luminous (lm/m) / : 410

Lenght (mm) / : 1,000

Profile for surface mounting / 

Material / : Aluminium / 

Cover / : milky / 

Lenght (mm) / : 1,000

End cap plastic, silver coloured, 2 pieces

Lead, 3.5A/20 AWG, with 12V plug system and clip for LED strip light
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104 / Illuminating – Point light

LED SET 220V

LED full set T5 / 

Clip

Diffuser

Power Cable

Easy Connection

Linkable Max. 15 m

L W

H

Colour temperature Wattage Luminous flux Operating voltage Base Demension W x L x H Replacement Cat. No.

K W Im mm

LED full set T5

3,000
   4   340 220-240V (50/60Hz) L+N Connector 20 x 313 x 30

FL10W T5 821.06.442

6,500 821.06.443

3,000
   8   680 220-240V (50/60Hz) L+N Connector 20 x 573 x 30

FL14W T5 821.06.444

6,500 821.06.445

3,000
 12 1,000 220-240V (50/60Hz) L+N Connector 20 x 873 x 30

FL 21W T5 821.06.446

6,500 821.06.447

3,000
 16 1450 220-240V (50/60Hz) L+N Connector 20 x 1,173 x 30

FL 28W T5 821.06.448

6,500 821.06.449

Features

> For replacement of Fluorescent T5

> Compact dimension and easy installation

> Can be seamless connected up to 15 m on a line

> Energy saving up to 50% compared to conventional linear luminaires

> Flexible application due to a wide range of availiable lengths of 300 to

   1,200 mm

> Lifespan: 25,000 h
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Illuminating – Point light / 105

LED full set T8 / 

Colour temperature Wattage Luminous flux Operating voltage Base Demension W x L x H Replacement Cat. No.

K W Im mm

LED full set T8

3,000
   9 1,300 220-240V (50/60Hz) L+N Connector 34 x 610 x 45

FL18W 821.08.102

6,500 821.08.103

3,000
 18 2,600 220-240V (50/60Hz) L+N Connector 34 x 1,220 x 45

FL 36W T8 821.08.104

6,500 821.08.105

Features

> For replacement of Fluorescent T8

> Energy saving up to 60% compared to fluorescent lamp

> Easy installation

> Double-ended power supply T8

> Lifespan: 30,000 h

L W

H

Fullset LED Tube T8 Schemetic

Fixture T8 LED Tube T8

ราง T8 หลอดแอลอีดี T8

LED Driver

L N
แผนผังหลอดแอลอีดีครบเซ็ท T8

Built-in switch unit for internal cabinet light / 

Lenght (mm) / Colour / Cat. No. / 

49.5
Ivory / 820.22.210

Black / 820.22.110

Travel 5 mm

Travel 5 mm

Lenght (mm) / Colour / Cat. No. / 

49.5
Ivory / 820.23.210

Black / 820.23.110

LED SET 220V
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106 / Extending
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Extending

Sound systems / 

105 sound system / > Page 108

420 E sound system, exciter speakers / > Page 109

108

Charging stations / 

ESC 2002 inductive charging station / > Page 107

ESC 2001 USB charging station, modular / > Page 107

107
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Extending / 107

E
X

T
E

N
D

IN
G

D
IS

T
R

IB
U

T
IN

G
S

W
IT

C
H

IN
G

N
E

T
W

O
R

K
IN

G
S

U
P

P
LY

IN
G

Häfele Loox ESC 2002 inductive charging station – for 12 V system

Häfele Loox ESC 2001 USB charging station, modular – for 12 V system

 

Voltage / Cat. No. / 

ESC 2002 inductive charging station
833.73.776

Colour / Round / Square /

Black / 833.73.751 833.73.754

Nickel plated / 833.73.753 833.73.756

White / 833.73.752 833.73.755

Drill hole Ø for plug: 8 mm

Lead with snap-in connector / 

Type of cable / Voltage / Length (mm) Cat. No.

Monochrome (2-wire 24 AWG) 1,000 833.72.881

2,000 833.72.882

Please order lead separately. / 

Charging stations

Loox5 12 V driver see page 161

> Material /colour / : Plastic, black matt / 

> Diameter (mm)

   

: 64

> Charging current / : 1 A

> Output voltage / : 5 V

> Standby power consumption

   

: 0.3 W

> Power consumption

   

: Max. 10 W / 

> Standard / : WPC compatible

> Supplied with / : 1 inductive charging station with mounting

ring and 2 m lead

> Material /colour / : Plastic, black matt / 

> Output voltage / : 5 V

> Output current / : 2 A

> Power consumption

   

: Max. 15 W / 

> Drill hole Ø (mm)

   

: 35

> Mounting / : For mounting in drilled hole, for clamp fixing

> Supplied with / : 1 USB charging station /
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108 / Extending
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105 sound system / 

  
Voltage Square

105 sound system (Mono with integrated exciter speaker)
822.65.001

Please observe the installation regulations for bathrooms!

    

Sound systems

> Sound system / 

> 3-way distributor with switching function

      

> Material / colour / : Plastic, black / 

> Dim. L x W x H (mm)

   
: 140 x 66 x 25

> Power consumption

   

: Operation     : 7 W

standby        : < 0.3 W

> Music wattage / : 5 W (RMS)

> Reception range / : Max. 10 W / 

> Installation / : For screw fixing / 

> Supplied with / : 1 Bluetooth® receiver and 2 m lead
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Extending / 109
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420 E sound system, exciter speakers / 

Voltage Cat. No.

420 E sound system (stereo and 2 exciter speakers)
822.65.034

Please observe the installation regulations for bathrooms!

Can be installed on glass and mirror glass (3–6 mm each), acrylic glass

(3 mm), chipboard (10–20 mm) and mineral composite boards.

Exciter speaker / 

Dimensions (mm) : Ø 65 x 22

Wattage / : Rated/music load capacity 4/15 W

Installation / : For screw fixing or for glue fixing

Supplied with : 1 exciter speaker with 1 m speaker lead

Cat. No. / 

Exciter speaker (wattage with 12 V plug system)
822.65.039

   

Sound systems

Please order extension lead 2 m 833.73.766 for exciter speaker separately.

> Sound system / 

> Exciter speaker / 

> 3-way distributor with switching function

    

> App for individual settings available on request

> Material /colour / 
:

Plastic, black / 

> Dim. L x W x H (mm)

   
: 140 x 45 x 15

> Power consumption

   

: Operation with 2 exciter speakers : max. 19 W,

Operation with 4 exciter speakers : max. 32 W,

Standby : < 0.3 W

> Music wattage / : Operation with 2 or 4 exciter speakers:

2 x 10 W (RMS)

> Reception range

    
: Max. 10 W / 

> Installation / : For screw fixing / 

> Supplied with / : 1 Bluetooth® receiver with 2 m lead and

4 connections for exciter speakers,

incl. 2 exciter speakers
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Elevator - Universal / 

Power socket

> Function / : 1  Universal socket, child proof

2  Double USB charger 3.1A

> Material / : Plastic, Stainless steel 

> Drill hole Ø (mm)

   

: 88

> Power input / : 2M SJT 3C/14 AWG Cable with

NEMA 5 - 15 P plug

Lenght (mm) / Colour / Cat. No. / 

225.4 Black / 822.92.071

3

2.1

Ø
1
1
4
.1

3

Ø
8
6

Ø
7
9

Ø
6
5

92.3131
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