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Cat. No./ 498.51.250 498.51.251 498.51.253 498.51.255 498.51.256 498.51.257 498.51.258 498.51.259 498.51.260 498.51.261

Colour temperature (K)

 
3,000 K

(Warm white)

6,500 K

(Daylight)

3,000 K

(Warm white)

6,500 K

(Daylight)

3,000 K

(Warm white)

4,000 K

(Cool white)

6,500 K

(Daylight)

3,000 K

(Warm white)

4,000 K

(Cool white)

6,500 K

(Daylight)

Wattage (W)

 7 9 12 15

Luminous flux (lm)

  770 900 1,200 1,500

Replacement

 
IL50W

  
IL60W

  
IL100W

  
IL120W

  
Operating voltage

AC 170–265 V (50/60 Hz)
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LED BULB A60

Features

• For replacement of Compact Fluorescent

• Energy saving up to 85% compared to incandescent lamp

• Easy installation: Base E27

• Dimension W x H: Ø60 x 108 mm

• Power factor: 0.5

• 1 Year warranty 
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LED BULB A60 DIMMABLE

Features

• For replacement of Compact Fluorescent

• Energy saving up to 85% compared to incandescent lamp

• Easy installation: Base E27

• Dimmable step

• Compatible with standard dimmer switches

• Dimension W x H: Ø60 x 118 mm

• Power factor: 0.5

• 1 Year warranty
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Cat. No./ 498.51.262 498.51.263 498.51.264

Colour temperature (K)

  
3,000 K

(Warm white)

4,000 K

(Cool white)

6,500 K

(Daylight)

Wattage (W)

 12

Luminous flux (lm)

  1,200

Replacement

 
IL100W

  
Operating voltage

AC 170–265 V (50/60 Hz)

W

H

LED »CFL

E27

Dimmable

100,000
times
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0.sec

CRI
≥80

LE

E

Me
0%

0

100

Dim

CRI
≥

Daylight
Sensor

LED
BULB A60
DIMMABLE



Features

• For replacement of Compact Fluorescent

• Energy saving up to 85% compared to incandescent lamp

• Easy installation: Base E27

• Power factor: 0.5

• 1 Year warranty

 
   
   
   
   

Cat. No./ 498.51.146 498.51.147 498.51.148 498.51.149

Colour temperature (K)

 
3,000 K

(Warm white)

6,500 K

(Daylight)

3,000 K

(Warm white)

6,500 K

(Daylight)

Wattage (W)

 15 20

Luminous flux (lm)

  1,350 1,800

Dimension W x H (mm)

    Ø70 x 132 Ø95 x 170

Replacement

 
IL120W

  
IL150W

  
Operating voltage

AC 170–265 V (50/60 Hz)

W

H

A 70 A 95
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LED BULB A70 & A95

LED
BULB A70 & A95
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PAR 20 PAR 30 PAR 38

PAR 20 PAR 30 PAR 38
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Features

• For replacement of Halogen PAR

• Energy saving up to 85% compared to Halogen lamp

• Easy installation: Base E27

• 1 Year warranty

 
   
   
   

Cat. No./ 498.51.140 498.51.150 498.51.152

Colour temperature (K)

 
3,000 K

(Warm white)

3,000 K

(Warm white)

3,000 K

(Warm white)

Wattage (W)

 5 10 15

Luminous flux (lm)

  450 900 1,350

Dimension W x H (mm)

    Ø63 x 82 Ø94 x 95 Ø121 x 123

IP Rating
IP20 IP65

Operating voltage
AC 170–265 V (50/60 Hz)

LED PAR E27
LED »HL
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LED
FULL SET T5
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Features

• For replacement of Fluorescent T5

• Compact dimension and easy installation

• Can be seamless connected up to 15 m on a line

• Energy saving up to 50% compared to conventional linear luminaires

• Flexible application due to a wide range of available lengths

• 1 Year warranty

Clip
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Power Cable

Easy Connection

Linkable Max. 15 m

LED »FL

L+N ConnectorL+

Mercury
0%
Me
0%

0.sec0

Not DimNo

CRI
≥80
CRI
≥

W

W DLW

W

W

  
 
    
   
     
   

  

LED FULL SET T5

Cat. No./ 498.52.850 498.52.851 498.52.852 498.52.853

Colour temperature (K)

 
3,000 K

(Warm white)

6,500 K

(Daylight)

3,000 K

(Warm white)

6,500 K

(Daylight)

Wattage (W)/  5 8

Luminous flux (lm)

  450 800

Base / L+N Connector

Dimension W x L x H (mm)

      315 x 37 x 22 564 x 37 x 22

Replacement

 
FL10W T5

  
FL14W T5

  
Operating voltage AC 220–240 V (50/60Hz)

L W

H

Cat. No./ 498.52.854 498.52.855 498.52.856 498.52.857

Colour temperature (K)

 
3,000 K

(Warm white)

6,500 K

(Daylight)

3,000 K

(Warm white)

6,500 K

(Daylight)

Wattage (W)/  12 16

Luminous flux (lm)

  1,200 1,600

Base/ L+N Connector

Dimension W x L x H (mm)

      869 x 37 x 22 1,179 x 37 x 22

Replacement FL21W T5

  
FL28W T5

  

Operating voltage AC 220–240 V (50/60Hz)
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LED DOWNLIGHT ROUND

LED DOWNLIGHT
ROUND

Features

• For replacement of conventional downlight luminaires

• Ultra-thin design idea, all heights less than 15 mm

• Aluminium frame

• Easy and quick installation

• Side-emitting makes very homogeneous light

• Power factor: 0.5

• CRI: 80

• 1 Year warranty

Cat. No./ 498.51.420 498.51.421 498.51.422 498.51.423 498.51.424 498.51.425

Colour temperature (K)

 
3,000 K

(Warm white)

6,500 K

(Daylight)

3,000 K

(Warm white)

6,500 K

(Daylight)

3,000 K

(Warm white)

6,500 K

(Daylight)

Wattage (W)

  9 12 18

Luminous flux (lm)

  720 960 1,440

Dimension W x H (mm) 
    

Ø145 x 15 Ø170 x 15 Ø220 x 15

Operating voltage 
AC 220–240 V (50/60Hz)

HW

LED »CFLLE

L+N ConnectorL+N

Mercury
0%
Me
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Not DimNo
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  9W : Ø130 mm
12W : Ø150 mm
18W : Ø200 mm
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LED DOWNLIGHT SQUARE

HW

LED »CFLLE

L+N ConnectorL+N
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Features

• For replacement of conventional downlight luminaires

• Ultra-thin design idea, all heights less than 15 mm

• Industrial plastic frame

• Easy and quick installation

• Side-emitting makes very homogeneous light

• Power factor: 0.5

• CRI: 80

• 1 Year warranty

  
   
 
 
 
   
  
   

Cat. No./ 498.51.426 498.51.427 498.51.428 498.51.429 498.51.430 498.51.431

Colour temperature (K)

 
3,000 K

(Warm white)

6,500 K

(Daylight)

3,000 K

(Warm white)

6,500 K

(Daylight)

3,000 K

(Warm white)

6,500 K

(Daylight)

Wattage (W)

  9 12 18

Luminous flux (lm)

  720 960 1,440

Dimension W x H (mm)

    144 x 15 170 x 15 219 x 15

Operating voltage 
AC 220-240 V (50/60Hz)

  9W : 119 mm
12W : 148 mm
18W : 198 mm

LED DOWNLIGHT
SQUARE
 12
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LED CEILING LAMP

W

H

Installation/ การติดตั้ง：

Φ330 mm (18W)
Φ380 mm (24W)

60 mm

Ø375 mm (24/32W)

LED »CFLLE

L+N ConnectorL+N

Mercury
0%
Me
0%

0.sec0

Not DimNo

CRI
≥80
CRI
≥

DLDL

Cat. No./ 498.52.957 498.52.958

Colour temperature (K)/  6,500 K

(Daylight)

6,500 K

(Daylight)

Wattage (W)/  24 32

Luminous flux (lm)/   1,920 2,560

Dimension W x H (mm)/     Ø375 x 60

Operating voltage/ AC 220-240 V (50/60 Hz)

Power factor/   0.5 0.9

LED
CEILING LAMP

Features

• Innovative ultra-thin design

• 50% electricity savings as compared to traditional lamp

• Non-flickering, no UV radiation

• Easy installation

• Premium quality LED chip and driver

• Instant start 0–100% in 0.01 seconds 

• Uniform and soft lighting

• CRI: 80

• 1 Year warranty
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LED PANEL LIGHT

Cat. No./ 498.51.130 498.51.131

Colour temperature (K)/  6,500 K (Daylight)

Wattage (W)/  48

Luminous flux (lm)/   4,800

Base/ L+N Connector

Dimension W x L (mm)/     595 x 595 295 x 1,195

Operating voltage/ AC 220-240V (50/60Hz)

L+N ConnectorL+N

Mercury
0%
Me
0%

0.sec0

Not DimNo

CRI
≥80
CRI
≥

DLDL

LED »FL

LED
PANEL LIGHT

L

L

W

W

Features

• For replacement of Fluorescent Lamp

• Energy saving up to 50% compared to Fluorescent

• Easy Installation with spring legs

• 1 Year warranty

16 
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LED MR16 GU5.3

Cat. No./ 498.51.272 498.51.273 498.51.274

Colour temperature (K)

 
3,000 K

(Warm white)

6,500 K

(Daylight)

3,000 K

(Warm white)

Wattage (W)/  7

Luminous flux (lm)/   520

Dimmable function/  Non-Dimmable/ Dimmable/ 

IP Protection/ IP20

Base / GU5.3

Dimension W x H (mm)

    Ø50 x 48

Replacement Halogen 35W

  
Operating voltage/ AC 170-265 V (50/60Hz)

R US     

LED
MR16 GU5.3

Mercury
0%
Me
0%

0.sec0

100,000
times

100

CRI
≥80
CRI
≥

W

W DLW

W

W

LED »HLLE

GU 5.3GU

Features

• For replacement of Halogen

• Energy saving up to 85% compared to Halogen

• Easy installation

• IP Rating: IP20

• 1 Year warranty
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LED FLOODLIGHT

180° Rotation/ การปรับหมุน 180°

Installation/ การติดตั้ง：

Cat. No./ 498.51.054 498.51.055 498.51.056

Colour temperature (K)

 
6,500 K

(Daylight)

6,500 K

(Daylight)

6,500 K

(Daylight)

Wattage (W)/  50 100 200

Luminous flux (lm)

  4,500 9,000 18,000

IP Protection
IP65

Base/ L+N Connector

Dimension L x H x D (mm)

      225 x 205 x 35 280 x 255 x 35 335 x 300 x 40

Replacement/  
Metal halide 150 W

  
Metal halide 200 W

  
Metal halide 400 W

  
Operating voltage/ AC 220-240 V (50/60Hz)

LED
FLOODLIGHT

Mercury
0%
Me
0%

0.sec0

Not DimNo

CRI
≥80
CRI
≥

LED »HLLE

IP65

L+N ConnectorL+

3.5 KV

Features

• For replacement of Halogen floodlights

• Energy saving up to 90% compared to Halogen

• Power factor (PF): 0.9

• IP65 Suitable for outdoor use

• Easy installation

• Surge protection: 3.5 KV

• Waterproof box is not included

• 2 Years warranty

20 
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LED HIGHBAY

Cat. No./ 498.51.410 498.51.411 498.51.412

Colour temperature (K)

 
6,500 K

(Daylight)

6,500 K

(Daylight)

6,500 K

(Daylight)

Wattage (W)/  100 150 200

Luminous flux (lm)

  12,000 18,000 24,000

IP Protection

 IP65

Base / L+N Connector

Dimension W x H (mm)

    Ø222 x 85 Ø264 x 93 Ø302 x 93

Replacement /  
Metal halide 200 W

  
Metal halide 250 W

  
Metal halide 300 W

  
Operating voltage

AC 220-240 V (50/60Hz)

LED
HIGHBAY

Features

• For replacement of metal halide highbay

• Energy saving up to 50% compared to metal halide highbay

• Power factor (PF) 0.9

• IP65 Suitable for indoor and outdoor use

• Easy installation with hanging chain set

• Surge protection 4 KV

• 3 Years warranty

• Hanging chain set is included
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LED »MHLE

Mercury
0%
Me
0%

0.sec0

Not DimNo

CRI
≥80
CRI
≥

L+N ConnectorL+

IP65

4kv

Installation/ การติดตั้ง：

H

W
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Mercury
0%
Me
0%

0.sec0

Not DimNo

CRI
≥80
CRI
≥

IP65

LED »HLLE

Features

• For replacement of flood light lamp

• Made of durable aluminium, heat resistant

• Solar panel is separated from lamp for easy exposure

• Timer and on/off function by remote control

• Dust and water-resistant IP65

• Long illumination at all night

• Easy to install with mounting bracket, no wiring required

• Reduces energy consumption and electricity bills

• Can be used as lighting for pathways, roads, parking garages etc.

• 1 Year warranty
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50 W

100 W

200 W

LED SOLAR FLOOD LIGHT

Cat. No./ 498.51.081 498.51.082 498.51.083

Colour temperature (K)

 
6,500 K

(Daylight)

6,500 K

(Daylight)

6,500 K

(Daylight)

Wattage (W)/  50 100 200

Luminous flux (lm)

  780 1,000 1,300

IP Protection

 IP65

Battery/ LiFeP04 x 2, 3.2V 10 Ah LiFeP04 x 2, 3.2V 15 Ah LiFeP04 x 2, 3.2V 20 Ah

Working temperature/ -30 ˚C – 85 ˚C

Charging time/ 8–10 h

Working time/ 10–12 h/night

Dimension W x H x D (mm)

  240 x 180 x 80 260 x 200 x 80 300 x 240 x 80

Function Photocell + remote control (on-off and timing)

    

�

�

�
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LED
SOLAR FLOOD LIGHT
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LED »HLLE

Mercury
0%
Me
0%

0.sec0

Not DimNo

CRI
≥80
CRI
≥

IP65

Features

• For replacement of the street light lamps

• Built-in solar panel saves installation space

• More brightness with reflectors

• Timer and on/off function by remote control

• Dust and water-resistant IP65

• Long illumination at all night

• Easy to install with steel mounting bracket, no wiring required

• Reduces energy consumption and electricity bills

• Can be used as lighting for pathways, roads, parking garages etc.

• Battery is replacable

• 1 Year warranty
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30 W

For 30 W For 60-120 W

60 W

90 W 120 W

480

Ø
48

Ø
48

400

30 W
60 W

90 W

120 W

LED SOLAR STREET LIGHT

Cat. No./ 498.51.084 498.51.085 498.51.086 498.51.087

Colour temperature (K)

 
6,500 K

(Daylight)

6,500 K

(Daylight)

6,500 K

(Daylight)

6,500 K

(Daylight)

Wattage (W)/  30 60 90 120

Luminous flux (lm)

  320 620 880 1,120

IP Protection

 IP65

Battery/ 
LiFePO4 32650x1, 

3.2V 5 Ah

LiFePO4 32650x1, 

3.2V 10 Ah

LiFePO4 32650x1, 

3.2V 15 Ah

LiFePO4 32650x1, 

3.2V 18 Ah

Working temperature/ -30 ˚C – 85 ˚C

Charging time/ 6–8 h

Working time/ 10–12 h/night

Dimension W x H x D (mm)

  210 x 395 x 60 210 x 505 x 67 225 x 625 x 67 225 x 746 x 67

Function
PIR sensor (on-off) + photocell + remote control (on-off and timing)

        
 

LED
SOLAR STREET LIGHT
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Imprint

This catalogue is only intended for use by the recipient.

It remains in all respects the property of Häfele.

Reproductions of this catalogue in whole or in part, the copying or imitation of any

illustrations and the imitation of the layout are strictly prohibited.

The technical descriptions and dimensions in this catalogue, also those with the

photographs and drawings, are not binding.

We reserve the right to make design improvements.

All dimensions in mm, unless stated otherwise.

We bear no liability for any misprints or other errors that might occur in the

production of the catalogue.

All deliveries are made pursuant to Häfele’s sales conditions.
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