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Dialock - Access Control

Energy Control Terminals

Electronic Drop Bolts

Door terminals DT

Wall terminal WT

Furniture locks

Transponder

Control components

Dialock DT 700 Door terminal set for hotel guest room doors

Dialock DT 710 Door terminal set for hotel guest room doors

Energy control terminal iRoom 800

Electronic drop bolt

Glass bracket
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Electromagnetic Locks

Digital Door Locks

Digital door lock ER 4800-TC

Digital door lock EL 8000-TC

Digital door lock EL 9000-TCS

Accessories for EL 8000-TC and EL 9000-TCS

Digital door lock EF 680 Kaba

Digital door lock EF 780 Kaba

Electromagnetic lock

Glass bracket
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Everything is possible. Everything is easy. Dialock access control system: well 
thought out for the user.

Open doors and cabinets, operate lifts and coffee machines.

Organise any number of access points and users in locking plans.

Select and combine technical standards and functionality. Dialock is

as individual as your requirements.

Pass the Dialock card over a sensor without contact – operation is

as simple as this for the user. Organising locking authorisations for

users or user groups is just as easy for employees. Information such

as the overview of all locking processes is provided by the system in

a simple and clear form.

Easy to configure.

Easy to operate.

Dialock terminals can be connected with each other with cables,

wirelessly or not at all. And receive all of the important access data

anyway. At the same time, Dialock can be easily networked with

your management software, time and attendance system, building

services or billing systems.

Your Dialock system operates reliably. This is taken care of not

only by the high quality of the components but also the all-round

service, the remote maintenance and the on-site service. However,

extending the existing system is also not a problem. Whatever you

want to do with Dialock. It remains easy.

Easy to network.

Easy does it.

RFID, i.e. Radio Frequency IDentification, replaces the

mechanical key with the electronic transponder in the

form of a card or chip.

This makes locking and unlocking more flexible, more

reliable, cheaper and touchless. The transponder is

briefly passed over the terminal, and receives sufficient

energy from an electromagnetic field to transmit its information.

The terminal is in contact with the control centre, and

replies with “Access granted” or “Access denied”.
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SW 300 Hotel

Access points Us
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Configuration

Areas of application

Reception IT server room

Special areas
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Wellness area

Main entrance door

Fire protection doors
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Air-conditioning/Light

Escape doors
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Access points

โปรแกรมควบคุม

จุดอ�านคีย�การ�ด

ผู�ใช
�งาน

ข�อมูลเกี่ยวกับเวลา 
สามารถเชื่อมต�อกับ HMS 
สื่อสารแบบออฟไลน�

แบบ Role models เชื่อมต�อ
ระบบได�หลากหลาย 
สื่อสารแบบออฟไลน�และออนไลน�

ข�อมูลเกี่ยวกับเวลา
สื่อสารแบบออฟไลน�

ระบบบริการอาคาร

ระบบบันทึกเวลาเข�า-ออก

ระบบบัญชี

ซอฟต�แวร�บริหารทรัพย�สิน

ไร�สาย ออนไลน� ออฟไลน� สแตนอโลน

การกำหนดคุณสมบัติ

การประยุกต�ใช�งาน

แผนกต�อนรับ ห�องเซฟเวอร�ไอที

ตู�แสดงสินค�า

ประตูกั้น

ประตูหนีไฟ

ห�องประชุม

ประตูกันไฟ

อุปกรณ�ไฟฟ�า
ห�องสันทนาการ

เครื่องปรับอากาศ/
ระบบแสงสว�าง

ฟ�ตเนส สปา

ล็อคเกอร�

ประตูทางเข�าหลัก

ลิฟท�

ระบบเรียกเก็บเงิน

ที่จอดรถ
ห�อง

การใช�งานพิเศษ

สำนักงาน

การเชื่อมต�อเทคโนโลยีคีย�การ�ดไร�สัมผัส

Role model, open interfaces, 
offline and online 
communication

Time profiles, 
offline 
communication 

Time profiles, 
HMS interface, 
offline communication 

Property Management System (PMS)
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Dialock overview. Functions and options
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Door terminals DT

Easy locking and unlocking of guest room doors and interior doors. Battery operated. With mechanical emergency opening.

• Easy to install

• With permanent open function

• Material/finish: Stainless steel matt

• Free choice of lever handle

• Alasept available

• Smart Phone Key enabled

• Robust standard fitting for interior doors

• Indication for locking/unlocking and  

“Do not disturb” with LED

• Material/finish:  Stainless steel matt or  

brass coloured

• Lever handle with G, J or U design

• Smart Phone Key option

DT 400 SPK

DT 700

• Electronic profile cylinders

• Suitable for DIN mortise locks

• Indication of locking/unlocking with LED

• Material/finish: Stainless steel matt

• Alasept available

• Subtle rose and escutcheon fitting,  

customised design possible

• Indication for locking/unlocking and  

“Do not disturb” with LED

• Material/finish: Stainless steel matt or  

coloured brass

• Lever handle with G, J or U design

• Smart Phone Key option

DT 510

DT 710

• Extremely slim housing for narrow frame doors

• Indication of locking/unlocking with LED

• Material/finish: Stainless steel matt

• Lever handle with U design

• Alasept available

• ANSI version for American standard

• Like DT 700

• Material/finish: Stainless steel matt or       

polished, black matt, brass coloured

• Smart Phone Key enabled

DT 600

DT 750 SPK
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Handles and materials

Individual design, material and finish combinations. Suitable for all door terminals.

Depending on the model, you can choose between different lever handle designs, materials and versions such as hygienically active

handles. In this way, the terminals can be adapted to your building and your requirements. We can also provide customised versions on

request.

The straight design supports the thumb

when gripping and pushing.

G design/straight thumb rest

The rounded lever handle nestles in the

hand in an ergonomic way.

J design/ergonomic

The design of the handle, which is angled

towards the inside, prevents clothing from

being snagged.

Certified surface coating for stainless steel

effectively prevents the colonisation and

transmission of germs. Round the clock.

U design/secure grip

Hygienically active handles
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Stainless steel, brass colouredStainless steel satin Stainless steel, black satin



 

   

         

/

Wall terminal WT

For heavily frequented doors, interior and external doors, automatic doors, turnstiles, lifts and machines. Mains power supply.

WT 210 (Reader and controller) Key Card Switch

WT 200 consisting of WRU 200 (reader) and WTC 200 (controller)

• For use on external doors, for example, barriers and turnstiles

• Indication of locking/unlocking with LED

• Waterproof, degree of protection IP65

• Compact wall terminal (controller and reader in one)

• Indication of locking/unlocking with LED

• Waterproof, degree of protection IP86

• Smart Phone Key Option

• Housing with control unit

• Actuation of surveillance cameras possible

• Several readers and elements can be controlled

• Activation of electric circuits with Dialock key card

• Card is recognized as a transponder

• For indoor use

• LED position light
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Furniture locks

Transponder

Invisible locking and unlocking for cabinets, wardrobes and display cabinets.

Transponders for the Dialock system in different versions.

• Flat furniture lock

• Automatically closes 3 seconds after  

opening

• Selectable closing time, also  

permanent open

• Main power supply

• Low cost

• High security with Dialock Seal Key encryption

• Mechanically and electromagnetically robust

• With customised printing, if required

EFL 3

Key card

• Drawer, ball bearing mounted

• Automatically closes 3 seconds after  

opening

• Selectable closing time, also permanent  

open

• Main power supply

• Alternatively in chip size

• Mechanically and electromagnetically  

robust

• With customised printing, if required

EFL 80

Key tag KT

• For controlling EFL furniture locks

• Main power supply

• Ideal for wellness areas

• Mechanically and electromagnetically  

robust

• With customised printing, if required

FT 120

Wristband key KB
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Control components

• For encoding the Dialock keys

• Ethernet and USB interface

• 4 x 20 character display

Encoding station ES 110

• For configuring Dialock terminals

• USB and RF interface

• Membrane keypad, LC display

Mobile data unit MDU 110

The Dialock software controls the entire access management.

All functions and procedures can be easily organised in a

dialogue-oriented way via the Web-based user interface.

This is where offline, online and wireless terminals come together

and can be networked with billing systems, time and attendance or

management systems. Independently of the operating system.

Four software levels with different functionality are available to

you. Extensions possible at any time. Or customised adaptation by

means of macro programming.

Dialock. One software for all applications.
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Stainless steel satin,  
U-shaped lever handle 

Cat. No. 917.64.051

Stainless steel satin,  
J-shaped lever handle 

Cat. No. 917.64.008

Stainless steel satin,  
L-shaped lever handle 

Cat. No. 917.64.006

 ialoc    

 

In accordance with DIN standard

Connection to customer-specific hotel management software possible

Connection to Room Management Systems possible (e.g. room light 

and welcoming light) Suitable for state-of-the-art IT structures 

(e.g. browser-based authorisation control for keys and personnel, thin 

client, cross-location server management etc.) Fast updating of

access authorisations for guest room doors (online + Mesh network), 

for example

• Version: Battery-operated, intelligent door terminal, touchless 

activation with Dialock key or alternatively with mobile key. 

Thumbturn on the inside which displays “Do not disturb” on 

the outside when locked. Locking is mechanical. The door can be     

opened without a key at any time from the inside.

• Transponder technology: Mifare Classic

• Degree of protection: IP20

• Door thickness: 35–95 mm

• Standard: Tested for fire resistance in accordance with EN 1634, T90 

• Tested to EN 12209 (mortice lock),

• EN 1906 (terminal),

• EN 179 (with suitable and appropriate lever handle shape) 

• Voltage supply: 4 x 1.5 V AA

Häfele Dialock DT 700 Door terminal set for hotel guest room doors
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Häfele

Häfele Dialock DT 700 Door terminal set for hotel guest room doors

Our Dialock specialists would be 
pleased to provide you with advice 
and planning assistance.

Catalogue numbers for the smart-

phone key and Guest Room  

Management System versions are 

available on request.

Supplementary products which are 

required for operation can be found 

in our Häfele catalogues.

AH

W
e 

re
se

rv
e 

th
e 

rig
ht

 to
 a

lte
r 

sp
ec

ifi
ca

tio
ns

 w
ith

ou
t n

ot
ic

e 
(H

TH
 A

rc
hi

te
ct

ur
al

 H
ar

dw
ar

e 
20

19
).

Electronic Locking Systems 
Dialock - Access Control

3.12

ialoc   

New products and systems: www.hafelethailand.com/www.hafele.co.th

 www.hafelethailand.com/www.hafele.co.th

3

Stainless steel brass coloured,  
L-shaped lever handle 

Cat. No. 917.64.257

Stainless steel brass coloured,  
U-shaped lever handle 

Cat. No. 917.64.258 

Stainless steel brass coloured,  
J-shaped lever handle 

Cat. No. 917.64.259

Stainless steel black satin,  
L-shaped lever handle 

Cat. No. 917.64.200

Stainless steel black satin,  
U-shaped lever handle 

Cat. No. 917.64.202 

Stainless steel black satin,  
J-shaped lever handle 

Cat. No. 917.64.204
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Häfele Dialock DT 710 Door terminal set for hotel guest room doors

Stainless steel satin,  
L-shaped lever handle 

Cat. No. 917.64.000

Stainless steel satin,  
U-shaped lever handle 

Cat. No. 917.64.001

Stainless steel satin,  
J-shaped lever handle 

Cat. No. 917.64.002

In accordance with DIN standard

Connection to customer-specific hotel management software possible

Connection to Room Management Systems possible (e.g. room light 

and welcoming light) Suitable for state-of-the-art IT structures 

(e.g. browser-based authorisation control for keys and personnel, thin 

client, cross-location server management etc.) Fast updating of

access authorisations for guest room doors (online + Mesh network), 

for example

• Version: Battery-operated, intelligent door terminal, touchless 

activation with Dialock key or alternatively with mobile key. 

Thumbturn on the inside which displays “Do not disturb” on 

the outside when locked. Locking is mechanical. The door can be     

opened without a key at any time from the inside.

• Transponder technology: Mifare Classic

• Degree of protection: IP20

• Door thickness: 35–95 mm

• Standard: Tested for fire resistance in accordance with EN 1634, T90 

• Tested to EN 12209 (mortise lock)

• EN 1906 (terminal)

• EN 179 (with suitable and appropriate lever handle shape)

• Voltage supply: 4 x 1.5 V AA
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Häfele

Häfele Dialock DT 710 Door terminal set for hotel guest room doors

Stainless steel brass coloured,  
L-shaped lever handle 

Cat. No. 917.64.251

Stainless steel brass coloured,  
U-shaped lever handle 

Cat. No. 917.64.252 

Stainless steel brass coloured,  
J-shaped lever handle 

Cat. No. 917.64.253

Stainless steel black satin,  
L-shaped lever handle 

Cat. No. 917.64.300

Stainless steel black satin,  
U-shaped lever handle 

Cat. No. 917.64.302 

Stainless steel black satin,  
J-shaped lever handle 

Cat. No. 917.64.304

Our Dialock specialists   would be 

pleased to provide you with advice 

and planning assistance.

Catalogue numbers for the smart-

phone key and Guest Room

Management System versions are 

available on request.

Supplementary products which are 

required for operation can be found 

in our Häfele catalogues

AH

W
e 

re
se

rv
e 

th
e 

rig
ht

 to
 a

lte
r 

sp
ec

ifi
ca

tio
ns

 w
ith

ou
t n

ot
ic

e 
(H

TH
 A

rc
hi

te
ct

ur
al

 H
ar

dw
ar

e 
20

19
).

Electronic Locking Systems 
Dialock - Access Control

3.14

ialoc   

New products and systems: www.hafelethailand.com/www.hafele.co.th

 www.hafelethailand.com/www.hafele.co.th

3



Version Cat. No.

917.56.980

917.56.981

Relay box

4. KEY HOLDER SUPPLY
(PIN 4 FOR KEY HOLDER OPTO MODEL)

Key holder
ชุดรับคีย�การ�ด

3. KEY HOLDER LED
2. KEY HOLDER SW
1. COMMON

กล�องรีเลย�

90

90

228
7.5

50.5

185

99

 i oom 

Relay box

Features

 Application: Suitable in hotels to activate electrical loads in 

guest rooms as e.g. lighting, TV, sockets, air condition, water 

heater etc. to save electric power at hotel or resort.

 Activated by mifare key card (13.56 MHz)

 The power on as long as a key card is inserted in the key 

holder and turn off after the card is taken out around 30 sec 

 The LED on the key holder light up while turn off

 More high security by low voltage on the key holder

• Power supply: 220–240V, 50/60Hz

 Output: 4 relays, max. 20 A each, totally 80 A max. 

Application example: 

Relay 1:  20 A for electric outlet 

Relay 2:  20 A for electric lighting system 

Relay 3:  20 A for air condition 

Relay 4:  20 A for water heater 4,500 W max.

 Material/Finish: Key holder acrylic white, relay unit plastic black

 Dimension (L x W x H): Key holder 90 x 90 x 37.5 mm, 

relay unit 99 x 185 x 50.5 mm

Energy control terminal iRoom 800

Key holder

Circuit diagram

Dimension

Packing: 1 pc.
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Version Cat. No.

For single/double swing direction 912.05.031

For glass panel, glass thickness mm Cat. No.

9-12 912.05.039

Feature 

• Without glass cutting (rubber/steel plate for strong holding)

• Dimension: 90 x 27 x 40 mm

• Weight: 300 g

Wooden and aluminium door Glass door

Installation

Electronic drop bolt

Glass bracket

Order reference

Please order bracket for glass door separately 

Features

• Adjustable delay time 0, 2.5, 5, 9 seconds 

• Fail-safe (fail-unlocked) 

• Door position mornitor (N.O. and N.C.) 

• Power voltage: 12 V DC 

• Operation current: 900 mA

• Holding current: 360 mA 

• Material/Finish: Stainless steel matt
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Version Cat. No.

Electromagnetic lock 912.05.035

Electromagnetic lock with LZ bracket 912.05.041

Electromagnetic lock

Features  

• Holding force: 600 lbs (227 kg)

• Dual voltage selectable: 12 V DC or 24 V DC 

• Current draw: 12 V DC/500 mA  or 24 V DC/250 mA 

• Dim. magnet (L x W x THK): 250 x 42 x 25 mm

• Dim. armature plate (L x W x THK): 180 x 38 x 11 mm

• Green/red LED indication for lock status

• Full range of optional brackets

• Material: Magnet: Casting aluminium anodized; Armature plate: Steel

Installation

12/24 V DC
power output

Hall effect 
sensor input

12/24 V DC
power input

Hall effect 
sensor output

Green = Locked
Red = Released
Off = No power

Voltage selection method
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Bracket Dimension Installation

LZ bracket
L bracket

Amature plate

Inward

Jamb

Magnet

Z bracket

Panel

U bracket

Amature plate

U bracketOutward

Insert plate

Glass panel

Jamb

Magnet

DSU bracket

Glass jamb

Z bracket

Glass panel

Inward

Amature plate

Magnet

L bracket

Version Door type Opening direction Cat. No.

Panel Jamb

LZ bracket, aluminium Wood/aluminium Wood/aluminium Inward opening 912.05.036

U bracket, aluminium Glass Wood/aluminium Outward opening 912.05.037

DSU bracket, aluminium Glass Glass Inward opening 912.05.038

   . .
Bracket for electronmagnetic lock Cat. No. 912.05.035
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Packing: 1 set. 

Finish Cat. No.

Dark grey - black 912.05.361

  
Digital door lock ER 4800-TC

Features

• 2 identificated types: 

- Up to 50 key cards 

- Up to 10 passwords (6-12 digits)

• Volume control 8 steps

• Double lock function

• Random security coding function

• Password backup function

• Low battery power alert

• Intrusion warning function

• Mischief and hacking prevention system

• Making missed card key being useless function

• Suitable for DIN left and DIN right

• For door thickness 35-50 mm

• Dimension (mm): 

- External module: 71.8 (W) x 163.6 (H) x 18.4 (D) 

- Internal module: 154 (W) x 93 (H) x 37 (D)

Supplied with

1 External and Internal module

1 Striking plate

1 Set of fixing meterial

1 User manual and installation template

4 Batteries AA

4 Key tags

Key tag 35 x 25 mm
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Version Cat. No.

With magnetic bolt 911.68.176

• 
• 
• 
• 
• 
•  

• 
• 
• 

• 

• 
• 
• 

Electric strike

Features

• For wooden and metal doors

• For flush and rebated doors

• Suitable for DIN left and DIN right

• Magnetic bolt, adjustable side -1/+2 mm

• Fail-safe (fail-unlocked) operation

• Possible permanent operation continuously

• Break-in resistance 3,000 N

• Bolt throw 10 mm

• Possible vertical and horizontal installation

Technical data

• Material/Finish: Striking plate stanless steel matt, housing zinc alloy 

nickel plated, bolt plastic black

• Operation voltage: 12 VDC ±10%

• Operation current: 235 mA

• Resistance: 43 Ohm

Installation

Frame Door

Packing: 1 pc.

IPI 20.202

23 20

24
3

25.5 18.5

Max. 20.1

0 2

6.31

90 16
0

45

ไม�เกิน 20.1 

2

2.5-5
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Packing: 1 set 

Finish Cat. No.

Black 912.05.710

IPI 19.028

Digital door lock EL7200-TC

External module

Electronic mortise lock

Internal module

Key card 85 x 54 mm

Key tag 18 x 45 mm

Mechanical key

Features

 3 Identification types:  

- Up to 50 key cards/tags(Mifare and  Rabbit Cards) 

- 1 password (3-19 digits combination) 

- Overridable mechanical keys

 High precision locking by electronic high security mortise lock

 With magnetic door sensor to detect open/close status

 0–6 steps adjustable volume

 Double lock function

 Random security coding function 

 Panic release handle type

 Low battery power alert and intrusion warning function 

 Mischief and hacking prevention system 

 Making missed key card being useless function

 Suitable for DIN left and DIN right

 Suitable for door leaf thickness 35–40 mm (For door thickness 

40–50 mm, order additional striking plate 912.05.738)

 Dimension (WxHxD): 

External module 77 x 305 x 24 mm, 

Internal module 77 x 305 x 34 mm, 

Mortise lock 123 x 110 x 25 mm (backset 70 mm)

Supplied with

1 External and internal module, 1 Mortise lock and striking plate

1 Set of fixing material

1 User manual and installation template, 8 Batteries 1.5V AA

3 Mechanical keys, 2 Key cards, 2 Key tags
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Packing: 1 set 

Finish Cat. No.

Black 912.05.733

Silver 912.05.734

IPI 19.028

Key card 85 x 54 mm

 

Electronic high security mortise lock

External moduleInternal module

Key tag 18 x 45 mm

Features

• 3 identificated types: 

- Up to 50 key cards/tags(Mifare and  Rabbit Cards) 

- 1 password (3–19 digits combination) 

- Overridable mechanical keys

• High precision locking by electronic high security mortise lock

• With magnetic door sensor to detect open/close status

• 0–6 steps adjustable volume

• Double lock function

• Random security coding function 

• Panic release handle type

• Low battery power alert and intrusion warning function 

• Mischief and hacking prevention system 

• Making missed key card being useless function

• With internal thumturn to lock/unlock manually 

• Suitable for DIN left and DIN right

• Suitable for door leaf thickness 35–50 mm

• Dimension (WxHxD): 

External module: 78 x 307 x 26 mm 

Internal module: 79 x 311 x 35 mm 

Mortise lock: 240 x 110 x 25 mm (backset 70 mm)

Supplied with

1 External and internal module, 1 Morties lock and striking plate

1 Set of fixing material

1 User manual and installation tenplate, 8 Batteries AA

3 Mechanical keys, 2 Key cards, 2 Key tags

Mechanical key

Digital door lock EL7500-TC
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IPI 19.028

Material/Finish Cat. No.

Plastic glossy 917.80.734

Supplied with Cat. No.

4 Batteries 1.5V AA 910.54.957

Material/Finish Cat. No.

Stainless steel matt 912.05.738

 

Key card

Battery AA

Features

 Chip: Mifare Classic

 Size (WxHxTHK): 54 x 85 x 0.92 mm

Striking plate

Features

 Additional striking plate for door thickness 40–50 mm

 Useable with digital door lock EL7200-TC and EL7500-TC 

used with electronic standard security mortise lock

   
Accessories for EL7200-TC and EL7500-TC
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Packing: 1 set 

Finish Cat. No.

Silver matt 912.05.658

IPI 19.181

Digital door lock ER5000

External module Internal module

Key card 85 x 54 mm

Key tag 18 x 45 mm

Features

 2 identification types: 

- Up to 100 key cards/tags (Mifare and Rabbit Cards) 

- Up to 20 passwords (4–10 digits combination)

 English voice guidance

 Digital touch pad design

 Double lock function

 Auto/Manual lock mode selectable

 Random security coding function 

 Low battery power alert and intrusion warning function 

 Mischief and hacking prevention system 

 Micro USB emergency power supply

 Suitable for DIN left and DIN right

 Suitable for door leaf thickness 30–50 mm

 Dimension(WxHxD):External module: 71 x 172 x 13 mm, 

Internal module:  77 x 200 x 48 mm

Supplied with

1 External and internal module, 

1 Set of striking plates

1 Set of fixing material,

2 Key cards, 2 Key tags

1 User manual and installation manual

Order reference

Please order battery AA 4 pcs. (Cat.No. 910.54.957) separately.
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Packing: 1 set 

Finish Cat. No.

Silver matt 912.05.659

IPI 19.181

Key card 85 x 54 mm

External module Internal module

Key tag 18 x 45 mm

Features

• 3 identification types: 

- Up to 100 key cards/tags (Mifare and Rabbit Cards) 

- Up to 20 passwords (4–10 digits combination) 

- Up to 100 fingerprints

• English voice guidance

• Digital touch pad design

• Double lock function

• Auto/Manual lock mode selectable

• Random security coding function 

• Low battery power alert and intrusion warning function 

• Mischief and hacking prevention system 

• Micro USB emergency power supply

• Suitable for DIN left and DIN right

• Suitable for door leaf thickness: 30–50 mm

• Dimension(WxHxD): External module: 71 x 172 x 13 mm, 

Internal module: 77 x 200 x 48 mm

Supplied with

1 External and internal module 

1 Set of striking plate

1 Set of fixing material

2 Key cards, 2 Key tags

1 User manual and installation manual

Digital door lock ER5100

Order reference

Please order battery AA 4 pcs. (Cat.No. 910.54.957) separately.
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IPI 19.181

Material/Finish Cat. No.

Plastic glossy 917.80.734

Supplied with Cat. No.

4 Batteries 1.5V AA 910.54.957

Key card

Battery AA

Features

 Chip: Mifare Classic

 Size (WxHxTHK): 54 x 85 x 0.92 mm

Accessories for ER5000 and ER5100
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Packing: 1 set. 

Finish Cat. No.

Black matt 912.05.382

  
Digital door lock EL 8000-TC

External module Internal module

Key card 85 x 54 mm

Key tag 35 x 25 mm

Mechanical key

Features

 3 Identification types:  

Up to 20 key cards, up to 8 passwords (4–12 digits) and 

overridable mechnical key

 Volume control 8 steps

 Double lock function 

 Random security coding function

 Panic release handle type

 Low battery power alert and intrusion warning function

 Mischief and hacking prevention system

 Making missed card key being useless function

 Suitable for DIN left and DIN right

 Suitable for door thickness 35 - 50 mm

 Service life of battery: Approx. 1 year (10 time usage/day)

 Dimension (WxHxD): 

External module: 76 x 306 x 28 mm 

Internal module: 71 x 298.6 x 30.7 mm 

Mortise lock: 123 x 109.5 x 24.5 mm (Backset 70 mm)

Supplied with

1 External and internal module

1 Mortise lock and striking plate

1 Set of fixing material

1 User manual and installation template, 8 Batteries 1.5V AA

3 Mechanical keys, 2 Key cards, 2 Key tags
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Finish Cat. No.

Dark grey - black 912.05.360

  
Features

• 4 identificated types: 

- Up to 100 fingerprints 

- Up to 50 key cards 

- Up to 10 passwords (6-12 digits) 

- overridable mechnical key

• Volume control 8 steps

• Double lock function

• Random security coding function

• Panic release handle type

• Low battery power alert and Intrusion warning function

• Mischief and hacking prevention system

• Making missed card key being useless function

• Suitable for DIN left and DIN right

• For door thickness 35-50 mm

• Dimension (WxHxD): 

- External module: 76 x 306 x 28 mm 

- Internal module: 71 x 298.6 x 30.7 mm 

- Mortise lock: 123 x 109.5 x 24.5 mm (Backset 70 mm)

Supplied with

1 External and internal module

1 Morties lock and striking plate

1 Set of fixing material

1 User manual and installation tenplate

8 Batteries AA

3 Mechanical keys

2 Key tags

Key tag 35 mm x 25 mm

Mechanical key

Digital door lock EL 9000-TCS
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Material/Finish Cat. No.

Plastic glossy 917.80.734

Supplied with Cat. No.

4 Batteries 1.5V AA 910.54.957

Material/Finish DIN left DIN right

Stainless steel matt 912.05.630 912.05.631

 

Key card

Battery AA

Features

 Chip: Mifare Classic

 Size (WxHxTHK): 54 x 85 x 0.92 mm

Replacing fitting plate

Features

 For replacing a knob lockset or normal lever handle to  

the digital door lock EL 8000-TC or EL 9000-TCS 

 Suitable for door leaf thickness 35–50 mm 

Supplied with

1 Long striking plate

1 Long forend

1 Fixing screw

     
Accessories for EL 8000-TC and EL 9000-TCS
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   a a
Features

• 4 identificated types: 

- Up to 100 key cards 

- Up to 10 passwords (8 digits) 

- Up to 10 BLE devices such as smart phone 

  (available for Bluetooth BLE function only) 

- Mechanical key, emergency key override

• English/Thai voice guidance, volume adjustable

• Digital touch pad design

• Break-in and damage alarm 

• Auto/manual lock mode selectable

• Free access/privacy mode selectable 

• Anti-panic system on exit 

• External 9V battery terminal for emergency use

• Wrong-try lock out delay

• Low battery power alert

• Break-in and tamper alarm

• Door thickness  35 – 50 mm

• Battery litetime: Approx. 1 year (10 times usage per day)

App specification (for Bluetooth BLE function only)

• Platform:  iPhone: iOS 8.0 or above;  

                Android-based Smart Phone: Android 5.0 or above

• Language: English and Thai

• Verification methods: Password, pattern and fingerprint  

(if the smart phone is equipped with fingerprint sensor)

• Device Management: Add/Delete/Modify device, Information  

Checking and Notification

• Function: Open/Close Lock, Time Sync, Key Sharing and  

Records Trailing

Digital door lock EF 680 Kaba

Key card 85.5 x 54 mm

Key tag 35 x 25 mm

Mechanical key
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Color Bluetooth BLE  
function 

Backset mm External module with  
lever handle pointing  
to the left

3 4

External module with  
lever handle pointing  
to the right

5 6

Black

Option 55 912.05.560 912.05.561

White

Option 55 912.05.562 912.05.563

Silver

Option 55 912.05.564 912.05.565

Rose gold

Option 55 912.05.566 912.05.567

1

2

3 4 5 6

Determine lever handle and opening direction

Internal side

External side

External module with 
lever handle pointing to
the left, outwards opening

Order reference

For bluetooth BLE option, pls contact sales.

External module with 
lever handle pointing to
the left, inwards opening

External module with 
lever handle pointing to
the right, inwards opening

External module with 
lever handle pointing to
the right, outwards opening

Supplied with

1 External and Internal module

1 Motise lock and striking plate

1 Set of fixing material 

2  Key cards  

2  Key tags  

3  Mechanical keys

4  Batteries AA

1 User manual and installation template
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   a a
Features

• 3 identificated types  

- Up to 100 fingerprints 

- Up to 10 passwords (8 digits) 

- Mechanical key, emergency key override

• English/Thai voice guidance, volume adjustable

• Digital touch pad design

• Break-in and damage alarm 

• Auto/manual lock mode selectable

• Free access/privacy mode selectable 

• Anti-panic system on exit 

• Double indentification mode selectable, combined password and 

fingerprint or combined fingerprint and fingerprint

• External 9V battery terminal for emergency use

• Wrong-try lock out delay

• Low battery power alert

• Break-in and tamper alarm

• Door thickness  35 – 50 mm

• Battery lifetime: Approx. 1 year (10 times usage per day)

Digital door lock EF 780 Kaba

Mechanical key
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Color External module with lever handle pointing to the left
3 4

External module with lever handle pointing to the right
5 6

Black

912.09.960 912.09.961

White

912.09.962 912.09.963

1

2

3 4 5 6

Determine lever handle and opening direction

Internal side

External side

External module with 
lever handle pointing to
the left, outwards opening

External module with 
lever handle pointing to
the left, inwards opening

External module with 
lever handle pointing to
the right, inwards opening

External module with 
lever handle pointing to
the right, outwards opening

Supplied with

1 External and Internal module 

1 Motise lock and striking plate

1 Set of fixing material  

3  Mechanical keys

4  Batteries AA

1 User manual and installation template

Order reference

For additional colours silver and rose gold, pls contact sales.
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Colour Cat. No.

White 911.59.670

IPI 19.243

Step 1 Step 2 Step 3

Step 4

TM

TM

The intelligent security protection thermally generates white fog, aimed at inhibiting intruders from accessing items to 

steal, much used in the storage of high-value goods, and recommended by police and insurers.

By using intelligent security fog protection 600iTM, you either avoid losing valuables altogether or reduce your losses to a 

minimum. Fog security is also very effective in preventing vandalism.

Features

• Prevent intruders from accessing assets, stealing items or  

prevent vandalism

• Leaves no residue, does not affect clothing, furnishings or 

electrical equipment

• Completely harmless to humans and animals

• Fog production performance (example): 

- TURBO mode 30 sec: 600 m3 

- Standard mode 60 sec:  700 m3 

- 60 sec + 9 min pulse:  1,700 m3

• Capacity (full fluid container): Approx. 4,800 m3

• Input termianl: 5 signals

• Output terminal: 3 signals

• Heating time:  10–15 min

• Number of 60 sec shots in one container: 7 times

• With fluid container 1.1 L

• With backup battery 12V, 1.2Ah 2 pcs. for electronics and pump

• Fog times, signals and heating adjustable

• 4 different angled nozzles and nozzle extension options

• Dimension (WxLxH): 332 x 475 x 154 mm

• Product weight: 12.6 kg

• Power supply: 230V/50 Hz

• Power consumption: 

- During operation: 1,050 W 

- On standby after heating enabled: 60 W (average) 

- On standby with heating disabled: 5-10 W

Intelligent security fog protection 600iTM
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IPI 19.243

Capacity Cat. No.

1.1 L (approx. 4,800 m3 fog) 911.59.671

PIR

TM

TM

Recommend NC (normal-closed) circuit

Features

 Designed for fog protection model 600iTM

 Quick and easy replacement without fog fluid spillage

Function

 Alarm is off (daytime), fog protection 600iTM is disabled.

Fog fluid container XTRA+

TM

Fog 600iTM Alarm System
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